
QD623电控说明书

安全指示
1） 在安装或使用本产品前，使用者必须详细阅读本操作手册。

2） 本产品须由受过正确训练的人员来安装或操作。安装作业时必须关闭所有电源，切记不

可带电操作。

3） 所有标有 符号的指示，必须特别注意并按照说明书上的执行，以免造成不必要的损

害。

4） 为安全起见，禁止以延长线作电源座供应二项以上的电器产品使用。

5） 在连接电源线时，必须确定工作电压低于 AC250V，且符合本产品标识中规定的额定

电压值。

※注意 ：电控箱电源规格如为 AC220V时，请勿插接至 AC380V的电源插座上，否则

将出现异常且电机无法动作。此时请立即关闭电源开关，重新检查电源。持续供应 380V

超过五分钟以上，将可能烧损电控箱内器件，而危及人身安全。

6） 请不要在日光直接照射的场所、室外及室温 45℃以上或 0℃以下的场所操作。

7） 请不要在暖气（电热器）旁、有露水的场所及在相对湿度 10%以下或 90%以上的场所

操作。

8） 请不要在灰尘多的场所、具有腐蚀性物质的场所及有挥发性气体的场所操作。

9） 请注意所有电源线、信号线、接地线等接线时不要受压或过度扭曲，以确保使用安全。

10）电源线的接地端须以适当大小的导线和接头连接到生产工厂的系统地线，此连接必须

被永久固定。

11）所有可转动的部分，必须以所提供的零件加以防范露出。

12）在安装完成第一次开电后，先关闭切线功能以低速操作缝纫机并检查转动方向是否正

确、运转是否稳定。

13）在进行以下操作前，请先关闭所有电源：

1.在控制箱与马达上插拔任何连接插头时。

2.穿针线时。

3.翻抬缝纫机机头时。

4.修理或做任何机械上的调整时。

5.机器闲置不用时。

14）修理或高层次的保养工作，仅能由受过训练的机电技师来执行。

所有维修用的零件，须由本公司提供认可，方可使用。

15）使用本产品请远离高频电磁波和电波发射器等，以免所产生的电磁波干扰伺服驱动装

置而发生误动作。

16）请不要以不适当物体来敲击或撞击本产品及各装置。

保修期限

本产品保修期限为购买日期起一年内或出厂月份起两年内。

保修内容

本产品在正常情况使用且无人为操作失误的前提下，于保修期间无偿为客户维修使能正

常操作。

但以下情况于保修期间将收取维修费用：

1.不当使用包括误接高压电源、将产品移做其它用途、自行拆卸、维修、更改、或不依

规格范围使用、进水进油及插入异物于本产品。

2.火灾、地震、闪电、风灾、水灾、盐蚀、潮湿、异常电压及其它天灾或不当场所造成

的损害。

3.客户购买后摔落本产品，或客户自行运输（或托付运输公司）造成的损害。

*本产品在生产及测试上皆尽最大努力和严格控制使其达到高品质及高稳定的标准，但

外部的电磁或静电干扰或不稳定的供应电源，仍可能对本产品造成影响或损害，因此操

作场所的接地系统一定要确实做好，并建议用户安装故障安全防护装置（如漏电保护器）



1.1 按键显示及操作说明

1.1 按键说明

进入参数区功能

键

一般模式下按【P】键进入用户参数模式

按住【P】键开机进入技术员参数模式

进入和确定存储

保存键

进入参数项及其内容值如经调整变更后，需按下【S】键予以保存确认。注：参

数保存直接按【S】保存。

上调节键

1、参数选择区内参数项递增键

2、参数内容区内设定数值递增键

3、停针位选择快捷键

下调节键

1、参数选择区内参数项递减键

2、参数内容区内设定数值递减键

3、慢速起缝选择快捷键

1.2操作说明

1.2 恢复出厂设置

1.3 进入用户模式及修改保存

1.4 进入技术员模式及修改保存

2.参数表



参数

项
中文说明 范围 初始值 内容值名称说明与备注

在正常模式下按[P]

P01 最高转速（r/pm ） 200-2200 2200 车缝时的最高转速设定

P02 加速曲线调整（%） 1-100 80
控速器爬升斜率设定

斜率值愈大，速度愈陡；斜率值愈小，速度愈慢

P03 停针位选择 0-1 1 0：上停针；1：下停针

P07 慢速起缝速度（r/pm ） 200-1500 400 慢速起缝时的速度设定

P08 慢速起缝针数（针） 1-100 2 慢速起缝时的针数设定，每一单位代表半针

P14 慢速启动 0-1 0
1：慢速启动功能开启

0：慢速启动功能关闭

P15 补针方式 0-4 2
0：半针；1：一针；2：预留 3：连续补一针；4:

连续补针,快速停车

P24 脚踏板反踏点电压 30-1000 110

P30 厚料加力力度 0-100 10

P42 信息显示 N01-N07

N01电控版本号序列号

N02选针盒版本号

N03转速

N04脚踏板 AD

N05上定位机械角度

N06下定位机械角度

N07母线电压 AD

P43
马达转动方向设定（正

反转）
0-1 1 1：顺时针方向 0： 逆时针方向

按住[P]键开机

P44 刹车力度 1-50 18 机器停车时的力度选择。

P48 低速（定位速度）（r/pm ） 100-500 210 定位速度设定

P56 开电后自动找上定位 0-2 1

0：始终不找上定位

1：始终找上定位

2：若电机已经处于上定位时不再找上定位（仅限

于有磁钢电机）

P58 上定位调整 0-1440 40
上定位调整，数值减少时会提前停针，数值增加

时会延迟停针

P59 下定位调整 0-1440 650
下定位调整，数值减少时会提前停针，数值增加

时会延迟停针

P60 测试速度（r/pm ）
200-500

0
2200 设置测试速度

P61 A项测试 0-1 0
A项测试选项，设定后将按【P60.】所设定之速

度持续运行

P62 B项测试 0-1 0
B项测试选项，设定后将按【P60.】所设定之速

度执行启动-车缝-停车-剪线的循环

P63 C项测试 0-1 0
C项测试选项，设定后将按【P60.】所设定之速

度执行无定位动能的启动-车缝-停车的循环

P64 测试 B、C导通时间 1-250 20 B、C项测试中，设置导通时间

P65 测试 B、C停车时间 1-250 20 B、C项测试中，设置停车时间

P66 机头保护开关检测 0-2 1 0：不检测 1：检测零信号 2：检测正信号



参数

项
中文说明 范围 初始值 内容值名称说明与备注

P67 剪线保护开关检测 0-1 0 0：不检测 1：检测

按住[P]、[S]键同时开机

P70 出厂机型选择 1-10

P72 上停针位校正 0-1440

调整上停针位，显示的数值会随手轮位置变化而

变化，按“S”键可保存当前位置（数值）为上停针

位

P73 下停针位校正 0-1440

调整下停针位，显示的数值会随手轮位置变化而

变化，按“S”键可保存当前位置（数值）为下停针

位

P84 厚料开始加力角度 0-359 9

P85 厚料结束加力角度 0-359 57

P92 编码器绝对位置校正 160

读取编码器起始角度，出厂已设置，请勿随意更

改（参数值不可手动更改，随意更改会导致控制

箱、电机出现异常或损坏）

3.错误代码表

错误码 内容 对策

E01
1）电源 ON时，主电压检测过高

2）供应电源电压过高时

关闭系统电源，检测供应电源电压是否正确。（或

是否超过使用规定的额定电压）。

若正确，请更换控制箱并通知厂方。

E02
1）电源 ON时，主电压检测过低

2）供应电源电压过低时

关闭系统电源，检测供应电源电压是否正确。（或

是否低于使用规定的额定电压）。

若正确，请更换控制箱并通知厂方。

E03 控制面板于 CPU传输通信异常

关闭系统电源，检查控制面板接头是否松动或脱

落，将其恢复正常后重启系统。若仍不能正常工

作，请更换控速器并通知厂方。

E05 控速器接触异常

关闭系统电源，检查控速器接头是否松动或脱落，

将其恢复正常后重启系统。若仍不能正常工作，

请更换控速器并通知厂方。

E07

a)马达插头配线接触不良导致不转

b)车头机构死锁或马达皮带异物卷入卡死。

c)加工物过厚，马达扭力不足无法贯穿。

d模块驱动出力异常

转动机头电机手轮观察是否卡住。如卡住则先排

除机头机械故障。

如转动正常，检查电机编码器接头和电机电源线

接头是否松动。如有松动请修正。

如接触良好，检查供应电源电压是否异常或转速

设置过高。如有请调整。

如正常，请更换控制箱并通知厂方。

E09

E11

电源开启即自动找上定位，但未检测到上定位信

号。

关闭系统电源，检查电机编码器接口是否松动或

脱落，将其恢复正常后重启系统。若仍不能正常

工作，请更换电机编码器或控制箱并通知厂方。

E14 编码器信号异常

关闭系统电源，检查电机编码器接口是否松动或

脱落，将其恢复正常后重启系统。若仍不能正常

工作，请更换电机编码器或控制箱并通知厂方。



E15 电力模块不正常过流保护
关闭系统电源，再重新开启。若仍不能正常工作，

请更换控制箱并通知厂方。

E17 机头保护开关没到正确位置

关闭系统电源，检查机头是否掀开，控制箱内滚

珠开关是否移位或损坏。

如需暂时关闭此保护，可将 P66项参数值设为 0。

E20 开机电机启动失败

关闭系统电源，检查电机编码器接口和电机电源

接口是否松动或脱落，将其恢复正常后重启系统。

若仍不能正常工作，请更换控制箱并通知厂方。

4.端口示意图



SafetyInstruction
1. Usersarerequiredtoreadtheoperationmanualcompletelyandcarefullybefore

installationoroperation.
2. Theproductshouldbeinstalledandpre-operatedbywelltrainedpersons.
3. Alltheinstructionmarkedwithsign mustbeobservedorexecuted;otherwise,

bodily
injuriesmightoccur.

4. Forperfectoperationandsafety,itisprohibitedthatusingextensioncablewith
multi-outlet
forpowerconnection.

5. Whenconnectingpowersupplycordstopowersources,itisnecessarytomakesure
thatthe powervoltageislowerthan250VAC andmatchestheratedvoltage
indicatedonthemotor’snameplate.

※Attention:IftheControlBoxisAC 220V system,pleasedon’tconnectthe
ControlBoxtoAC380Vpoweroutlet.Otherwise,theerrorwilloccurandmotor

willnotwork.Ifthathappens,pleaseturnoffthepowerimmediatelyandcheckthe
powervoltage.

6. Don＇toperateindirectsunlight，outdoorsareaandwheretheroom temperatureis
over45°Corbelow5°C.

7. Pleaseavoidoperatingneartheheateratdewareaoratthehumiditybelow30%or
above95%.

8. Don＇toperateinareawithheavydust,corrosivesubstanceorvolatilegas.
9. Avoidpowercordbeingappliedbyheavyobjectsorexcessiveforce,oroverbend.
10.Theearthwireofpowercordmustbeconnectedtothesystem groundofthe

productionplantbypropersizeofconductionsandterminals.Thisconnectionshould
befixedpermanently.

11.Allthemovingportionsmustbepreventedtobeexposedbythepartsprovided.
12.Turingonthemachineinthefirsttime,operatethesewingmachineatlowspeedand

checkthecorrectrotationdirection.
13.Turnoffthepowerbeforethefollowingoperation：

a)Connectingordisconnectinganyconnectorsonthecontrolboxormotor.
b)Threadingneedle.
c)Raisingthemachinehead.
d)Repairingordoinganymechanicaladjustment.
e)Machinesidling.

14． Repairsandhighlevelmaintenanceworkshouldonlybecarriedoutbyelectronic
technicianswithappropriatetraining.

14.Allthesparepartsforrepairmustbeprovidedorapprovedbythemanufacturer.
15.Don’tuseanyobjectsorforcetohitorram theproduct.
GuaranteeTime

Warrantyperiodofthisproductis1yeardatedfrom purchasing,orwithin2years
from ex-factorydate.

WarrantyDetail:
Anytroublefoundwithinwarrantyperiodundernormaloperation,itwillberepaired
freeofcharge.However,maintenancecostwillbechargedinthefollowingcases
evenifwithinwarrantyperiod:

1. Inappropriate use,including:wrong connecting high voltage,wrong application,
disassemble,repair,modificationbyincompetentpersonnel,oroperationwithoutthe
precaution,oroperationoutofitsspecificationrange,orinsertingotherobjectsor
liquidsintotheproduct.

2. Damagebyfire,Earthquake,lighting,wind,flood,saltcorrosive,moisture,abnormal
power
voltageandanyotherdamagecausebythenaturaldisasterorbytheinappropriate
environments.

3. Droppingafterpurchasingordamageintransportationbycustomerhimselforby
customer’sshippingagency

Note: Wemakeourbestefforttotestandmanufacturetheproductforassuringthe



quality.However,itispossiblethatthisproductcanbedamagedduetoexternal
magneticinterferenceandelectronicstaticornoiseorunstablepowersourcemore
thanexpected;thereforethegroundingsystem ofoperateareamustguaranteethe
goodearthandit’salsorecommendedtoinstallafailsafedevice.(Suchasresidual
currentbreaker)

1. ButtonDisplaysandoperatinginstructions

1.1 KeyDescription

Functionkey

enterparameter

area

Undernormalmode,pressthe[P]keytoentertheuserparametermode

Pressandholdthe[P]keytobootintoparametermodeTechnician

Enterand

determine\save

button

Enterparametervalues such items and theircontents change after

adjustment,needtopressthe[S]keytosavetheconfirmation.Note:The

parametersaresaveddirectlybythe[S]key.

On the
adjustmentkey

1.Choosetheregionparameteritemsincrementingkey
2.Parametersettingvalueincrementingkey
3.Selecttheshortcutneedleposition

Under the
adjustmentkey

1.Choosetheregionparameteritemsofdiminishingkey
2.Isdecrementedkeyparametersettings
3.Slowplayseam selectionshortcuts

2 UserParameter&TechnicianParameter

Paramete

r
ParameterFunction Range

Defaul

t
Description

Inthenormalscreen,press[P]

P01
Maximum SewingSpeed

（r/S ）
100-3700 3700 Maximum speedofmachinesewing

P02 SpeedCurveAdjustment（%） 1-100 80
TheLagerthevalue,thefastertoincrease
speed

P03 NeedleUP/DOWN UP/DN DN
UP:NeedleStopsatUpPosition
DN:NeedleStopsatDownPosition

P07 SoftStartSpeed（r/S ） 200-1500 400 SoftStartSpeedAdjustment

P08 StitchNumbersforSoftStart 0-99 2
SoftStartStitchesSetting(oneunit=half
stitch)

P14 SoftStart ON/OFF ON
ON:Slowstartfeatureisturnedon. OFF:
Slowstartfunctionoff.

P15 Makeuppinmode 0-3 0
0:Semi-pin；1:apin2：Continuousfilling

halfneedle3：Continuousinjection

P24 Footpedalreversevoltage 30-500 120

P30 Thickmaterialangle 0-100 0

P42 InformationDisplay N01-N07

NO1 Electricallycontrolledversionserial
numbers

NO2 Selectedneedlecassetteversion
NO3 Speed
NO4 PedalsAD,
NO5 Positioningangle(0--359),
NO6 Underthepositioningangle



Paramete

r
ParameterFunction Range

Defaul

t
Description

NO7 BusvoltageAD

P43 SettingDirectionofMotor
Rotation

CCW/CW CCW
CW：Clockwise

CCW： CounterClockwise

Pressandholdthe[P]keytoboot

P44 Brakeforce 1-50 16 Effortstostopthemachinewhenselecting

P48
Low(Positioning)Speed

（r/S ）
100-500 210 SettingPositioningSpeed

P56

NeedlesGoesUp

AutomaticallyasPower

turnedon

0-2 1

0:alwaysnottofindaposition

1：:alwayslookingforpositioning

2： Ifthemotorispositionedontheno

longer find location (only with magnet

motor)

P58 UpPositionAdjustment 0-1439 40

UpPositionAdjustment
Theneedlewilladvancestopwhenthe
valuedecreased.
Theneedlewilldelaystopwhenthevalue
increased.

P59 DownPositionAdjustment 0-1439 720

DownPositionAdjustment
Theneedlewilladvancestopwhenthe
valuedecreased.
Theneedlewilldelaystopwhenthevalue
increased.

P60 TestingSpeed（r/S ） 100-3700 2000 Settingtestingspeed.

P61 TestingA ON/OFF OFF
OptionofTestingA,aftersettingpress
【060.TV】tosetthespeedkeeprunning.

P62 TestingB ON/OFF OFF
OptionofTestingB,aftersettingpress
【060.TV】tosetthespeedexecutethe
cycleofStart–Sewing–Stop-Trimming

P63 TestingC ON/OFF OFF

OptionofTestingC,aftersettingpress
【060.TV】tosetthespeedexecutethe
cycleofStart–Sewing–Stopwithout
positioningfunction

P64
RunningTimeofTestingB

andC
1-250 20 SettingrunningtimeoftestingBandC

P65 StopTimeofTestingBandC 1-250 20 SettingstoptimeoftestingBandC

P66
MachineProtectionSwitch

Testing
0-2 1

0：Disable， 1：Testingzerosignal， 2：

Testingpositivesignal

P67
TrimmingProtectionSwitch

Testing
ON/OFF OFF OFF：Disable ON：Enable

Pressandholdthe[P],[S]keywhiletheboot

P70 ThefactoryTypeSelection 27

P72
The needle position

correction
0-1439 0

Hand rotation manualto the appropriate

position,pressSkeytosave



Paramete

r
ParameterFunction Range

Defaul

t
Description

P73
Underneedleposition

correction
0-1439 0

Hand rotation manualto the appropriate

position,pressSkeytosave

P84 Thickstartangle 0-330 9

P85 Thethickendangle 0-330 57

P92 Encoderstartangle 160 Viewmanual1.5chapter

3 ErrorCodeList

ErrorCode Problem Strategies

E01

1)PowerON,themainvoltagedetectionistoo

high

2)Whenthesupplyvoltageistoohigh

Turnoffthesystem powersupply,anddetect

whetherthesupplyvoltageiscorrect. (Or

exceedtheratedvoltagespecifiedinuse.)

Ifcorrect,pleasereplacethecontrolboxand

inform thefactory

E02

1)PowerON,themainvoltagedetectionistoo

high

2)Whenthesupplyvoltageistoohigh

Turnoffthesystem powersupply,anddetect

whetherthesupplyvoltageiscorrect. (Or

exceedtheratedvoltagespecifiedinuse.)

Ifcorrect,pleasereplacethecontrolboxand

inform thefactory

E03
Operation panel and CPU transmission

communicationexception

Turn off the system power, check the

operationpanelinterfaceisloose

If contact is good, please change the

operationpanel.

Ifitis notoperated,the controlbox is

damaged,pleasechange

E05 Controlofthecontactofthedevice

Offthe system powersupply,check and

controltheconnectorislooseorfalloff,Will

resumenormalaftertherestartsystem

Ifyou stillcan notwork normally,please

replacethespeedcontrollerandnotifythe

manufacturer.

E07

a)Motorplugwiringcontactisnottransferred

b) Lockheadormotorbeltforeignbodyinthe

carddie

c) Themachineistoothick,themotortorqueis

notenough.

d) Moduledrivenoutputexception

Rotatingheadmotorhandwheelobservation

isstuckIfstuck,thefirstruleoutmechanical

failure

Such as rotation normalCheck the motor

encoderconnectorand motorpowercable

jointsareloose

Ifthereisaloosepleaserevise

Such as good contactCheck the supply

voltageofthepowersupplyvoltageistoo

high ortoo high Ifyou haveto adjustAs

normal,pleasereplacethecontrolboxand

notifythemanufacturer.



E9
E11

Synchronizersignalerror.

Poweroffsystem Checkthemotorencoder

interfaceislooseoroffWillresumenormal

aftertherestartsystem

Ifyoustillcannotworknormally,please
inform thefactoryandreplacethemotor.

E14 Encodersignalexception

Turnoffthesystem poweCheckthemotor

encoderinterfaceislooseoroffWillresume

normalaftertherestartsystem Ifyoustillcan

notworknormally,pleasereplacethemotor

andnotifythemanufacturer.

E15
Powermoduleisnotnormalovercurrent

protection

Turnoffthesystem power,andthenrestartIf

youstillcannotworknormally,pleaseinform

thefactoryandreplacethemotor.

E17
Headprotectionswitchisnotinthecorrect

position

Turnoffthesystem power,checkthenoseis

opened,theheadswitchisdamaged.

E20 Motorstartingfailure
Afterdrivingthemotordoesnotrotate,donot

lookfortheencoderreferencepoint

4.PortOutlineDiagram


