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�b�� Preparation�b�� Preparation

!"������8	`�CDOs
。
9�À+,	`�)*CD！
All instructions and regulations in this Instrution Manual must be

observed .

Special attention must be paid to all safety regulations!

	`�b��67?��H�°´B+,���~�。
�	`��b��67$，!""°�
���;-Æ�Ûôð���
ôZ，%��b��。
All setting-up work must only be carried out by personnel with the

approp-riate training. For all setting-up work the machine must be

disconnected from its power supply by turning off the on/off switch, or

removing the plug from the electric power socket.

!"������8	`�CDOs
。
9�À+,	`�)*CD！
All instructions and regulations in this Instrution Manual must be

observed .

Special attention must be paid to all safety regulations!

	`�b��67?��H�°´B+,���~�。
�	`��b��67$，!""°�
���;-Æ�Ûôð���
ôZ，%��b��。
All setting-up work must only be carried out by personnel with the

approp-riate training. For all setting-up work the machine must be

disconnected from its power supply by turning off the on/off switch, or

removing the plug from the electric power socket.

7 Preparation�b��7 Preparation�b��

7.01 9610� �U�_�N

Inserting needle on model 9610

7.01 9610� �U�_�N

Inserting needle on model 9610

�
�b�Û！`@�b,zKb|�^�>?！
Switch the machine off!  Danger of injury if the machine is started

accidentally!

�
�b�Û！`@�b,zKb|�^�>?！
Switch the machine off!  Danger of injury if the machine is started

accidentally!

134?�� 
·��N。

134Only use needles of system

● lbmnop1¡æ¾yz{|。
2● ß�äå ¡�Qf�Kô��N。；

9610º� �U，uN�!"�y


x。
2● êëäå ¡æmnop{�Ëá�w。

1● Raise the roller presser and swing it out.

Loosen screw and insert the needles● 2

as far as possible. The long groove must

face to the left on model .9610

Tighten screw and swing roller presser● 2

back to position.1

134?�� 
·��N。

134Only use needles of system

● lbmnop1¡æ¾yz{|。
2● ß�äå ¡�Qf�Kô��N。；

9610º� �U，uN�!"�y


x。
2● êëäå ¡æmnop{�Ëá�w。

1● Raise the roller presser and swing it out.

Loosen screw and insert the needles● 2

as far as possible. The long groove must

face to the left on model .9610

Tighten screw and swing roller presser● 2

back to position.1

�N����²��b�U
、PO	���ÂÃ（ÇÊ�3.02�
“���”）
The Choice of needle depends on the model of the machine and the
thread and material used (see ).Chapter 3.02 Needles and threads

�N����²��b�U
、PO	���ÂÃ（ÇÊ�3.02�
“���”）
The Choice of needle depends on the model of the machine and the
thread and material used (see ).Chapter 3.02 Needles and threads

!
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�N����²��b�U
、PO	���ÂÃ（ÇÊÔ3.02�
“NOP”）
The Choice of needle depends on the model of the machine and the
thread and material used (see ).Chapter 3.02 Needles and threads

�N����²��b�U
、PO	���ÂÃ（ÇÊÔ3.02�
“NOP”）
The Choice of needle depends on the model of the machine and the
thread and material used (see ).Chapter 3.02 Needles and threads

7.02 � �U�_�N9620

Inserting the needle on model  9620

7.02 � �U�_�N9620

Inserting the needle on model  9620

�b�� Preparation�b�� Preparation

�
�b�Û！ `@�b,zKb|�^�>?！
Switch the machine off!  Danger of injury if the machine

is started accidentally !

�
�b�Û！ `@�b,zKb|�^�>?！
Switch the machine off!  Danger of injury if the machine

is started accidentally !

?�� 
·��N。134-35

134-35Only use needles of system .

● lbmnop ¡æ¾yz{|。1

● ß�äå ¡ô��N，�
x�N�uN��ywx；wx2

�N�uN��y
x。

● êëäå ¡æmnop{�Ëá�w。2

● Raise the roller presser and swing it out.1

Loosen screws and insert the needles so that the long groove● 2

of the left  needle is facing right, and that of the right needle is

facing left.

Tighten screws and swing roller presser back into position.● 2 1

?�� 
·��N。134-35

134-35Only use needles of system .

● lbmnop ¡æ¾yz{|。1

● ß�äå ¡ô��N，�
x�N�uN��ywx；wx2

�N�uN��y
x。

● êëäå ¡æmnop{�Ëá�w。2

● Raise the roller presser and swing it out.1

Loosen screws and insert the needles so that the long groove● 2

of the left  needle is facing right, and that of the right needle is

facing left.

Tighten screws and swing roller presser back into position.● 2 1
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7.03 ghP；��ghP�����7.03 ghP；��ghP�����

�b�� Preparation�b�� Preparation

Winding the bobbin thread; adjusting the primary thread tension

● æ�Ë©�gh )_Ë�Pbã �。1 2

● â/	
 ²gh P，¡æP�$NÇy�gh����。9-03

2 3● a�$o��Pbã Oçt ，�|�Pb。

1 2● Place an empty bobbin into bobbin winder spindle .

Thread the bobbin as shown in And wind it clockwise around● Fig.

bobbin a few times1

Switch on the bobbin winder while pressing bobbin winder spindle and● 2

lever .3

���°Ñ8，gh�P。
The bobbin is filled up during sewing.

● �gh ��P��Q%�m�ä�4ÒÐ��。1

● agh��PD，�PbG|�é。
The thread tension of bobbin can be adjusted by knurled screw .● 1 4

he bobbin winder stops automatically when bobbin is full.● T 1

âí�P���：
If the thread is wound unevenly:

Loosen nut● ß�ä% 。5 5.

6● ´BKK�|�Pl 。6 Turn thread guide accordingly.

Tighten nut● êëäå 。5 5.

● æ�Ë©�gh )_Ë�Pbã �。1 2

● â/	
 ²gh P，¡æP�$NÇy�gh����。9-03

2 3● a�$o��Pbã Oçt ，�|�Pb。

1 2● Place an empty bobbin into bobbin winder spindle .

Thread the bobbin as shown in And wind it clockwise around● Fig.

bobbin a few times1

Switch on the bobbin winder while pressing bobbin winder spindle and● 2

lever .3

���°Ñ8，gh�P。
The bobbin is filled up during sewing.

● �gh ��P��Q%�m�ä�4ÒÐ��。1

● agh��PD，�PbG|�é。
The thread tension of bobbin can be adjusted by knurled screw .● 1 4

he bobbin winder stops automatically when bobbin is full.● T 1

âí�P���：
If the thread is wound unevenly:

Loosen nut● ß�ä% 。5 5.

6● ´BKK�|�Pl 。6 Turn thread guide accordingly.

Tighten nut● êëäå 。5 5.
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7.04                   取出/装入梭壳

                      Removing/Inserting the bobbin case

机器准备   Preparation

关闭机器电源！  有被机器意外地起动伤害的危险！
Switch the machine off!  Danger of injury if the machine is 
started accidentally !

   取出梭壳：
   Removing the bobbin case:
●   打开柱式底板帽。
●   抬起梭门闩1并取出梭壳2。
●   Open the post cap.
●   Raise latch 1 and remove bobbin case 2.

      装入梭壳：
      Inserting bobbin case:
●    装入梭壳2。
● 关闭梭门闩并重新盖上柱式底板帽。
●  Insert bobbin case 2.
●   Close the latch and close the post

对9620机型的操作如图所示。
9620 is shown in Fig.

7.05                 梭壳穿线/调节梭心线的张力

●   将梭心放入梭壳 1中。
●   将线穿过弹簧2下的狭槽中。
●    将线穿过凹口处。
●    通过转动螺钉3调节梭心线张力。
●  Insert the bobbin into the bobbin case 1.
●  Pass the thread through the slot under 
     spring 2.
●  Pass the thread through the notch.
●  Adjust the thread tension by turning 
     screw 3.

当拉线时，梭心必须朝箭头方向旋转。
When the thread is pulled, the bobbin must rotate in the direction of the 
arrow.

7-4
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�b�� Preparation�b�� Preparation

7.06 9610 �U� NP¡��NP��
Threading the needle thread and regulating its tension on
model 9610.

7.06 9610 �U� NP¡��NP��
Threading the needle thread and regulating its tension on
model 9610.

● y�{|¤ec1。
● â/	
 NP。
● � �U�，NPoÆwy
 ；ñ� 、 �U�，9625 9610 9610S

NPoÆ
yw 。
● "°�|m�ä÷ ��NP���。2

Tilt up the eye guard● .1

Thread the needle thread as shown in● Fig.

On model the needle is threaded from the right to the left, and● 9625

on model from left to the right.9610 9610、 S
Adjust the needle thread tension by turning milled screw .● 2

● y�{|¤ec1。
● â/	
 NP。
● � �U�，NPoÆwy
 ；ñ� 、 �U�，9625 9610 9610S

NPoÆ
yw 。
● "°�|m�ä÷ ��NP���。2

Tilt up the eye guard● .1

Thread the needle thread as shown in● Fig.

On model the needle is threaded from the right to the left, and● 9625

on model from left to the right.9610 9610、 S
Adjust the needle thread tension by turning milled screw .● 2

�
�b�Û！

`@�b,zKb|�^�>?！

Switch the machine off!

Danger of injury if the machine is started accidentally!

�
�b�Û！

`@�b,zKb|�^�>?！

Switch the machine off!

Danger of injury if the machine is started accidentally!
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�b�� Preparation�b�� Preparation

7.07 � �U� NP¡��NP��9620
Threading the needle thread and regulating its tension on
model 9620

7.07 � �U� NP¡��NP��9620
Threading the needle thread and regulating its tension on
model 9620

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!

Danger of injury if the machine is started accidentally!

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!

Danger of injury if the machine is started accidentally!

● y�{|¤ec 。1
● â/	
 "ËNP。
● �
x��N�，NPoÆwy
 ；ñ�wx��N�，NP
oÆ
yw 。

● "°�|m�ä÷ ��NP���。2

● Tilt up the eye guard .1

Thread both needle threads as shown in● Fig.

The left needle is threaded from right to the left, and the right●

needle from the left to right.

Ajust the needle thread tension by turning milled screw .● 2

● y�{|¤ec 。1
● â/	
 "ËNP。
● �
x��N�，NPoÆwy
 ；ñ�wx��N�，NP
oÆ
yw 。

● "°�|m�ä÷ ��NP���。2

● Tilt up the eye guard .1

Thread both needle threads as shown in● Fig.

The left needle is threaded from right to the left, and the right●

needle from the left to right.

Ajust the needle thread tension by turning milled screw .● 2

7-6
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�b�� Preparation�b�� Preparation

7.08 �wPduv

Setting the stitch length

7.08 �wPduv

Setting the stitch length

● [�\1¡�$�|�nÏËPd��b#¦$�D��w。
● �ð[�\ ¡i�K�|�n，ÏË�ÔvÕ �	èÀ�w�Pd1 2

uv %¥ �x&  º'。3

1● Press key and at the same time turn the balance wheel until the

stitch setter clicks into position.

Hold down key and turn the balance wheel to and fro until the stitch● 1

lengthrequired is shown on the scale opposite the bottom edge of2 3

the  belt  guard recess.

● [�\1¡�$�|�nÏËPd��b#¦$�D��w。
● �ð[�\ ¡i�K�|�n，ÏË�ÔvÕ �	èÀ�w�Pd1 2

uv %¥ �x&  º'。3

1● Press key and at the same time turn the balance wheel until the

stitch setter clicks into position.

Hold down key and turn the balance wheel to and fro until the stitch● 1

lengthrequired is shown on the scale opposite the bottom edge of2 3

the  belt  guard recess.

4.5
4.1
3.9
3.7
3.5
3.2
2.9
2.6
2.3

1

2

3
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Clean daily, more frequently if in continuous operation……………………………

Oil level (thread lubrication/hook lubrication) daily, before use…………………

Oil the hook daily, before use………………………………………………………

Lubricate the bevel gears once a year……………………………………………

Check/adjust air pressure daily, before use………………………………………

Clean air filter of air filter/lubricator when required…………………………………

Clean daily, more frequently if in continuous operation……………………………

Oil level (thread lubrication/hook lubrication) daily, before use…………………

Oil the hook daily, before use………………………………………………………

Lubricate the bevel gears once a year……………………………………………

Check/adjust air pressure daily, before use………………………………………

Clean air filter of air filter/lubricator when required…………………………………

£¤¥�¦ Care and Maintenance£¤¥�¦ Care and Maintenance

8 Care and Maintenance£¤¥�¦8 Care and Maintenance£¤¥�¦

«¬ …………………………………………()，âíð*7Ð$，()+'
/µ½§¨（P®¯ ³g®¯） ………………………………… ()，��Ú�

²³g´µ ………………………………………………………()，��Ú�
¸¹n ®¯ …………………………………………………………… ( �'

/§¨ ��©ªo� ……………………………………………… ()，��Ú�

/«¬©ª­«b ®¯b�°­± ……………………………………… �èÀ$

«¬ …………………………………………()，âíð*7Ð$，()+'
/µ½§¨（P®¯ ³g®¯） ………………………………… ()，��Ú�

²³g´µ ………………………………………………………()，��Ú�
¸¹n ®¯ …………………………………………………………… ( �'

/§¨ ��©ªo� ……………………………………………… ()，��Ú�

/«¬©ª­«b ®¯b�°­± ……………………………………… �èÀ$

�ã��¦Û,o-G()v.7��©��b7Ð$Û�D�。��b7

Ð$Û/´����，01ÿ2�¦Û,。

These maintenance intervals are caculated for the average running time of

a single shift operation. If the machine is operated more than this, shorter

intervals are recommended.

�ã��¦Û,o-G()v.7��©��b7Ð$Û�D�。��b7

Ð$Û/´����，01ÿ2�¦Û,。

These maintenance intervals are caculated for the average running time of

a single shift operation. If the machine is operated more than this, shorter

intervals are recommended.

8.01 §¨/��©ªo�
Checking ladjnsting the air pressure

8.01 §¨/��©ªo�
Checking ladjnsting the air pressure

● �('���，�À!§¨ªoW ��
�1

©ªo�。

● ªoW �!"�
 �©ªo�。1 6 bar

● âíèÀ$，Q�� Ý。

2 6● � ，y�×¡³�³3 ，ÏéªoW�


bar�©ªo��ç。

● Before operating the machine, always check

the air presure on gauge .1

Gauge must show a pressure of .● 1 6 bar

If necessary adjust to this reading.●

To do so, pull knob upwards and turn it so● 2

that the gauge shows a pressure of .6 bar

● �('���，�À!§¨ªoW ��
�1

©ªo�。

● ªoW �!"�
 �©ªo�。1 6 bar

● âíèÀ$，Q�� Ý。

2 6● � ，y�×¡³�³3 ，ÏéªoW�


bar�©ªo��ç。

● Before operating the machine, always check

the air presure on gauge .1

Gauge must show a pressure of .● 1 6 bar

If necessary adjust to this reading.●

To do so, pull knob upwards and turn it so● 2

that the gauge shows a pressure of .6 bar

!
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£¤¥�¦ Care and Maintenance£¤¥�¦ Care and Maintenance

8.02 «¬©ª­«b/®¯b�°­±
Clean the air filter of the air-filter/lubricator

8.02 «¬©ª­«b/®¯b�°­±
Clean the air filter of the air-filter/lubricator

�
�b�Û！

Æ©ª­«b ®¯b�8�oÿ©ª4Ï。/

Switch the machine off!

Disconnect the air hose at the air-filter/lubricator.

�
�b�Û！

Æ©ª­«b ®¯b�8�oÿ©ª4Ï。/

Switch the machine off!

Disconnect the air hose at the air-filter/lubricator.

1æ¨5 8�¨6©：

1:Draining water bowl

● �Æ©ª­«b ®¯b�8�oÿ©ª4ÏD，/

¨5 8�¨G|6©。1

Water bowl drains itself automatically when● 1

the compressed-air hose is disconnected from

the air-filter/lubricator.

«¬°­± ：2

2Cleaning filter :

1● ê�¨5 。

2● ��°­± 。
● �oÿ©ª;-78Ä9:

2 1● ê�°­± ¡æ¨5 _�Ë©ª­«b ®¯/

b�。
Unscrew water bowl .● 1

Take out filter .● 2

Clean filter with compressed air or isopropyl● 2

alcohol.

Screw in filter and screw on water bowl .● 2 1

1æ¨5 8�¨6©：

1:Draining water bowl

● �Æ©ª­«b ®¯b�8�oÿ©ª4ÏD，/

¨5 8�¨G|6©。1

Water bowl drains itself automatically when● 1

the compressed-air hose is disconnected from

the air-filter/lubricator.

«¬°­± ：2

2Cleaning filter :

1● ê�¨5 。

2● ��°­± 。
● �oÿ©ª;-78Ä9:

2 1● ê�°­± ¡æ¨5 _�Ë©ª­«b ®¯/

b�。
Unscrew water bowl .● 1

Take out filter .● 2

Clean filter with compressed air or isopropyl● 2

alcohol.

Screw in filter and screw on water bowl .● 2 1

8.03 Cleaning«¬8.03 Cleaning«¬

()«¬³g，³g;O¹n ，âíð*7Ð$，()«¬+'。3

3Clean the hook, hook compartment and toothed wheel every day,

several times if in continuous use

()«¬³g，³g;O¹n ，âíð*7Ð$，()«¬+'。3

3Clean the hook, hook compartment and toothed wheel every day,

several times if in continuous use

�
�b�Û！

`@�b,zKb|�^�>?！

Switch the machine off!

Danger of injury if the machine is started accidentally!

�
�b�Û！

`@�b,zKb|�^�>?！

Switch the machine off!

Danger of injury if the machine is started accidentally!
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● æNtÊË���w。
● ��stul<，��g�Ogh
● ê��gZ= �äå。1

● �|�n，ÏËg� >?Ò�³g����2

5mm�� 。

● ��g� 。2
● �@A«¬³g�。
● aT�g� $，ÀþÁg� �ê�B?��C2 2
¦�Nl���8。

● êë�gZ= �äå¡�
ul�。1

● æNtÊË���w。
● ��stul<，��g�Ogh
● ê��gZ= �äå。1

● �|�n，ÏËg� >?Ò�³g����2

5mm�� 。

● ��g� 。2
● �@A«¬³g�。
● aT�g� $，ÀþÁg� �ê�B?��C2 2
¦�Nl���8。

● êë�gZ= �äå¡�
ul�。1

● Bring the needle bar to its highest position.
Open the post cap and remove the bobbin case●
cap and the bobbin.
Unscrew hook gib .● 1
Turn the hand wheel until the point of bobbin●
case penetrates into the groove of the hook2
race approx. .5mm
Remove bobbin case .● 2
Clean th hook race with paraffin.●

When inserting the bobbin case , ensure that● 2
the horn of the bobbin case engages in the2
groove of the needle plate.

Screw hook gib back on and close the post cap.● 1

● Bring the needle bar to its highest position.
Open the post cap and remove the bobbin case●
cap and the bobbin.
Unscrew hook gib .● 1
Turn the hand wheel until the point of bobbin●
case penetrates into the groove of the hook2
race approx. .5mm
Remove bobbin case .● 2
Clean th hook race with paraffin.●

When inserting the bobbin case , ensure that● 2
the horn of the bobbin case engages in the2
groove of the needle plate.

Screw hook gib back on and close the post cap.● 1

8.04 Oiling the hook²³g´µ8.04 Oiling the hook²³g´µ

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!

Danger of injury if the machine is started accidentally!

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!

Danger of injury if the machine is started accidentally!

● ()+ DµË�gZ=�õ 8。1-2 1

● ��b}~�V�uE��D，+��DµË³
g��8（ÇÊÓZ	
）。

● Pour of oil into hole of the hook gib1-2 drops 1

daily.

Before commissioning the machine, and after●

long periods out of operation, pour a few drops

of oil into the hook race (see arrow).

● ()+ DµË�gZ=�õ 8。1-2 1

● ��b}~�V�uE��D，+��DµË³
g��8（ÇÊÓZ	
）。

● Pour of oil into hole of the hook gib1-2 drops 1

daily.

Before commissioning the machine, and after●

long periods out of operation, pour a few drops

of oil into the hook race (see arrow).
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£¤¥�¦ Care and Maintenance£¤¥�¦ Care and Maintenance

8.05 ³g®¯µ¶
Oil bowl for hook lubrication

8.05 ³g®¯µ¶
Oil bowl for hook lubrication

�('���§¨µ½。!"�F�ð
µ¶ 8`µ。1

Check the oil level before each use.

There must always be oil in reservoir .1

�('���§¨µ½。!"�F�ð
µ¶ 8`µ。1

Check the oil level before each use.

There must always be oil in reservoir .1

âíèÀQ"°´µõ´µ。
If required refill oil through hole.
âíèÀQ"°´µõ´µ。
If required refill oil through hole.

?�����40℃ $©�Hv�
O�15℃$Iv�22.0 mm /s2

�®¯µ。0.865 g/cm3

Use only oil with a mean viscosity of

40℃22.0mm /s at and a density of2

15℃0.865g/cm3 at .

?�����40℃ $©�Hv�
O�15℃$Iv�22.0 mm /s2

�®¯µ。0.865 g/cm3

Use only oil with a mean viscosity of

40℃22.0mm /s at and a density of2

15℃0.865g/cm3 at .

8.06 ²P®¯
·�µ¶´µ
Filling the oil reservoir of the thread lubrication unit

8.06 ²P®¯
·�µ¶´µ
Filling the oil reservoir of the thread lubrication unit

�('���§¨µ½。

!"�ðµ¶ 8�F`µ。1

Control the oil level before each use.

There must always be oil in the reservoir 1.

�('���§¨µ½。

!"�ðµ¶ 8�F`µ。1

Control the oil level before each use.

There must always be oil in the reservoir 1.

● âíèÀQ"°´µõ´µË5J 。
● If necessary, fill oil up to mark through hole.
● âíèÀQ"°´µõ´µË5J 。
● If necessary, fill oil up to mark through hole.

K<LM��P®¯µ。
We recommend thread lubricatiing oil .
K<LM��P®¯µ。
We recommend thread lubricatiing oil .

!

!

!
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£¤¥�¦ Care and Maintenance£¤¥�¦ Care and Maintenance

8.07 ²¸¹n ®¯

Lubricating the bevel gears

8.07 ²¸¹n ®¯

Lubricating the bevel gears

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!
Danger of injury if the machine is started accidentally!

�
�b�Û！
`@�b,zKb|�^�>?！
Switch the machine off!
Danger of injury if the machine is started accidentally!

● 	`¸¹n ( !"´�'ÒµN。
● yD���ZË����。
● All bevel gears must be supplied with new grease once a year.

Tilt the sewing head back onto the support.●

● 	`¸¹n ( !"´�'ÒµN。
● yD���ZË����。
● All bevel gears must be supplied with new grease once a year.

Tilt the sewing head back onto the support.●

â/�
� �U�¸¹n 。9620

shows the bevel gears of the  9620.Fig.

â/�
� �U�¸¹n 。9620

shows the bevel gears of the  9620.Fig.

● üµNË¹n�*�¹O�（ÊÓZ	
）。
● �æ�ZT�ÎÏ�w$，!yD[���?1，¡�p�æ

�ZT�ÎÏ�w。
● Apply grease to all the tooth flanks and the rack (see arrows).

To set the sewing head upright, press tilt lock backwards● 1

and set the sewing head upright using both hands.

● üµNË¹n�*�¹O�（ÊÓZ	
）。
● �æ�ZT�ÎÏ�w$，!yD[���?1，¡�p�æ

�ZT�ÎÏ�w。
● Apply grease to all the tooth flanks and the rack (see arrows).

To set the sewing head upright, press tilt lock backwards● 1

and set the sewing head upright using both hands.

!"�p�æ�ZT�ÎÏ�w
`��ZOllÚÛ@m��>?！
Use both hands to set the sewing head upright!

Danger of crushing between the sewing head and the table top!

K<LM��D����150℃ÄPµN。
We recommend sodium grease with a dripping point of approx.150C.

!"�p�æ�ZT�ÎÏ�w
`��ZOllÚÛ@m��>?！
Use both hands to set the sewing head upright!

Danger of crushing between the sewing head and the table top!

K<LM��D����150℃ÄPµN。
We recommend sodium grease with a dripping point of approx.150C.

!

!
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�� Adjustment�� Adjustment

9 Adjustment��9 Adjustment��

9_`9���øî�	`��678!"æ�bÆ�ÛOoÿ©ªR²,

·���！
`@�b,zKb|�^�>?！
Unless stated otherwise, during all adjustment work the machine must be
disconnected from electric and pneumatic power supply!
Danger of injury if the machine is started accidentally!

9_`9���øî�	`��678!"æ�bÆ�ÛOoÿ©ªR²,

·���！
`@�b,zKb|�^�>?！
Unless stated otherwise, during all adjustment work the machine must be
disconnected from electric and pneumatic power supply!
Danger of injury if the machine is started accidentally!

9.01 º��67�s


Notes on adjustment

9.01 º��67�s


Notes on adjustment

● �'8	ã�	`��67�oNº*�)_~Q��b。¡ì?��H�°´
B+,�����i~�。

● Rz�§¨O��678èÀ8�¡`Ò_���b�l�S'8æ�UsV。
● D*'���³[«�bÒÐ*����VW67�³6�。âí^o`%�K
~�Xzv=�67ÉY，îÀ+,¾�、D'�。

● Z��
（）��äå、äõo�iÞD�b����，¿<!"���67Ú
�ß�，¡���67ÚDU`Òêë。

● All following adjustment are based on a fully assembled machine and may

only be carried out by expert staff trainned for this purpose.

Machine covers, which have to be removed and replaced to carry out checks●

and adjustments, are not mentioned in the text.

The order of the following chapters corresponds to the most logical work●

sequence for machines which have to be completely adjusted. If only specific

individual work steps are carried out, both the preceding and following chapters

must be observed.

Screws, nuts indicated in brackets ( ) are fastenings for machine parts, which●

must be loosened before adjustment and tightened again afterwards.

● �'8	ã�	`��67�oNº*�)_~Q��b。¡ì?��H�°´
B+,�����i~�。

● Rz�§¨O��678èÀ8�¡`Ò_���b�l�S'8æ�UsV。
● D*'���³[«�bÒÐ*����VW67�³6�。âí^o`%�K
~�Xzv=�67ÉY，îÀ+,¾�、D'�。

● Z��
（）��äå、äõo�iÞD�b����，¿<!"���67Ú
�ß�，¡���67ÚDU`Òêë。

● All following adjustment are based on a fully assembled machine and may

only be carried out by expert staff trainned for this purpose.

Machine covers, which have to be removed and replaced to carry out checks●

and adjustments, are not mentioned in the text.

The order of the following chapters corresponds to the most logical work●

sequence for machines which have to be completely adjusted. If only specific

individual work steps are carried out, both the preceding and following chapters

must be observed.

Screws, nuts indicated in brackets ( ) are fastenings for machine parts, which●

must be loosened before adjustment and tightened again afterwards.

● [Z��v ç �ä¢î1 2 10 mm

1 7 13 mm● [�Ü�� ç ��Üq�。
1 1.5 6 mm● [ ç ��\]äåq�。
1● Ëïð6»。
1● ^_��æ。
1● Ë½C。

● ��PO}�ÂÃ。
1 set of screwdrivers with blade widths from 2 to 10 mm●
1 set of open ended wrenches with opening sizes from 7 to 13 mm●
1 set of allen keys from 1.5 to 6mm●
1 clamp●
1  metal ruler●
1 gauge●
Sewing thread and test material●

● [Z��v ç �ä¢î1 2 10 mm

1 7 13 mm● [�Ü�� ç ��Üq�。
1 1.5 6 mm● [ ç ��\]äåq�。
1● Ëïð6»。
1● ^_��æ。
1● Ë½C。

● ��PO}�ÂÃ。
1 set of screwdrivers with blade widths from 2 to 10 mm●
1 set of open ended wrenches with opening sizes from 7 to 13 mm●
1 set of allen keys from 1.5 to 6mm●
1 clamp●
1  metal ruler●
1 gauge●
Sewing thread and test material●

9.02 6»、½CO¾¿ÀÁÂÃ

Tools, guages and other accessories

9.02 6»、½CO¾¿ÀÁÂÃ

Tools, guages and other accessories

9-1
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9.03 ��ÄÅ�b

Adjusting the basic machine

9.03 ��ÄÅ�b

Adjusting the basic machine

9.03.01 � �U�Æ��Çy�È�N��w96109.03.01 � �U�Æ��Çy�È�N��w9610

Needle position in sewing direction on the  9610

Cî

aæPduv�wË�`Ý，Æy��ÇyÈ，�NB���Nl�Nõ

�8h。

Cî

aæPduv�wË�`Ý，Æy��ÇyÈ，�NB���Nl�Nõ

�8h。

Requirement

With the stitch length set at its minimum, the needle should be positioned

in the centre of the needle hole, as seen in the direction of sewing.

Requirement

With the stitch length set at its minimum, the needle should be positioned

in the centre of the needle hole, as seen in the direction of sewing.

● �wË�`�Pduv。
● [«Cî��Nt（äå1）。
● Set the minimum stitch length.

Adjust needle bar (screw ) according to the .● 1 Requirement

● �wË�`�Pduv。
● [«Cî��Nt（äå1）。
● Set the minimum stitch length.

Adjust needle bar (screw ) according to the .● 1 Requirement

�� Adjustment�� Adjustment

9-2
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9.03.02 � �U�Æ��ÇyÈ�N��w9620

Neelde position in sewing direction on the 9620

9.03.02 � �U�Æ��ÇyÈ�N��w9620

Neelde position in sewing direction on the 9620

Cî

Æ��ÇyÈ，�NB���Nl�Nõ�8h。

Cî

Æ��ÇyÈ，�NB���Nl�Nõ�8h。

Requirement

The needle should be positioned in the centre of the needle hole as seen

in the direction of sewing.

Requirement

The needle should be positioned in the centre of the needle hole as seen

in the direction of sewing.

● [«Cî��Nt（äå O ）。1 2
● Adjust needle bar (screws and ) according to the .1 2 Requirement
● [«Cî��Nt（äå O ）。1 2
● Adjust needle bar (screws and ) according to the .1 2 Requirement

�� Adjustment�� Adjustment
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9.03.03 �É��N��v

Prelininary adjustment of the needle height

9.03.03 �É��N��v

Prelininary adjustment of the needle height

Cî

aNt���a�$，�N>ËNlÚÛ!"`��21 mm�ÌÍ。

Cî

aNt���a�$，�N>ËNlÚÛ!"`��21 mm�ÌÍ。

Requirement

When the needle bar is at top dead centre, there must be a clearance

of approx. 21mm between the needle point and the needle plate.

Requirement

When the needle bar is at top dead centre, there must be a clearance

of approx. 21mm between the needle point and the needle plate.

● [«Cî��Nt （äå ），�À�|Nt。1 2

● Adjust needle bar (screw ). Without turning it, according to the1 2

.Requirement

● [«Cî��Nt （äå ），�À�|Nt。1 2

● Adjust needle bar (screw ). Without turning it, according to the1 2

.Requirement

�� Adjustment�� Adjustment
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9.03.04 � �U�N��Ê，³gËN�ÌÍ，N��vO¤Nb96209.03.04 � �U�N��Ê，³gËN�ÌÍ，N��vO¤Nb9620

Needle rise, hook clearance, needle height and needle guard

on the  9620

Needle rise, hook clearance, needle height and needle guard

on the  9620

Cî
�"Ë³g�，æNtw���a�ÚD�Ê  2.0 mm :

1. ³g>!"��N�8h，³gËN�ÌÍo ç 。0.05 0.1 mm

0.8 1.0 mm2. Neõ��x&!"�³g>�� ç 。

93. ¤Nb !"ººKöb�N。

Cî
�"Ë³g�，æNtw���a�ÚD�Ê  2.0 mm :

1. ³g>!"��N�8h，³gËN�ÌÍo ç 。0.05 0.1 mm

0.8 1.0 mm2. Neõ��x&!"�³g>�� ç 。

93. ¤Nb !"ººKöb�N。

Requirement

2.0 mmWith the needle bar positioned after bottom dead centre on both

hooks

1. the hook point must be at needle centre with a hook-to-needle clearance

of to .0.05 0.1 mm

2. the top of the needle eye must be to below the hook points.0.8 1.0 mm

3. The needle guard must touch the needle lightly.9

Requirement

2.0 mmWith the needle bar positioned after bottom dead centre on both

hooks

1. the hook point must be at needle centre with a hook-to-needle clearance

of to .0.05 0.1 mm

2. the top of the needle eye must be to below the hook points.0.8 1.0 mm

3. The needle guard must touch the needle lightly.9

�� Adjustment�� Adjustment
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● êßäå ， ， ， ， ， O 。1 2 3 4 5 6 7

● ºjKêßäå 。8

● æNtw��a�D�Ê  ：2.0 mm

● æ"Ë³g>���Ë�N8h，þÁ¤Nb ��`���NÓ�。9

● -GÔ cCî���N��v。2

● [«Ô cCî��"Ë³g�s¡êëäå 。1 8

1 6● êëäå O 。

3 5● þÁE¸¹n ÚÛ�`�DÛú¡7�Gâ，êëäå O 。

10 11 2● �d�� öX¸¹n ，êëäå 。

12 13 4●�d�� öX¸¹n ，êëäå 。

7● �³gs�"xêëäå 。

3 9 14● [«Ô cCî，�"Ë³g���¤Nb （äå ）。

1  2  3  4  5  6 7● Loosen screws , , , , , and .

Loosen screws slightly.● 8

Bring needle bar to past bottom dead centre.● 2.0 mm

Set both hook points at needle centre, making sure that the needles●

are  not deflected by needle guard .9

Adjust needle height according to .● Requirement 2

Adjust both hook posts according to and tighten● Requirement 1

screw 8.

1 6● Tighten screws and .

Making sure that there is some play in the bevel gear, tighten screws●

and .3 5

With retaining collar touching bevel gear tighten screws .● 10 11 2

With retainting collar touching bevel gear tighten screw .● 12 13 4

Tighten screws on both sides of the post.● 7

Adjust needle guard (screw ) on both hooks according to● 9 14

.Requirement 3

● êßäå ， ， ， ， ， O 。1 2 3 4 5 6 7

● ºjKêßäå 。8

● æNtw��a�D�Ê  ：2.0 mm

● æ"Ë³g>���Ë�N8h，þÁ¤Nb ��`���NÓ�。9

● -GÔ cCî���N��v。2

● [«Ô cCî��"Ë³g�s¡êëäå 。1 8

1 6● êëäå O 。

3 5● þÁE¸¹n ÚÛ�`�DÛú¡7�Gâ，êëäå O 。

10 11 2● �d�� öX¸¹n ，êëäå 。

12 13 4●�d�� öX¸¹n ，êëäå 。

7● �³gs�"xêëäå 。

3 9 14● [«Ô cCî，�"Ë³g���¤Nb （äå ）。

1  2  3  4  5  6 7● Loosen screws , , , , , and .

Loosen screws slightly.● 8

Bring needle bar to past bottom dead centre.● 2.0 mm

Set both hook points at needle centre, making sure that the needles●

are  not deflected by needle guard .9

Adjust needle height according to .● Requirement 2

Adjust both hook posts according to and tighten● Requirement 1

screw 8.

1 6● Tighten screws and .

Making sure that there is some play in the bevel gear, tighten screws●

and .3 5

With retaining collar touching bevel gear tighten screws .● 10 11 2

With retainting collar touching bevel gear tighten screw .● 12 13 4

Tighten screws on both sides of the post.● 7

Adjust needle guard (screw ) on both hooks according to● 9 14

.Requirement 3

a°	³g$，þÁ"Ë5J O ���x。15 16

15 16When a hook is changed, make sure that the markings and are

both on one side.

a°	³g$，þÁ"Ë5J O ���x。15 16

15 16When a hook is changed, make sure that the markings and are

both on one side.

�� Adjustment�� Adjustment
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9.03.05 � �U�N��Ê，³gËN�ÌÍ，N��vO¤Nb96109.03.05 � �U�N��Ê，³gËN�ÌÍ，N��vO¤Nb9610

Needle rise, hook clearance, needle height and needle guard
on the  9610
Needle rise, hook clearance, needle height and needle guard
on the  9610

Cî
a�wPduv�“ ”，æNtw���a�ÚD�Ê  0.8 2.0 mm :

1. ³g>!"��N�8h，³gËN�ÌÍo ç 。0.05 0.1 mm

2. Neõ��x&!"�³g>�� ç 。0.8 1.0 mm

63. ¤Nb !"ººKöb�N。

Cî
a�wPduv�“ ”，æNtw���a�ÚD�Ê  0.8 2.0 mm :

1. ³g>!"��N�8h，³gËN�ÌÍo ç 。0.05 0.1 mm

2. Neõ��x&!"�³g>�� ç 。0.8 1.0 mm

63. ¤Nb !"ººKöb�N。

Requirement
2.0mmWith the needle bar positioned after bottom dead centre and the

stitch length set at :“0.8”
1. the hook point must be at needle centre with a hook-to-needle clearance

of to .0.05 0.1mm
2. the top of the needle eye must be to below the hook point.0.8 1.0 mm
3. The needle guard must touch the needle lightly.6

Requirement
2.0mmWith the needle bar positioned after bottom dead centre and the

stitch length set at :“0.8”
1. the hook point must be at needle centre with a hook-to-needle clearance

of to .0.05 0.1mm
2. the top of the needle eye must be to below the hook point.0.8 1.0 mm
3. The needle guard must touch the needle lightly.6

�� Adjustment�� Adjustment
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● �wPduv� "0.8".

● êßäå ， ， ， O 。1 2 3 4 5

2.0 mm● æNtw��a�D�Ê  ：

● æ³g>��Ë�N8h，þÁ¤Nb �`���NÓ�。6

● [«Ô cCî���N��v。2

● [«Ô cCî��³g�s¡êëäå 。1 4

2● þÁ¸¹n ÚÛ`�DÛú¡7�Gâ，êëäå 。

7 8 1● �d�� öX¸¹n ，êëäå 。

3 6 9● [«Ô cCî��¤Nb （äå ）。

● “ ”Set stitch length at 0.8 .

Loosen screw , , , and .● 1  2  3  4 5

Bring needle bar to past bottom dead centre.● 2.0 mm

Set hook point at needle centre, making sure that the needle is not●

deflected by needle guard .6

Adjust needle height according to .● Requirement 2

Adjust hook post according to and tighten screw .● Requirement 1 4

Making sure that there is some play in the bevel gear, tighten screws .● 2

With retaining collar tourching bevel gear tighten screws .● 7 8 1

Adjust needle guard (screw ) according to .● 6 9 Requirement 3

● �wPduv� "0.8".

● êßäå ， ， ， O 。1 2 3 4 5

2.0 mm● æNtw��a�D�Ê  ：

● æ³g>��Ë�N8h，þÁ¤Nb �`���NÓ�。6

● [«Ô cCî���N��v。2

● [«Ô cCî��³g�s¡êëäå 。1 4

2● þÁ¸¹n ÚÛ`�DÛú¡7�Gâ，êëäå 。

7 8 1● �d�� öX¸¹n ，êëäå 。

3 6 9● [«Ô cCî��¤Nb （äå ）。

● “ ”Set stitch length at 0.8 .

Loosen screw , , , and .● 1  2  3  4 5

Bring needle bar to past bottom dead centre.● 2.0 mm

Set hook point at needle centre, making sure that the needle is not●

deflected by needle guard .6

Adjust needle height according to .● Requirement 2

Adjust hook post according to and tighten screw .● Requirement 1 4

Making sure that there is some play in the bevel gear, tighten screws .● 2

With retaining collar tourching bevel gear tighten screws .● 7 8 1

Adjust needle guard (screw ) according to .● 6 9 Requirement 3

a°	³g$，þÁ"Ë5J O ���x。10 11

10 11When the hook is changed, make sure that the markings and are

both on one side.

a°	³g$，þÁ"Ë5J O ���x。10 11

10 11When the hook is changed, make sure that the markings and are

both on one side.

�� Adjustment�� Adjustment
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9.03.06 � �U�ÆÎÏ���ÇyÈ�N��w9620

Needle position crosswise to sewing direnction on the

9620

9.03.06 � �U�ÆÎÏ���ÇyÈ�N��w9620

Needle position crosswise to sewing direnction on the

9620

Cî
aÆÎÏ���ÇyÈ$，�N�!"��Nl�Nõ8h。
Cî
aÆÎÏ���ÇyÈ$，�N�!"��Nl�Nõ8h。

Requirement

As seen crosswise to the sewing direction, the needles must

penetrate in the centre of their needle holes.

Requirement

As seen crosswise to the sewing direction, the needles must

penetrate in the centre of their needle holes.

● [«Cî"°e|��l1（ä÷2�stul�"x）i��。
● Shift bearing plate (screws , on both sides of the post) according to the1 2

.Requirement

● [«Cî"°e|��l1（ä÷2�stul�"x）i��。
● Shift bearing plate (screws , on both sides of the post) according to the1 2

.Requirement

9-9
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9.03.07 � �U�ÆÎÏ���ÇyÈ�N��w9610

Needle position crosswise to sewing direnction on the

9610

9.03.07 � �U�ÆÎÏ���ÇyÈ�N��w9610

Needle position crosswise to sewing direnction on the

9610

Cî
aÆÎÏ���ÇyÈ$，�N!"��Nl�Nõ8h。
Cî
aÆÎÏ���ÇyÈ$，�N!"��Nl�Nõ8h。

Requirement

As seen crosswise to the sewing direction, the needle must penetrate in

the centre of the needle hole.

Requirement

As seen crosswise to the sewing direction, the needle must penetrate in

the centre of the needle hole.

● [«Cî"°��Ò²n�s （ä÷ O ）iÒÐ��。1 2 3 4，
● Adjust feed wheel post (screws and ) according to the1 2, 3 4

Requirement.

● [«Cî"°��Ò²n�s （ä÷ O ）iÒÐ��。1 2 3 4，
● Adjust feed wheel post (screws and ) according to the1 2, 3 4

Requirement.

9-10
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9.03.08 �gb��vOÐÑ

Height and stroke of the bobbin case opener

9.03.08 �gb��vOÐÑ

Height and stroke of the bobbin case opener

Cî
�gb Og�� ��x&B� ���¨©�。1. 1 3

12.a�gb �g�Ó�Ë¾�f�$，g��ê�B?��B�ÌÍN

0.3 0.5 mml���Dx& ç 。

Cî
�gb Og�� ��x&B� ���¨©�。1. 1 3

12.a�gb �g�Ó�Ë¾�f�$，g��ê�B?��B�ÌÍN

0.3 0.5 mml���Dx& ç 。

Requirement

1 31. The top edges of the bobbin case opener and bobbin case should

be on one level.

2. when the bobbin case opener has deflected the bobbin case to its1

furthest point, the catch of the bobbin case should be from to0.3

mm from the back edge of the needle plate recess.0.5

Requirement

1 31. The top edges of the bobbin case opener and bobbin case should

be on one level.

2. when the bobbin case opener has deflected the bobbin case to its1

furthest point, the catch of the bobbin case should be from to0.3

mm from the back edge of the needle plate recess.0.5

● [«Ô cCî���gb （äå ）。1 1 2

● ³��nÏË�gb�g�Ó�Ë¾�f�。
● [«Ô cCî���gb （äå ）。2 1 2

● Adjust bobbin case opener (screw ) in accordance with .1 2 Requirement 1

Turn the balance wheel until the bobbin case opener has deflected the●

bobbin case to its furthest point.

Adjust bobbin case opener (screw ) in accordance with● .1 2 Requirement 2

● [«Ô cCî���gb （äå ）。1 1 2

● ³��nÏË�gb�g�Ó�Ë¾�f�。
● [«Ô cCî���gb （äå ）。2 1 2

● Adjust bobbin case opener (screw ) in accordance with .1 2 Requirement 1

Turn the balance wheel until the bobbin case opener has deflected the●

bobbin case to its furthest point.

Adjust bobbin case opener (screw ) in accordance with● .1 2 Requirement 2

� �U�，�wx�s9620

��!"`äÒÐ�ã��6

7。

-G	�����Pgh，�

�ºÔ cCî���i���。2

On the  9620 these

adjustments must be repeated

on the right post.

Depending on the thread size,

a variation of the setting in

Requirement is permitted.2

� �U�，�wx�s9620

��!"`äÒÐ�ã��6

7。

-G	�����Pgh，�

�ºÔ cCî���i���。2

On the  9620 these

adjustments must be repeated

on the right post.

Depending on the thread size,

a variation of the setting in

Requirement is permitted.2

9-11
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9.03.09 � �U�Ò²n�v���9620

Height of the feed wheel on the  9620

9.03.09 � �U�Ò²n�v���9620

Height of the feed wheel on the  9620

Cî
a�Ò²n ��´o�$，¿Bê�Nl©��Ë¹�（� ）。1. 4 0.8 mm

4 0.3 mm2.a�`yÒ²n ��´o�$，¾�ÎÏÇy�B` �Ûú。

Cî
a�Ò²n ��´o�$，¿Bê�Nl©��Ë¹�（� ）。1. 4 0.8 mm

4 0.3 mm2.a�`yÒ²n ��´o�$，¾�ÎÏÇy�B` �Ûú。

Requirement

41. when pressure is applied to the feed wheel , it should protrude

from the needle plate by tooth height  (approx. ).0.8 mm

2. when no pressure is applied to the feed wheel , it should have4

a vertical play of approx. .0.3 mm

Requirement

41. when pressure is applied to the feed wheel , it should protrude

from the needle plate by tooth height  (approx. ).0.8 mm

2. when no pressure is applied to the feed wheel , it should have4

a vertical play of approx. .0.3 mm

● yz{|mnop。
● êßäå O （(��äå`"Ë）。1 2

1 3 3 4● [«Ô cCî��ø|n ，+,ø|n OÒ²n �¹À´j1þK
C¦。

1● êëäå 。
2 5 2● [«Ô cCî���y� ¡êëäå 。

● Swing out the roller presser

Loosen screws and (two screws each).● 1 2

Adjust drive wheel according to , taking care to see that● 3 Requirement 1

the teeth of drive wheel and feed wheel lock into each other properly.3 4

Tighten screws .● 1

Adjust guide according to and tighten screws .● 5 Requirement 2 2

● yz{|mnop。
● êßäå O （(��äå`"Ë）。1 2

1 3 3 4● [«Ô cCî��ø|n ，+,ø|n OÒ²n �¹À´j1þK
C¦。

1● êëäå 。
2 5 2● [«Ô cCî���y� ¡êëäå 。

● Swing out the roller presser

Loosen screws and (two screws each).● 1 2

Adjust drive wheel according to , taking care to see that● 3 Requirement 1

the teeth of drive wheel and feed wheel lock into each other properly.3 4

Tighten screws .● 1

Adjust guide according to and tighten screws .● 5 Requirement 2 2

�� Adjustment�� Adjustment
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9.03.10 � �U�Ò²n�v���9610

Height of the feed wheel on the  9610 9610、 S

9.03.10 � �U�Ò²n�v���9610

Height of the feed wheel on the  9610 9610、 S

Cî
Ò²nBê�Nl©��Ë¹�（� ）。0.8 mm
Cî
Ò²nBê�Nl©��Ë¹�（� ）。0.8 mm

Requirement

Feed wheel should protrude from the needle plate by tooth height (appro.

).0.8 mm

Requirement

Feed wheel should protrude from the needle plate by tooth height (appro.

).0.8 mm

● yz{|mnop。
● êßäå 。1

3 2● [«Cî��Óhk （"°õ �lê|ëÞäå）。
● êëäå1。
● Swing out the roller presser

Loosen screws 1.●

Adjust eccentric 3 (fastening screw accessible through hole 2)according.●

Tighten screws 1.●

● yz{|mnop。
● êßäå 。1

3 2● [«Cî��Óhk （"°õ �lê|ëÞäå）。
● êëäå1。
● Swing out the roller presser

Loosen screws 1.●

Adjust eccentric 3 (fastening screw accessible through hole 2)according.●

Tighten screws 1.●

�� Adjustment�� Adjustment
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9.03.11 Pduvij�Óhv��

Stitch length control eccentric

9.03.11 Pduvij�Óhv��

Stitch length control eccentric

Cî
��w���Pduv����，a�NÆ�a��mËÌNl
�� $，×Ø !"ËÃ¿�����。3 mm 3

Cî
��w���Pduv����，a�NÆ�a��mËÌNl
�� $，×Ø !"ËÃ¿�����。3 mm 3

Requirement

When the needle (with maximum stitch length set), coming from

top dead centre, is above the needle plate, the crank3 mm 3

must have reached its front point of reversal.

Requirement

When the needle (with maximum stitch length set), coming from

top dead centre, is above the needle plate, the crank3 mm 3

must have reached its front point of reversal.

● �w��Pduv。
● [«Cî�|Pduvij_w （äå ）i��。1 2

● Set the maximum stitch length.

Turn stitch length control device (screws ) according to .● 1 2 Requirement

● �w��Pduv。
● [«Cî�|Pduvij_w （äå ）i��。1 2

● Set the maximum stitch length.

Turn stitch length control device (screws ) according to .● 1 2 Requirement

�� Adjustment�� Adjustment

2

1

3
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9.03.12 PduvÔvÕ��

Stitch length scale disk

9.03.12 PduvÔvÕ��

Stitch length scale disk

Cî
aPduvij_w��a�w@�D，ñìPduv�w���Ý$，
�ÔvÕ ��� % �5JP!"¥{d¤c����x&  º'。1 3

Cî
aPduvij_w��a�w@�D，ñìPduv�w���Ý$，
�ÔvÕ ��� % �5JP!"¥{d¤c����x&  º'。1 3

Requirement

When the stitch length control device is locked in position, and the maxi-

mum stitch length is set, the marking line of the highest  number on the

scale disk must be opposite the lower edge of the belt guard recess.1 3

Requirement

When the stitch length control device is locked in position, and the maxi-

mum stitch length is set, the marking line of the highest  number on the

scale disk must be opposite the lower edge of the belt guard recess.1 3

● �w��Pduv。
● [«Cî�|ÔvÕ （äå ）i��。1 2

● Set the maximum stitch length.

Turn the scale disk (screw ) according to the .● 1 2 Requirement

● �w��Pduv。
● [«Cî�|ÔvÕ （äå ）i��。1 2

● Set the maximum stitch length.

Turn the scale disk (screw ) according to the .● 1 2 Requirement

�� Adjustment�� Adjustment

4.5

4.1
3.9

3.7

3.5

3.2

2.9
2.6
2.3

3

1

2
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9.03.13 tÖ×ØËÒ²n�Ù|��

Shaft crank to feed wheel drive

9.03.13 tÖ×ØËÒ²n�Ù|��

Shaft crank to feed wheel drive

Cî
aæPd�w���Ý，��|�n$nt （º O �Uont3 9625 9610

3 4O ）!"f7|Gâ。

Cî
aæPd�w���Ý，��|�n$nt （º O �Uont3 9625 9610

3 4O ）!"f7|Gâ。

Requirement

3 3When the maximum length is set, the linkage rod , or lingkage rods

and on the model 9625 and 9610, must be able to move freely when the4

balance wheel is turned.

Requirement

3 3When the maximum length is set, the linkage rod , or lingkage rods

and on the model 9625 and 9610, must be able to move freely when the4

balance wheel is turned.

● �w��Pduv。
● [«Cîo�Oe|tÖ×Ø （äå ）i��。1 2

● Set the maximum stitch length.

Twist or shift the shaft crank ( screw ) according to the t.● 1 2 Requiremen

● �w��Pduv。
● [«Cîo�Oe|tÖ×Ø （äå ）i��。1 2

● Set the maximum stitch length.

Twist or shift the shaft crank ( screw ) according to the t.● 1 2 Requiremen

�� Adjustment�� Adjustment

9625

9610

9625

9610

9620
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9.03.14 tÖ×ØËmnop�Ù|��

Shaft crank to roller presser drive

9.03.14 tÖ×ØËmnop�Ù|��

Shaft crank to roller presser drive

Cî
aæPd�w���Ý，��|�n$nt O �
w�y��!"f73 4

|Gâ。

Cî
aæPd�w���Ý，��|�n$nt O �
w�y��!"f73 4

|Gâ。

Requirement

3 4When the maximum stitch length is set, the linkage rods and must be

able to move freely at their left and right point of reversal when the balance

wheel is turned.

Requirement

3 4When the maximum stitch length is set, the linkage rods and must be

able to move freely at their left and right point of reversal when the balance

wheel is turned.

● �w��Pduv。
● [«Cîo�dïZtÖ×Ø （äå ）i��。1 2

● Set the maximum stitch length

Twist or shift the shaft crank (screw ) according to the .● 1 2 Requirement

● �w��Pduv。
● [«Cîo�dïZtÖ×Ø （äå ）i��。1 2

● Set the maximum stitch length

Twist or shift the shaft crank (screw ) according to the .● 1 2 Requirement

�� Adjustment�� Adjustment
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9.03.15 mnopOÒ²nÚÛ�ÌÍ

sser and feed wheel`

9.03.15 mnopOÒ²nÚÛ�ÌÍ

sser and feed wheel`

Cî
aopq�lb$，�mnopOÒ²nÚÛ�ÌÍ!"o 。7 mm
Cî
aopq�lb$，�mnopOÒ²nÚÛ�ÌÍ!"o 。7 mm

Requirement

When the presser bar lifter is raised, the clearance between the

roller presser and the feed wheel must be .7 mm

Requirement

When the presser bar lifter is raised, the clearance between the

roller presser and the feed wheel must be .7 mm

● lbopq�。
● [«Cî��opt (äå )。þ�mnop¥Ò²n©Ð。1 2

● Raise the presser bar lifter.

Adjust the presser bar (screws ) according to the .● 1 2 Requirement

Make sure that the roller presser is parallel to the feed wheel.

● lbopq�。
● [«Cî��opt (äå )。þ�mnop¥Ò²n©Ð。1 2

● Raise the presser bar lifter.

Adjust the presser bar (screws ) according to the .● 1 2 Requirement

Make sure that the roller presser is parallel to the feed wheel.

�� Adjustment�� Adjustment
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9.03.16 mnop��

Roller presser

9.03.16 mnop��

Roller presser

Cî
amnop ¥Ò²n ùp$，¿!"�q：1 5

51. Æ��ÇyÈ，¥Ò²n ©Ð。
2. 9620ÆÎÏ���ÇyÈ，��N�8h（� �U���
N�h）。
3. 9620ÆÎÏ���ÇyÈ，À�QfKöMN（� �U�À�QfKö
M�
N）。

Cî
amnop ¥Ò²n ùp$，¿!"�q：1 5

51. Æ��ÇyÈ，¥Ò²n ©Ð。
2. 9620ÆÎÏ���ÇyÈ，��N�8h（� �U���
N�h）。
3. 9620ÆÎÏ���ÇyÈ，À�QfKöMN（� �U�À�QfKö
M�
N）。

Requirement
1 5When the roller presser is touching the feed wheel it must:

1. be parallel to feed wheel , as seen in the direction of sewing.5
2. be in the centre of the needle (on model 9620 the left needle), as seen

in the direnction of sewing.
3. be as near as possible to the needle (on model 9620 the left needle),

as seen crosswise to the direction of sewing.

Requirement
1 5When the roller presser is touching the feed wheel it must:

1. be parallel to feed wheel , as seen in the direction of sewing.5
2. be in the centre of the needle (on model 9620 the left needle), as seen

in the direnction of sewing.
3. be as near as possible to the needle (on model 9620 the left needle),

as seen crosswise to the direction of sewing.

● lbmnop。
● �%D���8À�F��Ô cCî。1
● [«Ô cCî��mnop （äå ）。2 1 2
● m�mnop ，ö�Ò²n �。1 5
● [«Ô cCî��mnop�� （äå ）。3 3 4
● Raise the roller presser.

Always observe for subsequent adjustments.● Requirement 1
Adjust roller presser (screw ) according to .● 1 2 Requirement 2
Lower roller presser to rest on feed wheel .● 1 5
Adjust roller presser bracket (screw ) according to .● 3 4 Requirement 3

● lbmnop。
● �%D���8À�F��Ô cCî。1
● [«Ô cCî��mnop （äå ）。2 1 2
● m�mnop ，ö�Ò²n �。1 5
● [«Ô cCî��mnop�� （äå ）。3 3 4
● Raise the roller presser.

Always observe for subsequent adjustments.● Requirement 1
Adjust roller presser (screw ) according to .● 1 2 Requirement 2
Lower roller presser to rest on feed wheel .● 1 5
Adjust roller presser bracket (screw ) according to .● 3 4 Requirement 3

a���t�×¡rës`
�×P$，mnop!"y
X7-Çye|��。

When sewing very tight

curves, the roller presser 1

must be moved a little

towards the operator.

a���t�×¡rës`
�×P$，mnop!"y
X7-Çye|��。

When sewing very tight

curves, the roller presser 1

must be moved a little

towards the operator.

�� Adjustment�� Adjustment
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9.03.17 [PduvÔvÕ�Ü
Ý��Pduv

Stitch length on stitch length scale

9.03.17 [PduvÔvÕ�Ü
Ý��Pduv

Stitch length on stitch length scale

Cî
aæPduv�w�“ ”，�N ��c{|� 'D，Æ3 11

30 mmÔ�ËË�D�ËNõÛ��uv!"o 。

Cî
aæPduv�w�“ ”，�N ��c{|� 'D，Æ3 11

30 mmÔ�ËË�D�ËNõÛ��uv!"o 。

Requirement

When the stitch length is set at 3 , and after the needle

has entered a strip of leather , the total length from11 times

the first to last needle penetration must be .30 mm

Requirement

When the stitch length is set at 3 , and after the needle

has entered a strip of leather , the total length from11 times

the first to last needle penetration must be .30 mm

ïë� �f��K)_Ëtã�。1

1Clamp must not be positioned diagonally to the rock shaft!

ïë� �f��K)_Ëtã�。1

1Clamp must not be positioned diagonally to the rock shaft!

● �wPduv�“ ”。3

● "°�|�n，�N u11'¡ª½P��uv。
● [«Cî��ïë� （äå ）。1 2

● “ ”Set stitch length 3 .

By turning the balance wheel, let the needle enter and● 11 times

measure the total length.

Adjust clamp (screw ) according to the .● 1 2 Requirement

● �wPduv�“ ”。3

● "°�|�n，�N u11'¡ª½P��uv。
● [«Cî��ïë� （äå ）。1 2

● “ ”Set stitch length 3 .

By turning the balance wheel, let the needle enter and● 11 times

measure the total length.

Adjust clamp (screw ) according to the .● 1 2 Requirement

�� Adjustment�� Adjustment
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9.03.18 mnopOÒ²n��É��

Synchronization of roller presser and feed wheel

9.03.18 mnopOÒ²n��É��

Synchronization of roller presser and feed wheel

Cî
aN uv 'D，��wO�w{|�ÆÔ�ËË�D�ËNuõÛ�30

�uvB�o´��。

Cî
aN uv 'D，��wO�w{|�ÆÔ�ËË�D�ËNuõÛ�30

�uvB�o´��。

Requirement

30 needle penetrationsAfter in a strip of leather the total length from the

first the the last penetration should be the same, both in the lower and the

upper leather layer.

Requirement

30 needle penetrationsAfter in a strip of leather the total length from the

first the the last penetration should be the same, both in the lower and the

upper leather layer.

● �wPduv�“ ”。3
● "°�|�n，�N u '。30
● xy�、�w{|�	����uv。
● [«Cî��ïë� （äå ）。1 2
● “ ”Set stitch length 3 .

By turning the balance wheel, let the needle enter .● 30 times
Compare the total sewn length of the lower and upper leather layer.●
Adjust clamp (screw ) according to the .● 1 2 Requirement

● �wPduv�“ ”。3
● "°�|�n，�N u '。30
● xy�、�w{|�	����uv。
● [«Cî��ïë� （äå ）。1 2
● “ ”Set stitch length 3 .

By turning the balance wheel, let the needle enter .● 30 times
Compare the total sewn length of the lower and upper leather layer.●
Adjust clamp (screw ) according to the .● 1 2 Requirement

ïë� �f��K)_Ëtã�。1
1Clamp must not be positioned diagonally to the rock shaft.

ïë� �f��K)_Ëtã�。1
1Clamp must not be positioned diagonally to the rock shaft.

�� Adjustment�� Adjustment
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9.03.19 oÃb（^ �UÞ`）9620
Retainer(only on   9620)

9.03.19 oÃb（^ �UÞ`）9620
Retainer(only on   9620)

Cî
oÃb !"：1

1. Æ��ÇyÈ，B�QfKöMN，¡ì

2. ÆÎÏ���ÇyÈ，��N�8h。

3. 1amnop�m$，�oÃb O�ÃÛ�ÌÍ!"o 。0.2 - 0.3 mm

Cî
oÃb !"：1

1. Æ��ÇyÈ，B�QfKöMN，¡ì

2. ÆÎÏ���ÇyÈ，��N�8h。

3. 1amnop�m$，�oÃb O�ÃÛ�ÌÍ!"o 。0.2 - 0.3 mm

Requiement

1The retainer must:

1. be as close as possible to the needle, as seen in the direction

of sewing .

2. be in the centre of the needle, as seen crosswise to the direction

of sewing.

3. when the roller presser is lowered, the distance between the

retainer 1 and the workpiece must be .0.2-0.3 mm

Requiement

1The retainer must:

1. be as close as possible to the needle, as seen in the direction

of sewing .

2. be in the centre of the needle, as seen crosswise to the direction

of sewing.

3. when the roller presser is lowered, the distance between the

retainer 1 and the workpiece must be .0.2-0.3 mm

● [«Ô cCî��oÃbb （äå ）。3 1 2

1 2 3 4● [«Ô cOÔ c�Cî���� （äå ）。

1 2 Requirement 3● Adjust retainer (screw ) according to .

Adjust bracket (screw ) according to● 3 4 Requirenment 1 and 2.

● [«Ô cCî��oÃbb （äå ）。3 1 2

1 2 3 4● [«Ô cOÔ c�Cî���� （äå ）。

1 2 Requirement 3● Adjust retainer (screw ) according to .

Adjust bracket (screw ) according to● 3 4 Requirenment 1 and 2.

�� Adjustment�� Adjustment
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9.03.20 rst
Knee lever

9.03.20 rst
Knee lever

Cî
�mnoplb�，rst!"`�Ëj`�©Ñ。1.

2.arst@moË�f?$，mnopq�!"G|Kz�。

3. rst{��t� !"¥ul��� °]。5 75

Cî
�mnoplb�，rst!"`�Ëj`�©Ñ。1.

2.arst@moË�f?$，mnopq�!"G|Kz�。

3. rst{��t� !"¥ul��� °]。5 75

Requirement

1. before the roller presser rises, the knee lever must still have a slight play.

2. when the knee lever is raised as far as possible, the lever for  the roller

presser must drop automatically.

3. knee lever bar must be at an angle of approx. to the bedplate.5 75

Requirement

1. before the roller presser rises, the knee lever must still have a slight play.

2. when the knee lever is raised as far as possible, the lever for  the roller

presser must drop automatically.

3. knee lever bar must be at an angle of approx. to the bedplate.5 75

● [«Ô cCî��ä÷ （äõ ）。3 1 2

● [«Ô cCî��ä÷ （äõ ）。2 3 4

● [«Ô cCî��t� （ä÷ ）。3 5 6

● Adjust screw (nut ) according to .1 2 Requirement 3

Adjust screw (nut ) according to .● 3 4 Requirement 2

Set bar (screws ) according to .● 5 6 Requirement 3

● [«Ô cCî��ä÷ （äõ ）。3 1 2

● [«Ô cCî��ä÷ （äõ ）。2 3 4

● [«Ô cCî��t� （ä÷ ）。3 5 6

● Adjust screw (nut ) according to .1 2 Requirement 3

Adjust screw (nut ) according to .● 3 4 Requirement 2

Set bar (screws ) according to .● 5 6 Requirement 3

�� Adjustment�� Adjustment
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9.03.21 NPßP��
Needle thread tension release

9.03.21 NPßP��
Needle thread tension release

Cî
aopq�lb$，ïPl B�@m��| 。1. 3 0.5 mm

2.amnop�m$，ïPb!"~*Kbef7�。

Cî
aopq�lb$，ïPl B�@m��| 。1. 3 0.5 mm

2.amnop�m$，ïPb!"~*Kbef7�。

Requirement

31. when the presser bar lifter is raised, the tension discs should be

pressed at least apart.0.5 mm

2. When the roller presser is lowered, the tension must be fully effective.

Requirement

31. when the presser bar lifter is raised, the tension discs should be

pressed at least apart.0.5 mm

2. When the roller presser is lowered, the tension must be fully effective.

● [«Cî}1、��ïPb)_l Oo�l 。1 2

● Align tension mounting plate and pressure plate according to1 2

.Reqirement

● [«Cî}1、��ïPb)_l Oo�l 。1 2

● Align tension mounting plate and pressure plate according to1 2

.Reqirement

�� Adjustment�� Adjustment
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9.03.22 àPá�� �U(9610 )

Thread check spring (9610 )model

9.03.22 àPá�� �U(9610 )

Thread check spring (9610 )model

Cî
aN> u�Ã$àPá B~�7||7 ñáÐÑ�� 。1. , ( )7 7 mm

2. �NP�b³g~���P�$，àPá BÆ¾����ºjK�Ê。7

Cî
aN> u�Ã$àPá B~�7||7 ñáÐÑ�� 。1. , ( )7 7 mm

2. �NP�b³g~���P�$，àPá BÆ¾����ºjK�Ê。7

Requirement
71. the movement of thread check spring should be completed when

the needle point penetrate the fabric (spring stroke approx. ).7 mm
2. when the largest thread loop is formed while the thread is passed

around the hook, the thread check spring should rise slightly from7
its support.

Requirement
71. the movement of thread check spring should be completed when

the needle point penetrate the fabric (spring stroke approx. ).7 mm
2. when the largest thread loop is formed while the thread is passed

around the hook, the thread check spring should rise slightly from7
its support.

H�EFá�，Qf`!À��ñáÐÑOo��¾ÓÍÜDÝ。y“+”Ç
ye|�P�5（äå6）（RP½/+）；;y“-”Çye|（RP½�|）。
For technical reasons it may be necessary to deviate from the specified

spring stroke or spring tension.Move the thread regulator (screw ) towards5 6

+ (= more thread ) or (= less thread).“ ” “-”

H�EFá�，Qf`!À��ñáÐÑOo��¾ÓÍÜDÝ。y“+”Ç
ye|�P�5（äå6）（RP½/+）；;y“-”Çye|（RP½�|）。
For technical reasons it may be necessary to deviate from the specified

spring stroke or spring tension.Move the thread regulator (screw ) towards5 6

+ (= more thread ) or (= less thread).“ ” “-”

● [«Ô cCî����� （äå ）。1 1 2

● �|äå （äå ）%��ñá��。3 4

● [«Ô cCî���P� （äå ）。2 5 6

● Adjust support (screw ) according to .1 2 Requirement 1

Adjust the spring tension by turning screw (screw ).● 3 4

Adjust the thread regulator (screw ) accord ing to .● 5 6 Requirement 2

● [«Ô cCî����� （äå ）。1 1 2

● �|äå （äå ）%��ñá��。3 4

● [«Ô cCî���P� （äå ）。2 5 6

● Adjust support (screw ) according to .1 2 Requirement 1

Adjust the spring tension by turning screw (screw ).● 3 4

Adjust the thread regulator (screw ) accord ing to .● 5 6 Requirement 2

�� Adjustment�� Adjustment
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9.03.23 àPá�� �U( 9620 )

Thread check springs ( 9620 )model

9.03.23 àPá�� �U( 9620 )

Thread check springs ( 9620 )model

Cî
aN> u�Ã$àPá O B~�¾7||7 ñáÐÑ�� 。1. , ( )3 6 7 mm

2. �NP�b³g~���P�$，àPá O BÆ¾��� O �º3 6 1 9

jK�Ê。

Cî
aN> u�Ã$àPá O B~�¾7||7 ñáÐÑ�� 。1. , ( )3 6 7 mm

2. �NP�b³g~���P�$，àPá O BÆ¾��� O �º3 6 1 9

jK�Ê。

Requirement

3 61. The movement of thread check springs and should be completed

when the needle points penetrate the fabric (spring stroke appro

x. ).7 mm

2.  when the largest thread loop is formed while the thread is passed a

round the hook, the thread check springs and should rise slightly3 6

from supports and .1 9

Requirement

3 61. The movement of thread check springs and should be completed

when the needle points penetrate the fabric (spring stroke appro

x. ).7 mm

2.  when the largest thread loop is formed while the thread is passed a

round the hook, the thread check springs and should rise slightly3 6

from supports and .1 9

� Adjustment�� Adjustment�
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● [«Ô cCî����� （äå ）。1 1 2

● �|äå （äå ）%��àPá ���。4 5 3

7 8 6● �|[� （äå ）%��àPá ���。

1 9 2 9● [«Ô cCî����� （äå ）。（âí��IJ��，��� Q

%	�Ëäåõ)_。

2 11 12● [«Ô cCî���P� （äå ）。

1 2 Requirement 1● Adjust support (screw ) according to .

Adjust the spring tension of thread check spring by turning screw● 3 4

5(screw ).

Adjust the spring tension of thread by checking spring and (screw ).● 6 7 8

Adjust support ( screw ) according to . (If the● 9 10 Requirement 1

adjustment range is too low, support can be screwed into another hole).9

Adjust the thread regulator (screw ) according to .● 11 12 Requirement 2

● [«Ô cCî����� （äå ）。1 1 2

● �|äå （äå ）%��àPá ���。4 5 3

7 8 6● �|[� （äå ）%��àPá ���。

1 9 2 9● [«Ô cCî����� （äå ）。（âí��IJ��，��� Q

%	�Ëäåõ)_。

2 11 12● [«Ô cCî���P� （äå ）。

1 2 Requirement 1● Adjust support (screw ) according to .

Adjust the spring tension of thread check spring by turning screw● 3 4

5(screw ).

Adjust the spring tension of thread by checking spring and (screw ).● 6 7 8

Adjust support ( screw ) according to . (If the● 9 10 Requirement 1

adjustment range is too low, support can be screwed into another hole).9

Adjust the thread regulator (screw ) according to .● 11 12 Requirement 2

H�EFá�，Qf`!À��ñáÐÑOo��¾ÓÍÜDÝ。

y“+”Çye|�Pb （äå ）（RP½/´）；;y“-”Çye11 12

|（RP��|）。

For technical reasons it may be necessary to deviate from the specified

spring stroke or spring tension.

Move the thread regulator (screw ) towards +11 12 “ ”

(=more thread ) or - (= less thread).“ ”

H�EFá�，Qf`!À��ñáÐÑOo��¾ÓÍÜDÝ。

y“+”Çye|�Pb （äå ）（RP½/´）；;y“-”Çye11 12

|（RP��|）。

For technical reasons it may be necessary to deviate from the specified

spring stroke or spring tension.

Move the thread regulator (screw ) towards +11 12 “ ”

(=more thread ) or - (= less thread).“ ”

�� Adjustment�� Adjustment
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9.03.24 �Pb
Bobbin winder

9.03.24 �Pb
Bobbin winder

Cî
a�Pb �C¦Ö6$，�ã!"QöK@ø|。a�Pb 1.

��ÍÖ6$，ø|n B�f����n 7|。1 5

2.a�gh�	��PÌÍghx& $，�PbBG|�é�|。1 mm

Cî
a�Pb �C¦Ö6$，�ã!"QöK@ø|。a�Pb 1.

��ÍÖ6$，ø|n B�f����n 7|。1 5

2.a�gh�	��PÌÍghx& $，�PbBG|�é�|。1 mm

Requirement

1. when the bobbin winder is engaged, the winding spindle must be

driven relilably. When the bobbin winder is disengaged, the friction

wheel must not be moved by drive wheel .5 1

2. the bobbin winder must switch itself off, when the filled thread is about

from the edge of the bobbin.1 mm

Requirement

1. when the bobbin winder is engaged, the winding spindle must be

driven relilably. When the bobbin winder is disengaged, the friction

wheel must not be moved by drive wheel .5 1

2. the bobbin winder must switch itself off, when the filled thread is about

from the edge of the bobbin.1 mm

● [«Ô cCî��ø|n ��w（äå ）。1 1 2

● [«Ô cCî��k÷ ��w（äå ）。2 3 4

● Position drive wheel (screws ) according to .1 2 Requirement 1

Position bolt (screw ) according to .● 3 4 Requirement 2

● [«Ô cCî��ø|n ��w（äå ）。1 1 2

● [«Ô cCî��k÷ ��w（äå ）。2 3 4

● Position drive wheel (screws ) according to .1 2 Requirement 1

Position bolt (screw ) according to .● 3 4 Requirement 2

�� Adjustment�� Adjustment
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9.03.25 mnop�o���

Pressure of roller presser

9.03.25 mnop�o���

Pressure of roller presser

Cî
�Ã!"©òKÒ²。��Ã��B`QÊo�。
Cî
�Ã!"©òKÒ²。��Ã��B`QÊo�。

Requirement

The material must be fed smoothly. No pressure marks should be visible

on the material.

Requirement

The material must be fed smoothly. No pressure marks should be visible

on the material.

● [«Cî"°äå i��mnop�o�。1

● Adjust roller pressure with screw according to the .1 Requirement

● [«Cî"°äå i��mnop�o�。1

● Adjust roller pressure with screw according to the .1 Requirement

�� Adjustment�� Adjustment
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9.03.26 ®¯
Lubrication

9.03.26 ®¯
Lubrication

Cî
�7Ð ��D，�ë�b³g��c�~��chP~µd。10
Cî
�7Ð ��D，�ë�b³g��c�~��chP~µd。10

Requirement
10 secondsAfter a running time of a fine line of oil should form on a strip

of paper held next to the hook.

Requirement
10 secondsAfter a running time of a fine line of oil should form on a strip

of paper held next to the hook.

● §¨oø´vµVoøµP8`©ª。
● ��b7� ç ��。2 3
● Check whether oil has been filled in and that there is no air in the oil lines.

Let the machine run for .● 2-3 min.

● §¨oø´vµVoøµP8`©ª。
● ��b7� ç ��。2 3
● Check whether oil has been filled in and that there is no air in the oil lines.

Let the machine run for .● 2-3 min.
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9.03.27 )*âãbä�

Re-engage safety coupling

9.03.27 )*âãbä�

Re-engage safety coupling

)*âãb oH�bj��)w�。a§�P��$，)*âãb ��1 1

%�h�ù³g。
����â:�)*âãb`Òä�C¦。

The coupling is set by the manufacturer. When the thread jams, the1

coupling disengages in order to avoid damage to the hooks.1

A description of how to engage the coupling follows.

)*âãb oH�bj��)w�。a§�P��$，)*âãb ��1 1

%�h�ù³g。
����â:�)*âãb`Òä�C¦。

The coupling is set by the manufacturer. When the thread jams, the1

coupling disengages in order to avoid damage to the hooks.1

A description of how to engage the coupling follows.

● �9���P。

● �äå ÞDX)*âãb ，�|�nÏË��Ë)*âãb �ó�2 1 1

äÒ�á�。

● Remove jammed thread.

Hold coupling with screw and turn the balance wheel, until you feel● 1 2

coupling snap back into place again.1

● �9���P。

● �äå ÞDX)*âãb ，�|�nÏË��Ë)*âãb �ó�2 1 1

äÒ�á�。

● Remove jammed thread.

Hold coupling with screw and turn the balance wheel, until you feel● 1 2

coupling snap back into place again.1

�� Adjustment�� Adjustment
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9.04 -DåPb ���

Adjusting the thread trimmer -D

9.04 -DåPb ���

Adjusting the thread trimmer -D

Cî
aåPb�èé�w$，çt B¥�� ´ùp，ñìmnçt�mn1. 5 6

3 0.3 mm¥ijên ÚÛ` �ÌÍ。
2.aàPt��a�$，ijên B�1��mnçt  �èé�w。3 7

Cî
aåPb�èé�w$，çt B¥�� ´ùp，ñìmnçt�mn1. 5 6

3 0.3 mm¥ijên ÚÛ` �ÌÍ。
2.aàPt��a�$，ijên B�1��mnçt  �èé�w。3 7

Requirement
51. when the thread trimmer is in resting positon, lever should be touching

piston and the roller of roller lever should be away from6 7 0.3 mm
control cam .3

2. when the take-up lever is at top dead centre, control cam should just3
have placed roller lever in its resting position.7

Requirement
51. when the thread trimmer is in resting positon, lever should be touching

piston and the roller of roller lever should be away from6 7 0.3 mm
control cam .3

2. when the take-up lever is at top dead centre, control cam should just3
have placed roller lever in its resting position.7

● aþÁ�� D��
é�$，[«Ô1cCî����� （"Ëäå）。6 1
● [«Ô cCî��ijên （äå ）。2 3 4

6● Having made sure that piston is positioned against the left stop,
adjust magnet ( screws) in accordance with .1 2 Requirement 1
Adjust control cam (screw ) in accordance with .● 3 4 Requirement 2

● aþÁ�� D��
é�$，[«Ô1cCî����� （"Ëäå）。6 1
● [«Ô cCî��ijên （äå ）。2 3 4

6● Having made sure that piston is positioned against the left stop,
adjust magnet ( screws) in accordance with .1 2 Requirement 1
Adjust control cam (screw ) in accordance with .● 3 4 Requirement 2

9.04.01 mæçt�èé�w ijên�ëy�w��/

Resting position of the roller lever/ radial position of the

control cam

9.04.01 mæçt�èé�w ijên�ëy�w��/

Resting position of the roller lever/ radial position of the

control cam

�� Adjustment�� Adjustment
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9.04.02 ìPb���w��
Position of the thread catcher holder

9.04.02 ìPb���w��
Position of the thread catcher holder

Cî
�¹n O¹���� ÚÛ B`��`�Ûú�¾7|Gâ。1. ,3 4

2. �ìPb�© �wO���w，�¹���� OìPb� �zx&4 1
ÚÛ�ÌÍ�B�o´��（ÇÊÓZ）。

Cî
�¹n O¹���� ÚÛ B`��`�Ûú�¾7|Gâ。1. ,3 4

2. �ìPb�© �wO���w，�¹���� OìPb� �zx&4 1
ÚÛ�ÌÍ�B�o´��（ÇÊÓZ）。

Requirement
31. there should be a minimum amount of play between toothed wheel

and toothed segment .4
2. both in the neutral position and the foremost position of the catcher,

the distance between the toothed segment and the outer edge of the4
thread catcher holder should be the same (see arrow).1

Requirement
31. there should be a minimum amount of play between toothed wheel

and toothed segment .4
2. both in the neutral position and the foremost position of the catcher,

the distance between the toothed segment and the outer edge of the4
thread catcher holder should be the same (see arrow).1

âí���fÃËÔ cCî�À¡，êßäå ¡æ¹���� e|�Ë2 2 4
¹C¦。

Requirement 2 2If cannot be fulfilled, loosen screw and move the toothed
segment by one tooth.4

âí���fÃËÔ cCî�À¡，êßäå ¡æ¹���� e|�Ë2 2 4
¹C¦。

Requirement 2 2If cannot be fulfilled, loosen screw and move the toothed
segment by one tooth.4

● [«Cî��ìPb� （äå ）。1 2
● Adjust the thread catcher holder (screws ) according to1 2

.Requirements

● [«Cî��ìPb� （äå ）。1 2
● Adjust the thread catcher holder (screws ) according to1 2

.Requirements

�� Adjustment�� Adjustment
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9.04.03 ìPb¥NlÛ�ÌÍ

Distance between thread catcher and needle plate

9.04.03 ìPb¥NlÛ�ÌÍ

Distance between thread catcher and needle plate

Cî
�¾{|7|°Ñ8，ìPb �B¢°Nl�x&（ÇÊÓZ）。1
Cî
�¾{|7|°Ñ8，ìPb �B¢°Nl�x&（ÇÊÓZ）。1

Requirement

1During its swivel movement thread catcher should not pass the

edge of the needle plate (see arrow).

Requirement

1During its swivel movement thread catcher should not pass the

edge of the needle plate (see arrow).

● [«Cîe|ìPb （äå ，"Ëäå），�¥ìPb�©Ð。1 2

● Move thread catcher (screws , two screws) parallel to the thread1 2

catcher holder in accordance with the .Requirement

● [«Cîe|ìPb （äå ，"Ëäå），�¥ìPb�©Ð。1 2

● Move thread catcher (screws , two screws) parallel to the thread1 2

catcher holder in accordance with the .Requirement

�� Adjustment�� Adjustment

2

1

2
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9.04.04 ìPb�w��

Position of the thread catcher

9.04.04 ìPb�w��

Position of the thread catcher

Cî
�ìPb �ux¥g�D�Ü ÚÛB` �ÌÍ。1. 1 5 0.1 mm

2.aåPb �© �w$，ìPb�Dx&BD��î£D�
�� 。2.5~ 3 mm

Cî
�ìPb �ux¥g�D�Ü ÚÛB` �ÌÍ。1. 1 5 0.1 mm

2.aåPb �© �w$，ìPb�Dx&BD��î£D�
�� 。2.5~ 3 mm

Requirement
11. the bottom edge of the thread catcher should be at a distance

of from the positioning finger of the bobbin case .0.1 mm 5
2. when the thread trimmer is in its neautral position, the rear edge

of thread cather should be positioned approx. behind2.5  3 mm
the edge of the knife.

Requirement
11. the bottom edge of the thread catcher should be at a distance

of from the positioning finger of the bobbin case .0.1 mm 5
2. when the thread trimmer is in its neautral position, the rear edge

of thread cather should be positioned approx. behind2.5  3 mm
the edge of the knife.

● [«Ô cCîe|ìPb （äå ，"Ëäå）。1 1 2

● [«Ô cCî�|ìPb1（äå ）。2 3

● Move thread catcher (screw , two screws) in accordance with1 2

.Requirement 1

Turn thread cather (screw ) in accordance with● 1 3 Requirement 2.

● [«Ô cCîe|ìPb （äå ，"Ëäå）。1 1 2

● [«Ô cCî�|ìPb1（äå ）。2 3

● Move thread catcher (screw , two screws) in accordance with1 2

.Requirement 1

Turn thread cather (screw ) in accordance with● 1 3 Requirement 2.

ìPb !"¥ìPb� �W�©Ð。1 4
1Thread catcher must be parallel to the surface of the thread catcher

holder .4

ìPb !"¥ìPb� �W�©Ð。1 4
1Thread catcher must be parallel to the surface of the thread catcher

holder .4

�� Adjustment�� Adjustment
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9.04.05 íî�wOíîo�

Knife position and knife pressure

9.04.05 íî�wOíîo�

Knife position and knife pressure

Cî
íî B¥Nlùp。1. 1

2. B�w�Qf��íîo�，¤åPefÀQöK~�。

Cî
íî B¥Nlùp。1. 1

2. B�w�Qf��íîo�，¤åPefÀQöK~�。

Requirement

11. the knife should be touching the needle plate.

2. the knife pressure should be set as low as possible but the

cutting operation should still be carried out reliably.

Requirement

11. the knife should be touching the needle plate.

2. the knife pressure should be set as low as possible but the

cutting operation should still be carried out reliably.

● [«Ô cCîe|íî （äå ），;-[«Ô2cCî{|íî i1 1 2 1

��。
● Move knife (screw ) in accordance with or swivel it1 2 Requirement 1

in accordance with .Requirement 2

● [«Ô cCîe|íî （äå ），;-[«Ô2cCî{|íî i1 1 2 1

��。
● Move knife (screw ) in accordance with or swivel it1 2 Requirement 1

in accordance with .Requirement 2

�� Adjustment�� Adjustment
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�� Adjustment�� Adjustment

9.04.06 ghPïðñá

Bobbin thread retaining spring

9.04.06 ghPïðñá

Bobbin thread retaining spring

Cî
1. ghPïðáB�ìPb �P�8QöK�y。3

2. ghPïðá�o�B�Qf�，¤�åP|7DghPBQöK@ïðX

Cî
1. ghPïðáB�ìPb �P�8QöK�y。3

2. ghPïðá�o�B�Qf�，¤�åP|7DghPBQöK@ïðX

Requiement

1.   the bobbin thread clamp spring should be guided reliably in the thread groove of the thread

catcher .3

2.   the tension of the bobbin thread spring clamp should be as low as possible, but the bobbin

thread should be reliably after the cutting operation.

Requiement

1.   the bobbin thread clamp spring should be guided reliably in the thread groove of the thread

catcher .3

2.   the tension of the bobbin thread spring clamp should be as low as possible, but the bobbin

thread should be reliably after the cutting operation.

●[«Ô cCî��g1
hPïðá （äå ）。1 2

● [«Ô cCî，"°2
qghPïðá �O1

x i��¾o�。4
Adjust bobbin thread●

clamp spring (screw )1 2

in accordance with

.Requirement 1

Adjust the tension in●

accordance with

byRequirement 2

bending side of the4

bobbin thread clamp

spring .1

●[«Ô cCî��g1
hPïðá （äå ）。1 2

● [«Ô cCî，"°2
qghPïðá �O1

x i��¾o�。4
Adjust bobbin thread●

clamp spring (screw )1 2

in accordance with

.Requirement 1

Adjust the tension in●

accordance with

byRequirement 2

bending side of the4

bobbin thread clamp

spring .1

[Ô cCî��1

● �
�b¡�àPt���a�。
●�|�ìPb Ò�O�Í67�w，¡[Ô cCî§¨。â`!Ài`Ò��。3 1

Control  requirement 1

Switch off the machine and bring the take-up lever to its bottom dead centre.●

Engage and disengage the thread cather by hand and check● 3

. Adjust if necessary.Requirement 1

2[Ô cCî��

●�åPD，"°�|�n���ËPd，§¨�Ô ËOÔ ËPdÚÛoøghP1 3

@Æïðá×�，â`!À�Òðëáo�。
С requirement 2ontrol

● After the thread has been cut, sew a few stitches by turning the balance

wheel, checking whether the bobbin thread is drawn out of the bobbin

thread clamp spring between the and stitched, if necessary, correct1 3
st rd

the tension.

[Ô cCî��1

● �
�b¡�àPt���a�。
●�|�ìPb Ò�O�Í67�w，¡[Ô cCî§¨。â`!Ài`Ò��。3 1

Control  requirement 1

Switch off the machine and bring the take-up lever to its bottom dead centre.●

Engage and disengage the thread cather by hand and check● 3

. Adjust if necessary.Requirement 1

2[Ô cCî��

●�åPD，"°�|�n���ËPd，§¨�Ô ËOÔ ËPdÚÛoøghP1 3

@Æïðá×�，â`!À�Òðëáo�。
С requirement 2ontrol

● After the thread has been cut, sew a few stitches by turning the balance

wheel, checking whether the bobbin thread is drawn out of the bobbin

thread clamp spring between the and stitched, if necessary, correct1 3
st rd

the tension.

12

3

1

4
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9.04.07 �|åP}ò
Manual cutting test

9.04.07 �|åP}ò
Manual cutting test

�� Adjustment�� Adjustment

Cî
aìPb �¾y��ÐÑ$，¿�fdbghP �y�。1. 1 3

1 4 32.aìPb �¾�?�w$，�� !"QöK�ðXghP 。

33. �åP|7D，NPOghP�!"@~*å�，¡æghP ïðX。

Cî
aìPb �¾y��ÐÑ$，¿�fdbghP �y�。1. 1 3

1 4 32.aìPb �¾�?�w$，�� !"QöK�ðXghP 。

33. �åP|7D，NPOghP�!"@~*å�，¡æghP ïðX。

Requirement

11. when thread catcher is on its forward stroke, it must not carry bobbin

thread forward too.3

2. when thread catcher is in its front position, bobbin thread must be1 3

held reliably by hook .4

3. After the trimming action, both the needle thread and the bobbin thread

must be perfectly cut and bobbin thread retained.3

Requirement

11. when thread catcher is on its forward stroke, it must not carry bobbin

thread forward too.3

2. when thread catcher is in its front position, bobbin thread must be1 3

held reliably by hook .4

3. After the trimming action, both the needle thread and the bobbin thread

must be perfectly cut and bobbin thread retained.3

● ���ËPd。
● �
��Û��。
●�|~�åPX7。
● OÔ cCî[Ô1 2

§¨，âí`!À
Q[«9 04 5. . �
ìPb�w��
`Ò��ìPb1。

● cCî§¨，[Ô3
âí`!ÀQ[«
Ô gh9 04 06. . �
Pïðñá`Ò
��ghPïðñ
á2。

● ���ËPd。
● �
��Û��。
●�|~�åPX7。
● OÔ cCî[Ô1 2

§¨，âí`!À
Q[«9 04 5. . �
ìPb�w��
`Ò��ìPb1。

● cCî§¨，[Ô3
âí`!ÀQ[«
Ô gh9 04 06. . �
Pïðñá`Ò
��ghPïðñ
á2。

● Sew a few stitiches.

Turn off the on/off  switch.●

Carry out the cutting operation manually.●

Check and , and if necessary readjust thread cather in● Requirement 1 2 1

accordance with .Chapter 9.04.05 Position of the thread catcher

Check , and if necessary readjust the bobbin thread● Requirement 3

retaining spring in accordance with2 Chapter 9.04.06 Bobbin thread

retaining spring.

● Sew a few stitiches.

Turn off the on/off  switch.●

Carry out the cutting operation manually.●

Check and , and if necessary readjust thread cather in● Requirement 1 2 1

accordance with .Chapter 9.04.05 Position of the thread catcher

Check , and if necessary readjust the bobbin thread● Requirement 3

retaining spring in accordance with2 Chapter 9.04.06 Bobbin thread

retaining spring.

1

3

2
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9.04.08 ïPbßP

Releasing the tension

9.04.08 ïPbßP

Releasing the tension

�� Adjustment�� Adjustment

CCî
a���"�$，ïPl B�@m��| 。1. 3 0.5 mm

CCî
a���"�$，ïPl B�@m��| 。1. 3 0.5 mm

Requirement

3 0.5 mmWhen the magnet is activated, tension discs must be at least

apart.

Requirement

3 0.5 mmWhen the magnet is activated, tension discs must be at least

apart.

● ù"���。
1 2●[«Cî8�ïPb��l ¡��o�l 。

● Activate the magnet.

Detach the tension bearing plate and adjust pressure plate .● 1 2

● ù"���。
1 2●[«Cî8�ïPb��l ¡��o�l 。

● Activate the magnet.

Detach the tension bearing plate and adjust pressure plate .● 1 2
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9.04.09 â|t��(^ �U`)9620

(only for the  9620)Linkage rod

9.04.09 â|t��(^ �U`)9620

(only for the  9620)Linkage rod

�� Adjustment�� Adjustment

Cî
aåPb �èé�w$，¾ø|çt ÚÛ!"o©Ð�。1
Cî
aåPb �èé�w$，¾ø|çt ÚÛ!"o©Ð�。1

Requirement

1When the thread trimmer is in its resting position, the drive levers must be

parallel.

Requirement

1When the thread trimmer is in its resting position, the drive levers must be

parallel.

●[«Cî��çt （äå ）。1 2
1 2 Requirement● Adjust drive levers (screw ) in accordance with the .

●[«Cî��çt （äå ）。1 2
1 2 Requirement● Adjust drive levers (screw ) in accordance with the .
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9.05 --D3��ó��ô

Adjusting backtacking mechanism --D3

9.05.01 �N�Nõ8��w（^º� O �U）9625 9610

(only for  9625 and 9610)Needle in needle hole

9.05 --D3��ó��ô

Adjusting backtacking mechanism --D3

9.05.01 �N�Nõ8��w（^º� O �U）9625 9610

(only for  9625 and 9610)Needle in needle hole

�� Adjustment�� Adjustment

Cî
a�w��Pduv$，���Oó�Pd���，�N�Nõ8ËN
õ�x&�ÌÍ!"o´��。

Cî
a�w��Pduv$，���Oó�Pd���，�N�Nõ8ËN
õ�x&�ÌÍ!"o´��。

● [«Cî�|×Ø （äå ）i��。1 2

● Turn crank (screw ) according to the t,1 2 Requiremen

● [«Cî�|×Ø （äå ）i��。1 2

● Turn crank (screw ) according to the t,1 2 Requiremen

Requirement

When the maximum stitch length is set, the needle must be the same

distance from the inside edge of the needle hole, both for forward and

reverse stitch.

Requirement

When the maximum stitch length is set, the needle must be the same

distance from the inside edge of the needle hole, both for forward and

reverse stitch.
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9.05.02 mnopø|_w�âùb��

Coupling for roller presser drive

9.05.02 mnopø|_w�âùb��

Coupling for roller presser drive

�� Adjustment�� Adjustment

Cî
�râùb Oø|_w��D¥¦ ÚÛ!"` �ÌÍ。1 3 3 mm
Cî
�râùb Oø|_w��D¥¦ ÚÛ!"` �ÌÍ。1 3 3 mm

Requirement

3 mm 1There must be a distance of between coupling half and locking disc

of the drive mechanism.3

Requirement

3 mm 1There must be a distance of between coupling half and locking disc

of the drive mechanism.3

● [«Cî��râùb （äå ）。1 2
1 2 Requirement● Adjust coupling half (screw ) according to the .

● [«Cî��râùb （äå ）。1 2
1 2 Requirement● Adjust coupling half (screw ) according to the .
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9.05.03 Ò²nø|_w�¸¹n � �U�( 9620 )

(on the 9620)Bevel gears for feed wheel drive

9.05.03 Ò²nø|_w�¸¹n � �U�( 9620 )

(on the 9620)Bevel gears for feed wheel drive

�� Adjustment�� Adjustment

Cî
¸¹ !"1þK)_�
x。1. 3

3 5 14 mm2. �¸¹n O¸¹n ÚÛ!"` �ÌÍ。

Cî
¸¹ !"1þK)_�
x。1. 3

3 5 14 mm2. �¸¹n O¸¹n ÚÛ!"` �ÌÍ。

● e|ijvY （äå ）。1 2

● [«Ô cCî��¸¹n （äå ）。1 3 4

● [«Ô cCî��¸¹n （äå ）。2 5 6

● Remove control unit (screws ).1 2

Adjust bevel gear (screw ) according to .● 3 4 Requirement 1

Adjust beve gear (screw ) according to .● 5 6 Requirement 2

● e|ijvY （äå ）。1 2

● [«Ô cCî��¸¹n （äå ）。1 3 4

● [«Ô cCî��¸¹n （äå ）。2 5 6

● Remove control unit (screws ).1 2

Adjust bevel gear (screw ) according to .● 3 4 Requirement 1

Adjust beve gear (screw ) according to .● 5 6 Requirement 2

Requirement

31.  bevel gear must fit well on the left side.

2.  there must be a distance of between bevel gear and bever14 mm 3

gear .5

Requirement

31.  bevel gear must fit well on the left side.

2.  there must be a distance of between bevel gear and bever14 mm 3

gear .5
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9.05.04 ¸¹n Ûú��（� �U�）9620

(on the 9620)Bevel gear play

9.05.04 ¸¹n Ûú��（� �U�）9620

(on the 9620)Bevel gear play

�� Adjustment�� Adjustment

Cî
a��$，�¸¹n O ÚÛ!"`j`�Ûú。1. 6 7

6 82.aó�$，�¸¹n O ÚÛ!"`j`�Ûú。

Cî
a��$，�¸¹n O ÚÛ!"`j`�Ûú。1. 6 7

6 82.aó�$，�¸¹n O ÚÛ!"`j`�Ûú。

Requirement

1.  when sewing forwards, there must be a slight play between bevel gears

and .6 7

2.  When sewing backwards, there must be a slight play between bevel

gears and .6 8

Requirement

1.  when sewing forwards, there must be a slight play between bevel gears

and .6 7

2.  When sewing backwards, there must be a slight play between bevel

gears and .6 8

●Æ©ª­«b ®¯b���oÿ©ªRB。/

●��ævY �QfKywe|。1

1●[«Ô cCî���� （äå ）。2 3

●��ævY �QfKy
e|。1

●[«Ô cCî��äå （äõ ）。2 2 5

Disconnect air supply of the air filter/ lubricator.●

Move unit by hand as far as possible to the right.● 1

Adjust bracket (screws ) according to .● 2 3 Requirement 1

Move unit by hand as far as possible to the left.● 1

Adjust screw (nut ) according to● 4 5 Requirement 2.

●Æ©ª­«b ®¯b���oÿ©ªRB。/

●��ævY �QfKywe|。1

1●[«Ô cCî���� （äå ）。2 3

●��ævY �QfKy
e|。1

●[«Ô cCî��äå （äõ ）。2 2 5

Disconnect air supply of the air filter/ lubricator.●

Move unit by hand as far as possible to the right.● 1

Adjust bracket (screws ) according to .● 2 3 Requirement 1

Move unit by hand as far as possible to the left.● 1

Adjust screw (nut ) according to● 4 5 Requirement 2.
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9.05.05 Ò²nø|_w�¸¹n�� � 、 �U�( )9610 9610S

Bevel gears for feed wheel drive on the 9610 )( and 9610S

9.05.05 Ò²nø|_w�¸¹n�� � 、 �U�( )9610 9610S

Bevel gears for feed wheel drive on the 9610 )( and 9610S

�� Adjustment�� Adjustment

Cî
¸¹n �w?�!"¥¾ø|ã�?�©'（ÊÓZ	
）。1. 1

3 1 13 mm2. �¸¹n O¸¹n ÚÛ!"` �ÌÍ。

Cî
¸¹n �w?�!"¥¾ø|ã�?�©'（ÊÓZ	
）。1. 1

3 1 13 mm2. �¸¹n O¸¹n ÚÛ!"` �ÌÍ。

Requirement

11.  the right side of bevel gear must be flush with its drive shaft (see

arrow).

2.  there must be a distance of between bevel gear and bevel13 mm 3

gear .1

Requirement

11.  the right side of bevel gear must be flush with its drive shaft (see

arrow).

2.  there must be a distance of between bevel gear and bevel13 mm 3

gear .1

● [«Ô cCî��¸¹n （äå ）。1 1 2

2 3 4● [«Ô cCî��¸¹n （äå ）。

1 2 Requirement 1● Adjust bevel gear (screws ) according to .

Adjust bevel gear (screws ) according to● 3 4 Requirement 2.

● [«Ô cCî��¸¹n （äå ）。1 1 2

2 3 4● [«Ô cCî��¸¹n （äå ）。

1 2 Requirement 1● Adjust bevel gear (screws ) according to .

Adjust bevel gear (screws ) according to● 3 4 Requirement 2.

9-45



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

9.05.06 ¸¹n Ûú��（� 、 �U�）9610 9610S

Bevel gear play (on the  9610 9610 )、 S
9.05.06 ¸¹n Ûú��（� 、 �U�）9610 9610S

Bevel gear play (on the  9610 9610 )、 S

�� Adjustment�� Adjustment

Cî
a��$，�¸¹n O ÚÛ!"`j`�Ûú。1. 6 7

2. 6 8aó�$，�¸¹n O ÚÛ!"`j`�Ûú。

Cî
a��$，�¸¹n O ÚÛ!"`j`�Ûú。1. 6 7

2. 6 8aó�$，�¸¹n O ÚÛ!"`j`�Ûú。

Requirement

61.  when sewing forwards, there must be a slight play between bevel gear

7and .

2.  When sewing backwards, there must be a slight play between bevel

gear and .6 8

Requirement

61.  when sewing forwards, there must be a slight play between bevel gear

7and .

2.  When sewing backwards, there must be a slight play between bevel

gear and .6 8

● Æ©ª­«b ®¯b���oÿ©ªRB/

● ��ævY �QfKywe|（ÇÊÓZ	
）1
1● [«Ô cCî��äå （äõ ）。2 3

● ��ævY �QfKy
e|（ÇÊÓZ	
）。1
● [«Ô cCî��äå （äõ ）。2 4 5

Disconnect air supply of the air filter/lubricator.●

Move unit by hand as far as possible to the right (see arrow).● 1

Adjust screw (nut ) according to .● 2 3 Requirement 1

Move unit by hand as far as possible to the left (see arrow).● 1

Adjust screw (nut ) according to .● 4 5 Requirement 2

● Æ©ª­«b ®¯b���oÿ©ªRB/

● ��ævY �QfKywe|（ÇÊÓZ	
）1
1● [«Ô cCî��äå （äõ ）。2 3

● ��ævY �QfKy
e|（ÇÊÓZ	
）。1
● [«Ô cCî��äå （äõ ）。2 4 5

Disconnect air supply of the air filter/lubricator.●

Move unit by hand as far as possible to the right (see arrow).● 1

Adjust screw (nut ) according to .● 2 3 Requirement 1

Move unit by hand as far as possible to the left (see arrow).● 1

Adjust screw (nut ) according to .● 4 5 Requirement 2
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9.05.07 、 SA¸¹n Ûú��（� �U�）9610SA 9620

Bevel gear play (on the  9610 9620 )S SA、A

9.05.07 、 SA¸¹n Ûú��（� �U�）9610SA 9620

Bevel gear play (on the  9610 9620 )S SA、A

9-47

�� Adjustment�� Adjustment

Cî
��$，�¸¹n O ÚÛ!"`j`�Ûú，1. 1 3
�$�¸¹n O ÚÛ�!"`j`�Ûú。2 3

Cî
��$，�¸¹n O ÚÛ!"`j`�Ûú，1. 1 3
�$�¸¹n O ÚÛ�!"`j`�Ûú。2 3

Requirement

11.  when sewing , there must be a slight play between bevel gear

3and .

, there must be a slight play between bevel gear and .at the same time 2 3

Requirement

11.  when sewing , there must be a slight play between bevel gear

3and .

, there must be a slight play between bevel gear and .at the same time 2 3

● [«Ô cCî��äå1 4
● Adjust screw according to4 Requirement 1

● [«Ô cCî��äå1 4
● Adjust screw according to4 Requirement 1

1 2

3

4
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1.����
Housing sections

1
1

24

3

3

3 5

6

7

7

8
8

9

10

11

12

12

13(for 9610)

14

14

15(for 9620)

1617

18

18

19

20

8

8

8

21

22

23

24

25

26
27

28
29

30

32
31

31
32

33

34
35

34

35

36

38
37

37
38

39

40

4142
3

43

444445

46

38
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1. 机身部件 Housing sections

1 10005271 螺钉  M5×12 Screw  M5×12 2
2 10003235 垫圈  Φ5 Washer  Φ5 1
3 10005016 垫圈  Φ5 Washer  Φ5 4
4 10001413 垫圈  Φ5 Washer  Φ5 1
5 10001607 防护板 Protection  apron 1
6 20003964 防护板支架 Protection  apron  bracket 1
7 10003021 螺母  M5 NUT  M5 2
8 10007096 螺钉  M5×10 Screw  M5×10 12
9 10005187 安全板 Safety  plate 1

10 10005539 螺钉  M5×6 Screw  M5×6 1
11 10005008 支板 Trestle  board 1
12 10005122 螺钉  M6×10 Screw  M6×10 2
13 10005426 支脚（9610专用） Bracket  （For  9610） 1
14 10004974 螺钉  M6×10 Screw  M6×10 2
15 10042081 支脚（9620专用） Bracket  （For  9620） 1
16 10041427 一体机面板☆ Panel 1
17 10003141 螺钉  M5×20 Screw  M5×20 1
18 10023952 螺钉  M5×45 Screw  M5×45 2
19 10001410 面板过线柱 Thread  crossing  column 1
20 10001606 面板过线板毡 Panel  felt 1

数量
Qty

序号
No.

件号
Part No.

名称 DESCRIPTION

面板过线板毡
21 20003398 后盖前板 Back  cover  board  painting 1
22 20003397 折板 Zone  plate 1
23 20014552 后盖板 Back cover board 1
24 10005124 油塞 Oil  dam 1
25 10005501 油塞 Oil  dam 1
26 10003027 螺母  M4 NUT  M4 1
27 10005446 脚杆动轴曲柄拉簧 Spring 1
28 10001608 螺钉  M4×25 Screw  M4×25 1
29 10036441 轴位螺钉 Screw  M5×12 1
30 10005107 螺钉  M4×6 Screw  M4×6 1
31 10007800 油管  Φ3×Φ5 Oil  pipe  Φ3×Φ5 2
32 10036440 限位螺钉  M4×8 Screw  M4×8 2
33 20014397 倒缝扳手 Spanner  of  reversal  stitch 1
34 10001368 螺钉  M3×14 Screw  M3×14 2
35 10002068 垫圈  Φ3 Washer  Φ3 2
36 10035679 倒缝点动开关 Power switch 1
37 10005350 螺钉  M4×8 Screw  M4×8 2
38 10005260 垫圈  Φ4 Washer  Φ4 3
39 20012263 开关调节板 Adjustment  plate 1
40 10041476 底板盖板 Bottom  cover 1
41 10005458 接地线组件 Ground  lead 1
42 10005425 外齿锁紧垫圈  Φ5 Washer  Φ5 1
43 10005322 螺钉  M5×10 Screw  M5×10 1
44 10005003 螺钉  M5×8 Screw  M5×8 2
45 10005513 螺钉  M4×8 Screw  M4×8 1
46 10008228 SN-3A夹头 Clamp 1

2
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Needle head parts (1)

S 5ee page

� �5

1

2

3 4
5

4

4

7
4

6

9

8

10

11

12

13

14
14
13

15
16

17

18

19

20

21
21

21

22

23

24

22

25

26

27

28~30

31

27

26

26

27

28~30

31

27

26

32

33

34

35
35

36

37~39

40

41

42

42

42 42

40

40
40

41

43

44

45

46
47

48

49 48

49

50

51
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2. 机头零件（1） Needle head parts（1）

1 10005309 螺钉  M4×6 Screw  M4×6 4
2 10041433 电磁铁安装板 Electromagnet  plate 1
3 10041495 平头滚针  Needle  roller  1
4 10003152 螺钉  M5×5 Screw  M5×5 6
5 10041437 曲柄 Crank 1
6 10041428 一体机滚轮联接电磁铁 Bobbin  join  electromagnet 1
7 10041435 挡圈 Thrust  collar 1
8 10041432 主曲柄 Crank 1
9 10002251 连杆轴销  4×18 Pin  4×18 1
10 10041430 缓冲弹簧 Pressure  spring 1
11 10002254 16.4垫片 Washer 1
12 10003234 卡圈 Collar 1
13 10005107 螺钉  M4×6 Screw  M4×6 2
14 10002954 垫圈  Φ4 Washer  Φ4 2
15 10041431 复位弹簧钩 Spring  locating  plate 1
16 10041442 复位弹簧 Offsetting  spring 1
17 10041438 销轴 Pin 1
18 10041439 滚轮联接导轨座 Linear  guideway 1
19 10005372 螺钉  M6×16 Screw  M6×16 1
20 10041441 导向盖板 Pressure  plate 1
21 10009553 螺钉  M3×8 Screw  M3×8 3
22 10005487 挡圈 Retaining  ring 2
23 10041440 宛形曲柄 Crank 1
24 10005073 宛形曲柄轴承 Crank  bearing 1
25 10001949 滚轮联接轴压簧 Pressure  spring 1
26 10005377 卡圈 Collar 4
27 10005465 轴承座垫片 Washer 4
28 10024475 调整垫片A Adjusting  washer  A 4
29 10024476 调整垫片B Adjusting  washer  B (4)
30 10024477 调整垫片C Adjusting  washer  C (4)
31 20000472 轴承座组件 bearing  seat  asm 2
32 10002772 销  3×10 Pin  3×10 1
33 10002143 滚轮联接上节轴 Roller  wheel  coupling  spindle 1
34 10001405 联接轴上节齿轮 Wheel  Gear 1
35 10005549 螺钉  M6×5 Screw  M6×5 2
36 10001408 滚轮下节轴组件 Lower  segement 1
37 10004082 Φ26  滚轮压脚组件 Φ26  Idler  wheel  foot  asm （1）
38 10005048 Φ30  滚轮压脚组件 Φ30  Idler  wheel  foot  asm 1
39 10004101 Φ36  滚轮压脚组件 Φ36  Idler  wheel  foot  asm （1）
40 10005343 油毡垫片 Felt 4
41 10005179 球连杆组件 Ball  connecting  rod 2
42 10005366 螺钉  M4×12 Screw  M4×12 4
43 10005212 万向联接头 Union 1
44 10010953 螺钉  M5×10 Screw  M5×10 1
45 10012752 螺钉  M4×10 Screw  M4×10 1
46 10005043 万向联接座 Base  frame 1
47 10005194 垫片  15.1×24.5×1.5 Washer  15.1×24.5×1.5 1
48 10005016 垫片  5.3×10×1 Washer  5.3×10×1 2
49 10041434 螺钉  M5×18 Screw  M5×18 2
50 10005243 螺钉  M4×8 Screw  M4×8 1
51 10005070 螺钉  M2.5×6 Screw  M2.5×6 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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Needle head parts (2)

1

2

34

5

4

4

7

8

28

9

10

4

11

18

12

13

14

15

16

19

20

21

22

23 (for 9620)

24

25

26 (for 9620)

27

see page 3

� �3

see page 17

� �17

see page 17

� �17

6

17

5
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3. 机头零件（2） Needle head parts（2）

1 10005546 压杆轴套 Strut  bar  bearing 1
2 10005312 螺钉  M6×8 Screw  M6×8 1
3 10009187 螺钉  M6×8 Screw  M6×8 1
4 10012162 螺钉  M5×5 Screw  M5×5 5
5 20003486 压脚扳手 Presserfoot  spanner 1
6 10005412 抬压脚手柄轴套 Presser  feet  handle  bushing 1
7 10005549 螺钉  M6×5 Screw  M6×5 2
8 10005208 压杆滑块 Strut  bar  slides 1
9 10005011 抬压脚轴 Presser  foot  lift  axle 1

10 10005543 抬压脚凸块 Presser  foot  lift  bump 1
11 10005192 压杆滑块导杆 Strut bar  slides  guide  bar 1
12 10005418 松线复位簧 Replacement  spring 1
13 10005239 抬压脚前杠杆焊接件 Presser  foot  lift  jointing 1
14 10005406 抬压脚前杠杆销套 Presser  foot  lift  pin 1
15 10005078 挡圈 Collar 1
16 10039313 抬压脚前杠杆组件 Presser  foot  lift  asm 1
17 10005178 压脚杆组件 Presser  feet  assembly 1
18 10005247 压脚杆 Presser  feet 1
19 10005422 下节销螺钉  M4×5.2 Screw  M4×5.2 1
20 10005243 螺钉  M4×8 Screw  M4×8 1
21 10005068 压脚柄 Presser  feet  handle 1
22 10005460 压簧 Pressure  spring 1
23 10001442 压料器定位座（for  9620） Eccentric  swage  locating  seat（for  9620 1
24 10005415 垫圈  Φ4 Washer  Φ4 1
25 10005350 螺钉  M4×8 Screw  M4×8 1
26 10030364 压料簧（for  9620） Eccentric  swage  spring（for  9620） 1
27 10005204 螺钉  M4×6 Screw  M4×6 1
28 10050196 压杆下轴套 Strut  bar  bearing 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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4.����( )3
Needle head parts (3)

1

2
3

3

4

5

6

7

8

9

10

11

13

12

13

14

15
15

15

16

16

17

18

19

20 (for 9610)

21 22

23

24 24

25~27 (for 9620)

28

29~36

37
28

28

37

29~36

38

28

(for 9610)

39 40

41

41

see page 13

� �13

(for 9620)

42~43  (for  9610)
44~45  (for  9620)
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4. 机头零件（3） Needle head parts（3）

1 10005207 挑线杆组件 Takeuplever  assembly 1
2 10005267 挑线连杆销衬套 Takeuplever  pin bushing 1
3 10004949 螺钉  M5×8 Screw  M5×8 2
4 10005295 螺钉  M4×5 Screw  M4×5 1
5 10005314 螺栓  M5×10 Screw  M5×10 1
6 10005326 针杆连接柱滑块 Needle  joining  slider 1
7 10005275 油毡 Felt 1
8 10040233 针杆架轴挡圈 Uper  check  ring 1
9 10005258 螺钉  M6×0.75×5 Screw  M6×0.75×5 1

10 10005397 针杆架件 Needle  bar  assembly 1
11 10005188 油毡 Felt 1
12 10005263 针杆滑块槽 Needle  slider  groove 1
13 10005379 螺钉  M4×4.5 Screw  M4×4.5 2
14 10004947 油毡 Felt 1
15 10005197 油毡压板 Linoleum  clamp 3
16 10005050 螺钉  M4×4 Screw  M4×4.5 1
17 10005491 针杆上节 Needle  bar  uper 1
18 10005181 针杆锁紧圈 Needle  bar  clamp  ring 1
19 10005209 螺钉  M4×8 Screw  M4×8 1
20 10005214 针杆下节 （For 9610） Pin  chuck  （for  9610） 1
21 10005478 机针锁紧螺钉  M4×8 Screw  M4×8 1
22 10004943 下过线钩 Arm  thread  guide 1
23 10005547 螺钉  M3×6 Screw  M3×6 1
24 10001578 螺钉  M3×3.2 Screw  M3×3.2 2
25 10001494 3.2针夹头 （For 9620） Pin  chuck  3.2  （For 9620） （1）
26 10002199 2.8针夹头 （For 9620） Pin  chuck  2.8  （For 9620） （1）
27 10001421 2.4针夹头 （For 9620） Pin  chuck  2.4  （For 9620） （1）
28 10005031 内卡圈 Inner  retainer  ring 4
29 10005408 滚针轴承 Needle  bearing （2）
30 10007188 滚针轴承 Needle  bearing （2）
31 10007189 滚针轴承 Needle  bearing （2）
32 10007190 滚针轴承 Needle  bearing （2）
33 10007191 滚针轴承 Needle  bearing （2）
34 10007192 滚针轴承 Needle  bearing （2）
35 10007193 滚针轴承 Needle  bearing 2
36 10007194 滚针轴承 Needle  bearing （2）
37 10004952 上边轴轴承套 Bearing  bush 2
38 10001493 螺钉  M5×6 Screw  M5×6 2
39 10008050 定位板 Guide plate 1
40 10002163 螺钉  M6×14 Screw  M6×14 1
41 10008049 针杆架轴套  Needle bar bush 2
42 10006103 机针134PCL90/14  (for 9610-M)Neddle  134PCL  90/14  (for 9610-M) 1
43 10004103 机针134PC120/19 (for 9610-H) Neddle  134PCL 120/19 (for 9610-H) (1)
44 10001375 机针134-35 90/14  (for 9620-M) Neddle  134-35  90/14  (for 9620-M) 2
45 10030202 机针134-35120/19 (for 9620-H) Neddle  134-35 120/19 (for 9620-H) (2)

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Needle head parts (4)

1

2

3

3

4

3

5 (for  9610)

6

6

7

8

9

10
10

11

12

13

14

15

16
16

17

18

1920

21
21

22

23~24

25

26

27

28

29
30

31
32

33

34

35
36

37
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5. 机头零件（4） Needle head parts（4）

1 10001657 电磁铁挺线钉 Tension  release  crank 1
2 10005118 左右过线勾 Left  and  right  wire  hook 1
3 10007096 螺钉  M5×10 Screw  M5×10 3
4 10041831 过线板 Thread  guide  plate 1
5 10005112 夹线器  （9610专用） Conductor  holder  （for  9610） 1
6 10009669 卡圈 Collar 2
7 10004977 挑线簧限位板 Spring  guard 1
8 10005252 过线钉 Pin 1
9 10005302 夹线大板组件 Bobbin  winder  tension  disc  asm 1

10 10005032 销钉  5×8 Screw  pin  5×8 2
11 10005289 防转长销钉  2×20 Screw  pin  2×20 1
12 10005316 防转销钉  2×8 Screw  pin  2×8 1
13 10004941 夹线大板 Bobbin  winder  tension  disc 1
14 10005554 螺钉 Screw  1
15 10005548 夹线调压螺钉 Screw  1
16 10005019 调节簧座 Thred  tension  disk 2
17 10005241 夹线调节弹簧 Spring 1
18 10005190 夹线调节螺母  M6 Screw  M6 1
19 10005328 挺线电磁铁调节螺母  M4 Screw  M4 1
20 10003147 螺钉  M4×8 Screw  M4×8 1
21 10005489 过线板 Thread  guide  plate 2
22 10005210 夹线簧座 Split  line  spring  plate 1
23 10005014 夹线簧-薄料  （—M机型） Split  line  spring  （for  —M  Model） 1
24 10005347 夹线簧-厚料  （—H机型） Split  line  spring  （for  —H  Model） （1）
25 10005317 压簧板 Spring  plate 1
26 10005304 夹线螺母 NUT 1
27 10005107 螺钉  M4×6 Screw  M4×6 1
28 10005056 垫片  Φ7.3 Washer  Φ7.3 1
29 10005329 挑线过线焊件 Balance  thread  guide 1
30 10005538 挑线簧组件螺母  M6×0.75 NUT  M6×0.75 1
31 10005417 挡簧块 E-ring 1
32 10005067 挑线簧 Spring 1
33 10005505 夹线过线轴 Thread  guide  spindle 1
34 10005299 螺钉  M4×5 Screw  M4×5 1
35 10003122 垫圈  Φ4 Washer  Φ4 1
36 10005429 过线调节板 Thread  guide  plate 1
37 10004949 螺钉  M5×8 Screw  M5×8 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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6 5.����( )
Needle head parts (5)

1(For  9620)

2
2

3

4 4

5

6

6

7

7

8

9

9

10
11

12

13 14

14

14

14
15

15 16

16

17

18

19

19

19

19

20

20

21~22

21~22

23

23

24

24

25

25
26

27

28

30

29

31
32

33

34

35

36

3737

38

39

40

41

42

43
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6. 机头零件（5） Needle head parts（5）

1 10014515 夹线器  （9620专用） Conductor  holder  （for  9620） 1
2 10009669 卡圈 Collar 2
3 10004977 挑线簧限位板 Spring  guard 1
4 10005252 过线钉 Pin 1
5 10002149 夹线板大组件 Bobbin  winder  tension  disc  asm 1
6 10005032 销钉  5×8 Screw  pin  5×8 2
7 10005289 防转长销钉  2×20 Screw  pin  2×20 2
8 10005316 防转销钉  2×8 Screw  pin  2×8 1
9 10005554 螺钉 Screw  2

10 10001534 夹线调压螺钉Ⅰ Screw  1
11 10005548 夹线调压螺钉 Screw  1
12 10004941 夹线大板 Bobbin  winder  tension  disc 1
13 10005078 卡圈 Collar 1
14 10005019 调节簧座 Thred  tension  disk 4
15 10005241 夹线调节弹簧 Spring 2
16 10005190 夹线调节螺母  M6 Nut  M6 2
17 10005328 挺线电磁铁调节螺母  M4 Nut  M4 1
18 10003147 螺钉  M4×8 Screw  M4×8 1
19 10005489 过线板 Thread  guide  plate 4
20 10005210 夹线簧座 Split  line  spring  plate 2
21 10005014 夹线簧-薄料  （—M机型） Split  line  spring  （for  —M  Model） 2
22 10005347 夹线簧-厚料  （—H机型） Split  line  spring  （for  —H  Model） （2）
23 10005317 压簧板 Spring  plate 2
24 10005304 夹线螺母 Nut 2
25 10005429 过线调节板 Thread  guide  plate 2
26 10005107 螺钉  M4×6 Screw  M4×6 1
27 10003122 垫圈  Φ4 Washer  Φ4 1
28 10005299 螺钉  M4×5 Screw  M4×5 1
29 10001495 挑线簧调节转动套筒 Sleeve 1
30 10002856 螺钉  M4×4 Screw  M4×4 1
31 10003034 螺钉  M3×5 Screw  M3×5 1
32 10003071 垫圈  Φ3 Washer  Φ3 1
33 10002009 挡簧块Ⅰ E-ringⅠ 1
34 10001496 套环 Pipe  casing 1
35 10002404 挑线簧Ⅰ SpringⅠ 1
36 10001532 挑线簧隔板 Partition  board 1
37 10005329 挑线过线焊件 Balance  thread  guide 2
38 10005056 垫片  Φ7.3 Washer  Φ7.3 1
39 10005417 挡簧块 E-ring 1
40 10005067 挑线簧 Spring 1
41 10001531 挑线簧调节轴 Adjustment  axle 1
42 10004949 螺钉  M5×8 Screw  M5×8 1
43 10007096 螺钉  M5×10 Screw  M5×10 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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7 1.����( )
Arm parts (1)

1

2

3

4

5

5

6

7

8

8

9

10

11

12
13 12

13

14

15

1616

16

16

17

18

18

18

19

19

20~22

23

24

25
26

27

2829
30

28

see page 7

� �7

see page 25

� �25
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7. 机臂零件（1） Arm  parts（1）

1 10010953 螺钉  M5×10 Screw  M5×10 2
2 10005466 螺钉  M6×0.75×7 Screw  M6×0.75×7 1
3 10041482 曲柄主轴组件 Counter  weight  assy 1
4 10003578 主轴前轴承  6204ZZNR Bearing  6204ZZNR 1
5 10012162 螺钉  M5×5 Screw  M5×5 2
6 10005327 绕线主动轮 Pulley 1
7 10041479 一体机同步带 Synchronous  belt 1
8 10009187 螺钉  M6×8 Screw  M6×8 2
9 10041636 主轴宽带轮 Spindle  Pulley 1

10 10041481 轴承NSK  60/22ZZNR Bearing  60/22ZZNR  NSK 1
11 10041480 主轴联轴器 Coupling 1
12 10005300 螺钉  M6×0.75×8 Screw  M6×0.75×8 2
13 10004938 螺钉  M6×0.75×8 Screw  M6×0.75×8 2
14 10042979 电机联轴器组件 Coupling  rubber 1
15 10051487 WR58L-01-01电机 Electric  machinery 1
16 10000157 螺钉  M5×18.5 Screw  M5×18.5 4
17 10041729 一体机风扇 Fan 1
18 10003152 螺钉  M5×5 Screw  M5×5 3
19 10006279 螺钉  M4×2.8 Screw  M4×2.8 2
20 10049908 3.6调整圈 Adjusting ring 3.6 1
21 10041728 4.5调整圈 Adjusting ring 4.5 （1）
22 10051039 7.0调整圈 Adjusting ring 7.0 1
23 20018197 一体机手轮喷漆件 Uppper  wheel 1
24 10012162 螺钉  M5×5 Screw  M5×5 1
25 10005139 螺钉  M5×12 Screw  M5×12 1
26 10005016 垫圈  Φ5 Washer  Φ5 1
27 10041473 同步带压紧焊接件 Seal  part 1
28 10004945 挡圈 Collar 2
29 10003576 轴承  6000ZZ Bearing  6000ZZ 1
30 10005396 皮带压紧器轴承套 Bearing  bush 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Arm parts (2)

1

1

1

2

3

4

5~12

13

14

15

16

17

17

18~25

26

(for  9610)

(for  9620)

1

3

1
27

27

28
2930

31
31

32

33
34

35~38

33

39

33
34

35~38

3339

40

41

42

43

44

44

45

46

47

48

49

50

51

see page 3

� �3

see page 7

� �7

see page 15
� �15

15



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

8. 机臂零件（2） Arm  parts （1）

1 10009008 螺钉  M6×16 Screw  M6 ×16 3
2 10041469 摆动架滑块槽 Crank  slider  groove 1
3 10001459 上边轴曲柄 Crank 1
4 10041468 摆动架滑块 Crank  slider 1
5 10005255 滚针轴承 Needle  bearing （1）
6 10007324 滚针轴承 Needle  bearing （1）
7 10007325 滚针轴承 Needle  bearing （1）
8 10007270 滚针轴承 Needle  bearing （1）
9 10007271 滚针轴承 Needle  bearing （1）

10 10007326 滚针轴承 Needle  bearing （1）
11 10007327 滚针轴承 Needle  bearing （1）
12 10007272 滚针轴承 Needle  bearing 1
13 10043257 摆动杆螺钉 Screw 1
14 10001974 曲柄连杆 Reciprocation  rod 1
15 10002301 摆动杆 Oscillating  rod 1
16 10001146 螺母  M5 Nut  M5 2
17 10005451 开槽沉头螺钉  M3×10 Screw  M3×10 1
18 10005035 滚针轴承 Needle  bearing （1）
19 10007195 滚针轴承 Needle  bearing （1）
20 10007196 滚针轴承 Needle  bearing （1）
21 10007197 滚针轴承 Needle  bearing （1）
22 10007198 滚针轴承 Needle  bearing （1）
23 10007199 滚针轴承 Needle  bearing （1）
24 10007367 滚针轴承 Needle  bearing （1）
25 10007368 滚针轴承 Needle  bearing 1
26 10005047 针距调节连杆销 Feed  regulator connecting  rod  pin 1
27 20000485 针杆架轴套组件 Needle  bar  rock  shaft  bush 2
28 10005111 上边轴组件 Upper  shaft  assy 1
29 10040233 针杆架轴挡圈 Thrust  collar 1
30 10005258 螺钉  M6×0.75×5 Screw  M6×0.75×5 1
31 10005139 螺钉  M5×12 Screw  M5×12 2
32 10005481 曲柄 Crank 1
33 10005510 垫圈  Φ8 Washer  Φ8 4
34 10005368 销轴 Shaft 2
35 10007198 滚针轴承 Needle  bearing （2）
36 10007199 滚针轴承 Needle  bearing （2）
37 10007367 滚针轴承 Needle  bearing 2
38 10007368 滚针轴承 Needle  bearing （2）
39 10005473 挡圈 Thrust  collar 2
40 10005416 竖边轴 Link  shaft 1
41 10004980 竖边轴组件 Link  shaft  assy 1
42 10041475 连杆支臂 Link 1
43 10005271 螺钉  M5×12 Screw  M5×12 2
44 10005258 螺钉  M6×0.75×5 Screw  M6×0.75×8 2
45 10002096 螺母  M6 Nut  M6 1
46 10041443 弹簧销 Spring  pin 1
47 10002550 摆动架倒缝复位弹簧 Spring 1
48 10007096 螺钉  M5×10 Screw  M5×10 2
49 10005107 螺钉  M4×6 Screw  M4×6 4
50 20003978 摆动架电磁铁安装板喷漆 Plate 1
51 10001926 摆动架电磁铁 Swing  span  electromagnet 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Arm parts (3)

1
2

32

3

4

5

6

7

8

9

10

11

12

13

14

15

16

see page 5

� �5

see page 47

� �47

see page 5

� �5
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9. 机臂零件（3） Arm  parts（3）

1 10005509 弹簧螺钉 Spring  Screw 1
2 10005001 螺钉  M6×30 Screw  M6×30 2
3 10005504 调节螺母  M6 Nut  M6 2
4 10004998 压紧杠杆 compress  lever 1
5 10005145 螺钉  M6×7.2 Screw  M6×7.2 1
6 10001947 卡圈 collar 1
7 10005078 卡圈 collar 1
8 10041478 压脚拉杆 Connecting  rod 1
9 10005139 螺钉  M5×12 Screw  M5×12 2

10 10005287 弹簧固定板 Spring Board 1
11 10005233 脚杆动轴曲柄组件 Crank 1
12 10041445 脚杆动轴拉簧 Spring 1
13 10005318 螺钉  M6×8 Screw  M6×8 1
14 10006434 脚杆动轴组件 Moving  axis  assm 1
15 10005345 卡圈 Collar 1
16 10002867 销  5×14 Pin  5×14  1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Arm parts (4)

1

2

3

4

5

67

6

8

9 10
11

12
13

14
15

16

17

17

18

19
20

21

22
23

24
25

26

27

2829

30

31

see page 13

� �13
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10. 机臂零件（4） Arm  parts（4）

1 10005108 过线器 Thread  guide 1
2 10004976 过线杆组件 Thread  crossing  column  assy 1
3 10005359 调节簧座 Thred  tension  disk 1
4 10005069 过线器压簧 Spring 1
5 10005520 夹线调节螺母  M6 Nut  M6 1
6 10004970 六角螺母  M6 Nut  M6 2
7 10005384 过线柱 Thread  crossing  column 1
8 10005149 绕线器 Bobbin  winder  unit 1
9 10012162 螺钉  M5×5 Screw  M5×5 1

10 10004954 螺杆座 Screw  plate 1
11 10005545 橡胶轮 Ring 1
12 10005261 绕线轮座组件 Bobbin  winder  shaft  compl. 1
13 10005404 下压簧 Compression  spring 1
14 10005075 压簧座 Compression  spring  seat 1
15 10005120 线圈板组件 Retaining  ring  assy 1
16 10005516 上压簧 Comressing  spring 1
17 10005324 端面轴承 Edge  bearing 2
18 10005235 芯轴衬套 Shaft  bush 1
19 10005110 芯轴 Shaft 1
20 10005319 梭芯簧 Shuttle  spring 1
21 10004986 梭芯衬套 Shuttle  bush 1
22 10008017 切刀定位螺钉 Screw 1
23 10008016 剪刀 Knife 1
24 10005355 挡块销紧定螺钉  M3×8 Screw  M3×3 1
25 10005313 挡块螺钉垫 Washer 1
26 10005033 转动螺钉  M4×4 Screw  M4×4 1
27 10005553 挡块销 Pin 1
28 10005475 挡块 Plate 1
29 10003248 挡圈   Φ8 Collar 1
30 10005375 扭簧 Spring 1
31 10005459 螺钉  M4×8 Screw  M4×8 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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11 1.	
��( )
Bedplate  psrts (1)

1

1

2

3

3

3

4

5

6

7

8

9

10

11

9

9

13( for  9610)

11

12

14see page 15

� �15
see page 25

� �25

see page 15

� �15

see page 15
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11. 底板零件（1） Bedplate  parts  （1）

1 10005258 螺钉  M6×0.75×5 Screw   M6×0.75×5 2
2 10005477 15输送主轴挡圈 Shaft  collar 1
3 20000485 针杆架轴套组件 Bearing  bush  assy 3
4 10041425 一体输送主轴 Transport  major  axis 1
5 10005212 万向联接头 Universal  coupling  head 1
6 10010953 螺钉  M5×10 Screw   M5×10 1
7 10005194 15输送主轴挡圈垫片 Washer 1
8 10010090 卡圈 Collar 1
9 10012752 螺钉  M4×10 Screw  M4×10 3

10 10001432 574球连杆组件 574  ball  connecting  rod  component 1
11 10005343 油毡垫片 Oil  reservoir  gasket 2
12 10005043 万向联接座 Base  frame 1
13 10038321 球连杆组件 Ball  connecting  rod  component 1
14 10041484 输送主轴胶塞 Rubber  plug 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Bedplate  psrts (2)

1

2 3

2

2

3

3

3

3

3

2

3

3

4~5

6

7

8

8

8

8

9

10

11
12

13

14

16

see page 37

� �37

� �35

see page 35

see page 35

� �35

17

15
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12. 底板零件（2） Bedplate  parts  （2）

1 10005345 卡圈 Collar 1
2 10005409 12万向联接轴挡圈 shaft  collar 4
3 10012162 螺钉  M5×5 Screw  M5×5 8
4 10038490 万向联接轴A（for 9610） Universal  coupling  spindle  A  （for 9610 1
5 10042082 双针万向联接轴 （for 9620） Universal  coupling  spindle  （for 9620） 1
6 10005250 离合器 Clutch 1
7 10004969 离合器小连接 Clutch  minor  connector 1
8 10005300 螺钉  M6×0.75×8 Screw  M6×0.75×8 4
9 10005364 离合器连接板 Clutch  gusset 1

10 10005147 卡圈 Collar 1
11 10005189 离合器连接组件 Clutch  connector 1
12 10013306 钢珠球 Steel  ball 3
13 10004948 离合器小弹簧 spring 3
14 10005119 螺钉  M6×0.75×6 Screw  M6×0.75×6 3
15 10005486 离合器连接座 Clutch  frame 1
16 10041426 一体下轴 Lower  shaft 1
17 10003068 垫片 Φ12 Washer 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Bedplate  psrts (3)

1

1

2

3

5

4

4

6

7

7
8

9

10

11

11

11

13
12

1312

14

14

15

16

17

18

19

20

21

22

22

23

24

25~27

28

� �13

see page 13

� �23

see page 23

� �23

see page 23

� �15

see page 15
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13. 底板零件（3） Bedplate  parts  (3)

1 10005549 螺钉  M6×5 Screw  M6×5 2
2 10005142 下轴轴承套 Lower  shaft  rear  bush 1
3 10007152 轴承 Bearing 1
4 10009187 螺钉  M6×8 Screw  M6×8 2
5 10041637 下轴宽带轮 Lower shaft  sprocket 1
6 10024829 针距调节器部件 Guage  regulator  component 1
7 10005350 螺钉  M4×8 Screw  M4×8 2
8 10027709 挡圈 Collar 1
9 10027708 压簧 compression  spring 1

10 10027707 偏心调整轮 Adjustment  wheel 1
11 10027706 螺钉 Screw 3
12 10027715 螺母 Nut 2
13 10027714 螺钉 Screw 2
14 10009187 螺钉  M6×8 Screw  M6×8 2
15 10027711 针距调节器滑块槽 Slider  groove 1
16 10027713 调整垫 Adjustment  plate 1
17 10027712 销 Pin 1
18 10027710 针距调节器滑块 Slider 1
19 10005511 针距调节传动连杆 Connecting  rol 1
20 10008113 轴承 Bearing 1
21 10009787 轴承 Bearing 1
22 10004938 螺钉  M6×0.75×8 Screw  M6×0.75×8 2
23 10001509 下轴剪线凸轮 Thread trimming  cam 1
24 10005047 针距调节连杆销 Connecting  pin 1
25 10007368 滚针轴承 Needle  bearing 1
26 10007199 滚针轴承 Needle  bearing （1）
27 10007197 滚针轴承 Needle  bearing （1）
28 10041424 下轴胶塞 Rubber  plug 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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Bedplate  psrts (4)
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2
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3
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8

7

9
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14
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7
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18

19 20

21

13

22

23
(for 9610)

21

24(for 9620)
25

26

(for 9620)
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9

6
1

0
)
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� �29

see page 29

� �33

see page 33
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14. 底板零件（4） Bedplate  parts （4）

1 10005507 针脚调节装置 Stitch  adjusting  assembly 1
2 10005420 调节器摆动板焊接件 Adjusting  plate 1
3 10005238 针距调节装置轴卡圈 Ccollar 2
4 10005080 调节器角钢 Angle  adjustment 1
5 10002788 销  4×30 Pin  4×30 1
6 10005457 转动扭簧 Spring 1
7 10005078 卡圈 Collar 3
8 10005266 摆动轴 Shaft 1
9 10003027 螺母  M4 Nut  M4 2

10 10005351 螺钉  M4×32 Screw  M4×32 1
11 10003149 螺钉  M4×10 Screw  M4×10 1
12 10004939 调节器轴承座 Adjusting  plate 1
13 10005513 螺钉  M4×8 Screw  M4×8 1
14 10005251 摆动压簧 Compress  spring 1
15 10004979 垫圈  Φ6 Washer  Φ6 1
16 10025663 调节器体销轴 Adjusting  pin 1
17 10041464 油窗组件 Oil  tank  assy 1
18 10005107 螺钉  M4×6 Screw  M4×6 1
19 10004973 油管夹 Oil  pipe  clip 1
20 10041018 沉头螺钉  M4×14 Screw  M4×14 1
21 10007800 油管 Oil  tube 2
22 10008228 油管夹 Oil  pipe  clip 1
23 10005311 油管接头 Terminall 1
24 10001535 T形接头 Terminall 1
25 10002150 油管夹板 Oil  tube  support 1
26 10005076 螺钉  M4×5 Screw  M4×5 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty

28



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

15 1.!"#$%( )
Hook  post , left(1)

1 (for  -M)
2 (for  -H)
3

4

5

67

8

9

1010

10
11(for  -M)

12(for  -H)

13

15

17

18

19

14

16

20
21

22

23

24

25

28

26

27

29

32~35

30

31

36

37
38

39

40

41

42

43

44

45~48

45~48

49

50~53

54

55

56

57

58

for  9620

59

60~61

62

63

64~65

66

67~68

58

69

71

70

72

73
74

75

(for  -D)

76

! "31

see page 31

! "27

see page 27

! "45

see page 45
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15. 旋梭左支座（1） Hook  post，left（1）

1 10005378 薄料旋梭（for  -M） Hook-thin  （for -M） 1

2 10069326 厚料旋梭（for  -H） Hook-thickness（for  -H） 1

3 10055263 进口旋梭 Hook（made in japan） 1

4 10004944 板式弹簧螺钉Ⅰ Screw 1

5 10005206 板式弹簧螺钉Ⅱ Screw 1

6 10005488 板式弹簧 Spring  plate 1

7 10005555 梭头体 Hook-top 1

8 10005066 弹簧片 Spring 1

9 10005518 梭宛 Shuttle  wan 1

10 10005541 螺钉 Screw 3

11 10005203 内梭头舌-薄料（for  -M） Shuttle'  tongue（for -M） 1

12 10005308 内梭头舌-厚料（for  -H） Shuttle'  tongue（for  -H） 1

13 10005452 梭壳 Bobbin  case 1

14 10005184 注塞 Wick 1

15 10005353 油毡注塞 Oil  felt  wick 1

16 10005354 螺钉  M3×4 Screw  M3×4 1

17 10005106 螺钉  M2.6×4 M2.6×4 2

18 10005315 护针板 Needle protected  plate 1

19 10004984 螺钉  M5×20 Screw  M5×20 1

20 10005182 旋梭定位勾 Positioning  finger 1

21 10005366 螺钉  M4×12 Screw   M4×12 1

22 10005204 螺钉  M4×6 Screw   M4×6 1

23 10005154 旋梭定位勾座 Positioning  finger  plate 1

24 10004937 O形圈 O  ring 1

25 10005360 旋梭端盖 hook  lid 1

26 10005394 油量调节组成 Rubber  assy 1

27 10005076 螺钉  M4×5 Screw  M4×5 1

28 10005245 旋梭传动芯轴 Hook  transmission  mandrel 1

29 10007800 油管 Oil  felt 1

30 10002151 铜油管 Copper  tubing 1

31 10005346 小端面轴承 Small  end  bearing 1

32 10007373 滚针轴承 Needle  bearing （1）

33 10007404 滚针轴承 Needle  bearing （1）

34 10007405 滚针轴承 Needle  bearing （1）

35 10007374 滚针轴承 Needle  bearing 1

36 10001555 送料转盘 Feeding  wheel 1

37 10001538 送料转盘螺钉I  M6×0.75×3 Screw  M6×0.75×3 1

38 10001559 送料转盘螺钉   M6×.075×5 Screw  M6×0.75×3 1

39 10001416 20旋梭护片卡圈 Collar 1

40 10001415 20旋梭护片垫圈 Collar 1

41 10001611 旋梭护片 Armor  pieces 1

42 10001558 574送料传动轴 574  feeding  drive  shaft 1

43 10001556 574端面轴承 574  end  bearing 1

44 10001560 端面轴承垫圈 Washer 1

45 10007759 滚针轴承 Needle  bearing 2

46 10007758 滚针轴承 Needle  bearing （2）

47 10007757 滚针轴承 Needle  bearing （2）

48 10008054 滚针轴承 Needle  bearing （2）

49 10008234 574旋梭传动轴Ⅰ 574  hook  shaft 1

50 10007368 滚针轴承 Needle  bearing （1）

51 10007367 滚针轴承 Needle  bearing 1

52 10007199 滚针轴承 Needle  bearing 1

53 10007198 滚针轴承 Needle  bearing 1

54 10001887 20旋梭传动轴挡圈 Retainging  ring 1

55 10005549 螺钉  M6×0.75×5 Screw  M6×0.75×5 2

56 10012162 螺钉  M5×5 Screw  M5×5 1

57 10001426 574旋梭传动曲柄 Crank 1

58 10012752 螺钉  M4×10 Screw  M4×10 2

59 10005692 螺钉  M4×10 Screw  M4×10 1

60 10039485 动刀（台湾） Movable  knife  （Made  in  Taiwan） 1

61 10038408 动刀（国产） Movable  knife  （Made  in  Chian） （1）

62 10005107 螺钉  M4×6 Screw  M4×6 1

63 10038411 偏心销 Eccentric  pin 1

64 10039486 定刀（台湾） Fixed  knife  （Made  in  Taiwan） 1

65 10038410 定刀（国产） Fixed  knife  （Made  in  Chian） 1

66 10001512 螺钉  M2.5×3 Screw  M2.5×3 1

67 10039487 线夹（台湾） Wire  clip  （Made  in  Taiwan） 1

68 10038412 线夹（国产） Wire  clip  （Made  in  Chian） （1）
69 10001608 螺钉  M4×25 Screw  M4×25 1

70 10038405 定刀支架部件 Moveble  knife  lever 1

71 10038407 勾线板支架A Knife  holder 1

72 10038406 定刀支架 Fixed  knife  bracket  seat 1

73 10001517 传动齿轮 Transmission  gear 1

74 10001514 螺钉  M4×4 Screw  M4×4 2

75 10002069 定位销  3×10 Pin  3×10 1

76 10005461 梭心 Bobbin 1

序号
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件号
Part No.

名称 DESCRIPTION
数量
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Hook  post , left(2)

1

2

3~6

7

8

9

11

10

12
13

14

15
16

17

18

19

20

20

21

22~24

25
26~27

28

29

26~27
30

26~27
31

29

33

32

35

34

33

32

36

37 38

25

21

39

40
41

42

43

8

7

3~6

22~24

47

48
48

48

49

44~46

50

51
52

53
54

(for 9620)

� �29

see page 29

� �29

see page 29
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16. 旋梭左支座（2） Hook  post，left（2）

1 10005398 端面轴承 End  bearing 1
2 10005052 垫圈 Washer 1
3 10007377 滚针轴承 Needle  bearing 2
4 10007376 滚针轴承 Needle  bearing （2）
5 10007275 滚针轴承 Needle  bearing （2）
6 10007274 滚针轴承 Needle  bearing （2）
7 10005259 旋梭传动轴轴套 Hook  shaft  sleeve 2
8 10005383 挡圈 Collar 2
9 10005186 螺钉  M4×8 Screw  M4×8 2

10 10038399 旋梭防护罩组件 Hook  shield  components 1
11 10038400 旋梭防护罩 Hook  shield 1
12 10038404 销 Pin 1
13 10038403 垫片 Washer 1
14 10038402 护罩转动座 Shield  driving  seat 1
15 20013285 旋梭左支座D喷漆 Hook  the  left  bearing 1
16 10004999 弹簧板 Spring  plate 1
17 10005309 螺钉  M4×6 Screw  M4×6 1
18 10009741 螺钉  M4×6 Screw  M4×6 2
19 10005407 油塞 Oil  plug 1
20 10005215 偏心销 Eccentric  pin 2
21 10005432 22挡圈 Collar 2
22 10001564 垫片 Washer (3)
23 10007788 垫片 Washer 3
24 10007789 垫片 Washer (3)
25 10003586 608ZZ轴承 Bearing 2
26 10038304 垫片 washer 6
27 10038303 垫片 washer （6）
28 10038305 送料主动轴 Feeding  drive  shaft 1
29 10049853 滑动离合器 Slip  clutch 2
30 10049850 传动齿轮组件 Drive  gear  components 2
31 10038310 短花键轴 Spline  shaft 1
32 10038313 挡块 Collar 2
33 10009741 螺钉  M4×6 Screw  M4×6 4
34 10038311 限位轴 Limit  shaft 1
35 10038312 切换滑座 The  switch  slide 1
36 10038314 导向轴 Guide  shaft 1
37 10002853 螺钉  M3×4 Screw  M3×4 1
38 10012162 螺钉  M5×5 Screw  M5×5 1
39 10002068 垫圈  Φ3 Washer  Φ3 1
40 10009553 螺钉  M3×8 Screw  M3×8 1
41 10007200 轴承  6001ZZ Bearing 1
42 10005029 28挡圈 Collar 1
43 10005177 油毡 Oil  felt 1
44 10002011 垫片 Washer 3
45 10007754 垫片 Washer (3)
46 10007755 垫片 Washer (3)
47 10008115 574送料齿轮Ⅱ组件 574  feeding  drive  gear  components  Ⅱ 1
48 10005549 螺钉  M6×0.75×5 Screw   M6×0.75×5 4
49 10007973 574送料齿轮Ⅰ 574  feeding  drive  gear  Ⅰ 1
50 10006298 传动旋梭齿轮Ⅱ The  hook  driving  gear  Ⅱ 1
51 10005258 螺钉  M6×0.75×5 Screw  M6×0.75×5 2
52 10005119 螺钉  M6×0.75×6 Screw  M6×0.75×6 2
53 10006297 传动旋梭齿轮Ⅰ组件 The  hook  driving  gear  components  Ⅱ 1
54 10001562 螺钉  M4×10 Screw  M4×10 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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17 1.!"#$%( )
Hook  post , right(1)

1 (for  -M)
2 (for  -H)
3

4

5

67

8

9

1010

10
11(for  -M)

12(for  -H)

13

15

17

18

19

14

16

45

46~47

48

49

50~51

52

53~54

44

55

57

56

58

59
60

61

20 21

22

23

24

25

28

26

27

29

30

31~34

35

36

37

38 39

31~34

40

41 42

43

62 for  9610  and  9620

! "27

see page 27

! "45

see page 45

! "35

see page 35
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17. 旋梭右支座（1） Hook  post，right（1）

1 10005378 薄料旋梭（for  -M） Hook-thin  （for -M） 1

2 10069326 厚料旋梭（for  -H） Hook-thickness（for  -H） 1

3 10055263 进口旋梭 Hook（made in japan） 1

4 10004944 板式弹簧螺钉Ⅰ Screw 1

5 10005206 板式弹簧螺钉Ⅱ Screw 1

6 10005488 板式弹簧 Spring  plate 1

7 10005555 梭头体 Hook-top 1

8 10005066 弹簧片 Spring 1

9 10005518 梭宛 Shuttle  wan 1

10 10005541 螺钉 Screw 3

11 10005203 内梭头舌-薄料（for  -M） Shuttle'  tongue（for -M） 1

12 10005308 内梭头舌-厚料（for  -H） Shuttle'  tongue（for  -H） 1

13 10005452 梭壳 Bobbin  case 1

14 10005184 注塞 Wick 1

15 10005353 油毡注塞 Oil  felt  wick 1

16 10005354 螺钉  M3×4 Screw  M3×4 1

17 10005106 螺钉  M2.6×4 M2.6×4 1

18 10005315 护针板 Needle protected  plate 1

19 10004984 螺钉  M5×20 Screw  M5×20 1

20 10005182 旋梭定位勾 Positioning  finger 1

21 10005366 螺钉  M4×12 Screw   M4×12 1

22 10005204 螺钉  M4×6 Screw   M4×6 1

23 10005154 旋梭定位勾座 Positioning  finger  plate 1

24 10004937 O形圈 O  ring 1

25 10005360 旋梭端盖 hook  lid 1

26 10005394 油量调节组成 Rubber  assy 1

27 10005076 螺钉  M4×5 Screw  M4×5 1

28 10005245 旋梭传动芯轴 Hook  transmission  mandrel 1

29 10007800 油管 Oil  felt 1

30 10005346 小端面轴承 End  bearing 1

31 10007374 滚针轴承 Needle  bearing （2）

32 10007405 滚针轴承 Needle  bearing （2）

33 10007404 滚针轴承 Needle  bearing 2

34 10007373 滚针轴承 Needle  bearing （2）

35 10003346 轴用挡圈 Collar 1

36 10001415 20旋梭护片垫圈 Washer 1

37 10001611 旋梭护片 Armor  pieces 1

38 10001418 旋梭传动轴 hook  shaft 1

39 10001887 20旋梭传动轴挡圈 Collar 1

40 10005549 螺钉  M6×0.75×5 Screw  M6×0.75×5 2

41 10012162 螺钉  M5×5 Screw  M5×5 1

42 10002106 旋梭传动曲柄 Crank 1

43 10012752 螺钉  M4×10 Screw  M4×10 1

44 10012752 螺钉  M4×10 Screw  M4×10 2

45 10005692 螺钉  M4×10 Screw  M4×10 1

46 10039485 动刀（台湾） Movable  knife  （Made  in  Taiwan） 1

47 10038408 动刀（国产） Movable  knife  （Made  in  Chian） （1）

48 10005107 螺钉  M4×6 Screw  M4×6 1

49 10038411 偏心销 Eccentric  pin 1

50 10039486 定刀（台湾） Fixed  knife  （Made  in  Taiwan） 1

51 10038410 定刀（国产） Fixed  knife  （Made  in  Chian） 1

52 10001512 螺钉  M2.5×3 Screw  M2.5×3 1

53 10039487 线夹（台湾） Wire  clip  （Made  in  Taiwan） 1

54 10038412 线夹（国产） Wire  clip  （Made  in  Chian） （1）

55 10001608 螺钉  M4×25 Screw  M4×25 1

56 10038405 定刀支架部件 Moveble  knife  lever 1

57 10038407 勾线板支架A Knife  holder 1

58 10038406 定刀支架 Fixed  knife  bracket  seat 1

59 10001517 传动齿轮 Transmission  gear 1

60 10001514 螺钉  M4×4 Screw  M4×4 2

61 10002069 定位销  3×10 Pin  3×10 1

62 10005461 梭心 Bobbin 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
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18 2.�����( )
Hook  post , right(2)

1

2

3

4

5

6

7(for  9620)

7(for  9620)

8

8

10

9

11

12

13~16

17

18

19

20

8

8

8

13~16

17

18

21

22
23

24

25
26

27

28 29

30

32

31

33(for  9610)

34(for  9610)

for 9610 and 9620

� �33

see page 33

� �33

see page 33
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18.旋梭右支座（2） Hook  post，right（2）

1 10038399 旋梭防护罩组件 Hook  shield  components 1
2 10038400 旋梭防护罩 Hook  shield 1
3 10038404 销 Pin 1
4 10038402 护罩转动座 Shield  driving  seat 1
5 10038403 垫片 Washer 1
6 10005186 螺钉  M4×8 Screw  M4×8 2
7 20013284 双针侧盖板喷漆 （for 9620） Double  needle  plate  measuring（for 962 2
8 10005107 螺钉  M4×6 Screw  M4×6 10
9 10009741 螺钉  M4×6 Screw  M4×6 2

10 10005215 偏心销 Eccentric  pin 2
11 10005398 端面轴承 End  bearing 1
12 10005052 21垫圈 Washer 1
13 10007377 滚针轴承 Needle  bearing 2
14 10007376 滚针轴承 Needle  bearing (2)
15 10007275 滚针轴承 Needle  bearing (2)
16 10007274 滚针轴承 Needle  bearing (2)
17 10005259 旋梭传动轴轴套 Hook  shaft  sleeve 2
18 10005383 挡圈 Collar 2
19 10004999 弹簧板 Spring  plate 1
20 10005309 螺钉  M4×6 Screw  M4×6 1
21 20003491 旋梭支座喷漆 Hook  the  right  bearing 1
22 10005029 28挡圈 Collar 1
23 10007200 轴承  6001ZZ Bearing  6001ZZ 1
24 10005177 油毡 Oil  felt 1
25 10005413 8旋梭传动芯轴挡圈 Collar 1
26 10005549 螺钉  M6×0.75×5 Screw  M6×0.75×5 2
27 10006298 旋梭传动齿轮Ⅱ The  hook  driving  gearⅡ 1
28 10005258 螺钉  M6×0.75×5 Screw  M6×0.75×5 2
29 10005119 螺钉  M6×0.75×6 Screw  M6×0.75×6 2
30 10006297 旋梭传动齿轮Ⅰ The  hook  driving  gearⅠ 1
31 10009008 螺钉  M6×16 Screw  M6×16 4
32 10005550 垫圈  Φ6 Washer  Φ6 4
33 20013282 单针侧盖板A喷漆 （for 9610） One  needle  plate  measuring（for 9610） 1
34 20003490 侧盖板I（for 9610） Plate  measuring 1

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty
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19.����
Feed  wheel  post , left

1

2

3

4

5
6

7

8
9

10
11

12
13

14
15

16

17
18

19

16

17
20

21
22

23~24

25

23~24

21

26

11

27~29

10

30

30

31

32

33

5
34

35

34 5

36

37

38

39~40

36
37

41

36

42

43

36

44

45

47

48

49

50

51

52

53

54

55~56

57

58~59

60

46

37
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19.送料支座 Feed  wheel  post ，left  

1 10005139 螺钉  M5×12 Screw   M5×12 2
2 10005016 垫圈  Φ5 Washer  Φ5 2
3 10004978 螺钉  M6×8 Screw   M6×8 1
4 10005257 偏心销 Pin 1
5 10009741 螺钉  M4×6 Screw  M4×6 1
6 10005407 油塞 Oil  wick 1
7 20013283 送料支座D喷漆 Feeding  support  D  paint 1
8 10009533 螺钉  M3×8 Screw  M3×8 1
9 10002068 垫圈  Φ3 Washer  Φ3 1

10 10005432 22挡圈 Collar 2
11 10003586 轴承  608ZZ Bearing  608ZZ 2
12 10002853 螺钉  M3×4 Screw  M3×4 1
13 10012162 螺钉  M5×5 Screw  M5×5 1
14 10007200 轴承  6001ZZ Bearing  6001ZZ 1
15 10005029 28挡圈 Colar 1
16 10009741 螺钉  M4×6 Screw   M4×6 4
17 10038313 挡块 Block  2
18 10038311 限位轴 Limit  shaft 1
19 10038312 切换滑座 The  switch  slide 1
20 10038314 导向轴 Guide  shaft 1
21 10049853 滑动离合器 Slip  clutch 2
22 10038310 短花键轴 Spline  shaft 1
23 10038304 垫片 Washer 6
24 10038303 垫片 Washer （6）
25 10049850 传动齿轮组件 Drive  gear  components 2
26 10038305 送料主动轴 Feeding  drive  shaft 1
27 10001564 垫片 Washer (3)
28 10007788 垫片 Washer 3
29 10007789 垫片 Washer (3)
30 10005119 螺钉  M6×0.75×6 Screw  M6×0.75×6 2
31 10007879 送料机构齿轮Ⅰ Feeding  mechanism  of  gearⅠ 1
32 10007907 送料机构齿轮Ⅱ Feeding  mechanism  of  gearⅡ 1
33 10005549 螺钉  M6×0.75×5 Screw  M6×0.75×5 2
34 10005431 套 Axle  sleeve 2
35 10005402 送料传动轴 Feeding  transmission  shaft 1
36 10012162 螺钉  M5×5 Screw  M5×5 7
37 10005236 联接衬套 Coupling  bushing 2
38 10005084 联接块 Connecting  block 1
39 10005376 送料机构（直齿送料轮） Straight  tooth  feeding  mechanism  1
40 10043255 滚花送料机构（滚花送料轮） Knurling  tooth  feeding  mechanism （1）
41 10005082 送料机构座前轴套 Axle  sleeve 1
42 10005310 送料传动锥齿轮挡圈 Collar 1
43 10005185 送料机构座 Feeding  mechanism  of  bearing 1
44 10005354 螺钉  M3×4 Screw  M3×4 2
45 10005037 送料盘  （直齿送料轮） Feeding  straight  tooth 1
46 10043256 滚花送料盘（滚花送料轮） Knurling  tooth  feed  tray （1）
47 10005071 送料传动锥齿轮Ⅰ The  feed  driving  bevel  gear  Ⅰ 1
48 10005117 送料传动锥齿轮Ⅱ The  feed  driving  bevel  gear  Ⅱ 1
49 10006178 钢球 Φ2 Steel  ball   Φ2 23
50 10028364 送料齿联接块组件 The  Connecting  block  assembly 1
51 10005348 螺钉  M2.5×4 Screw  M2.5×4 3
52 10009008 螺钉  M6×16 Screw  M6×16 2
53 10005550 垫圈  Φ6 Washer  Φ6 2
54 10005459 螺钉  M4×8 Screw  M4×8 2
55 10050837 单针针板组件 （-M） Single  needle  plate  assembly  （-M） 1
56 10050838 单针针板组件 （-H） Single  needle  plate  assembly  （-H） （1）
57 10003903 针板螺钉  M2×3 Screw  M2×3 2
58 10050839 小针板-薄料（for -M） Small  needle  plate -thin  （for -M） 1
59 10050840 小针板-厚料（for -H） Small  needle  plate -thick  （for -H） （1）
60 10039090 针板罩S needle  plate  seat 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
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20.!"#$%
Feed  wheel  mounting  plate

1

2

3

3

4

5

3

3

3

6
6

S

N

7(N1.8-2.0,S2.8)

8(N2.0-2.4,S2.8) for 9620-H

9

10~11

12~13

14(N1.8-2.0,S2.8)
15(N2.0-2.4,S2.8)

for 9620-H

16(N1.8,S3.2)  (for  9620-M)

9

18~19

17(N1.8,S3.2)  (for  9620-H)

21(N1.8,S3.2)  (for  9620)

20

! "31

see page 31

! "35

see page 35

22(N2.2-2.6,S2.8)



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

20.送料轮托盘 Feed  wheel  mounting  plate  

1 10030181 送料轮调整块 Feeding  wheel  adjusting  block 1

2 10030180 送料轮 Feeding  wheel 1

3 10001580 螺钉  M4×10 Screw  M4×10  6

4 10009008 螺钉  M6×16 Screw  M6×10  4

5 10005550 垫圈  Φ6 Washer  Φ6 4

6 10002545 螺钉  M4×6 Screw  M4×6 2

7 10039214 双针针板组件(N1.8-2.0,S2.8) Double needle plate assembly(N1.8-2.0) (1)

8 10039215 双针针板组件(N2.0-2.4,S2.8) Double needle plate assembly(N2.0-2.4) 1

9 10001578 双针针板固定螺钉  M3×3.2 Screw   M3×3.2 2

10 10049413 双针小针板(N1.8-2.0,S2.8) Small double needle plate(N2.0-2.4) 1

11 10049414 双针小针板(N2.0-2.4,S2.8) Small double needle plate(N2.0-2.4) (1)

12 10049415 针板罩(N1.8-2.0,S2.8) Double needle plate cover(N1.8-2.0) 1

13 10049416 针板罩(N2.0-2.4,S2.8) Double needle plate cover(N2.0-2.4) (1)

14 10045669 针板罩座（N1.8-2.0,S2.8） Double needle plate cover seat(N1.8-2.0) (1)

15 10043208 针板罩座（N2.0-2.4,S2.8） Double needle plate cover seat(N2.0-2.4) 1

16 10041323 双针针板组件(N1.8,S3.2) for -M Double needle plate assembly(N1.8) (1)

17 10041324 双针针板组件(N1.8,S3.2) for -H Double needle plate assembly(N1.8) (1)

18 10001383 双针小针板(N1.8,S3.2) for -M Small double needle plate(N1.8) (1)

19 10030579 双针小针板(N1.8,S3.2) for -H Small double needle plate(N1.8) (1)

20 10041325 针板罩（N1.8,S3.2） Double needle plate cover(N1.8) (1)

21 10001388 针板罩座（N1.8,S3.2） Double needle plate cover seat (N1.8) (1)

22 10060560 双针针板组件(N2.2-2.6,S2.8) Double needle plate assembly(N2.2-2.6) (1)

序号
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件号
Part No.
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21.����
Backtacking  mechanism

1

2

3

4

5

6

7

8

9

10

11

12

11

5

4

13

14

16

15

X1

11

11

for  9610

for  9620

17

18

19

18

20
21

22

23

26

25

24
2526

� �31

see page 31

� �37

see page 37

� �31

see page 31

� �31

see page 31

� �49

see page 49

27

41
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21.倒缝装置 Backtacking  mechanism  

1 10007075 574倒缝传动齿轮Ⅰ 574  Backstitch  transmission  gear 1
2 10005549 螺钉  M6×5 Screw  M6×5 2
3 10005540 轴 Shaft 1
4 10005432 开口挡圈 Collar 2
5 10003586 轴承  608ZZ Bearing  608ZZ 2
6 10038315 倒缝支座 Backstitch   transmission 1
7 10038316 复位弹簧勾 Spring  hook 1
8 10009741 螺钉  M4×6 Screw  M4×6 1
9 10005350 螺钉  M4×8 Screw  M4×8 2

10 10038317 复位弹簧 Reset  spring 1
11 10005454 轴承座 Bearing  seat 2
12 10005286 滚轮联接轴轴承 One-way  bearing 2
13 10005260 垫圈  Φ4 Washer   Φ4 2
14 10038318 销 Pin 1
15 10038382 摆动杠杆 Swinging  lever 1
16 10038319 垫片 Washer 2
17 10038321 球连杆组件 Ball  connecting  rod  assembly 1
18 10001432 574球连杆组件 574  Ball  connecting  rod  assembly 1
19 10005405 螺钉  M4×9 Screw  M4×9 2
20 10001804 螺钉  M4×5 Screw  M4×5 1
21 10005260 垫圈  Φ4 Washer   Φ4 1
22 10010953 螺钉  M5×10 Screw  M5×10 2
23 10038322 倒缝电磁铁A Backstitch  electromagnet 1
24 10038320 电磁铁支架 Electromagnet  bracket 1
25 10005107 螺钉  M4×6 Screw  M4×6 2
26 10005122 螺钉  M6×10 Screw  M6×10 2
27 10042057 双针倒缝联接头 Connecting  block （1）

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
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22 D.����(- )
Thread  tirmmer (-D)

X5

1

2

3

3
4

5

5

6

X6

7

8

8 9

10

11

12

13
12

13

14

15

16

17

18

19

20

� �49

see page 49

� �49

see page 49

� �� �9 11

see page 9 or 11

� �45

see page 45

� �45

see page 45
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22.剪线结构（-D） Thread  tirmmer （-D）  

1 10001510 松线电磁铁 Loose  line  electromagnet 1
2 10001511 挺线电磁铁帽  M4 Nut  M4 1
3 10002129 螺钉  M3×5 Screw  M3×5 2
4 10001506 松线电磁铁安装板 Mounting  plate 1
5 10001948 螺钉  M5×10 Screw  M5×10 2
6 10001657 电磁铁挺线钉 Tension  release  pin 1
7 10006402 剪线电磁铁整组 Shear  line  electromagnet  assembly 1
8 10008233 螺钉  M4×6 Screw  M4×6 2
9 10001502 剪线电磁铁安装板 Mounting  plate 1

10 10001614 剪线电磁铁联接节 Connecting  block 1
11 10001499 剪线电磁铁 Shear  line  electromagnet 1
12 10005016 垫圈  Φ5 Washer  Φ5 2
13 10010953 螺钉  M5×10 Screw  M5×10 2
14 10001508 油线挡板 Oil  line  baffle 1
15 10005076 螺钉  M4×5 Screw  M4×5 1
16 10005318 螺钉  M6×8 Screw  M6×8 1
17 10001497 螺钉  M5×30 Screw  M5×30 2
18 10012162 螺钉  M5×5 Screw  M5×5 1
19 10002142 剪线摆动杆座 Shear  line  swing  rod  seat 1
20 10001498 剪线摆动杆座销  10×32 Pin  10×32 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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23 D.����(- )
Thread  tirmmer (-D)

�

1

2

3

4

5

4

6

7

8

for  9610

7

9

7

1

7

9 6

10
11

12

13

for  9620

7

� �43

see page 43

� �43

see page 43

� �33

see page 33

� �33

see page 33

� �29

see page 29

� �25

see page 25
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23.剪线结构（-D） Thread  tirmmer （-D）  

1 10001501 剪线摆动杆销 Pin 2
2 10012162 螺钉  M5×5 Screw  M5×5 1
3 10001503 剪线摆动杆组件 Swing  rod  assembly 1
4 10012162 螺钉  M5×5 Screw  M5×5 2
5 10005409 12万向联接轴挡圈 Retaining  ring 1
6 10001504 剪线摆动拉杆 Shear  line  swing  rod 1
7 10001947 剪线摆动杆销卡圈 Collar 3
8 10001946 剪线摆动拉杆弹簧 Spring 1
9 10001505 剪线摆动销 Pin 2

10 10002201 剪线摆动拉杆连接板Ⅱ Connecting  plate Ⅱ 1
11 10001722 剪线摆动拉杆连接板Ⅰ Connecting  plate Ⅰ 1
12 10005260 垫圈  Φ4 Washer  Φ4 2
13 10005350 螺钉  M4×8 Screw  M4×8 2

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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24.�� !"
Atutomatic  presser  foot  lifter

1

2

3

3

2

4
5

6

7

8

9

10

11

12

13
14

15

16
17

18

19

� �1

see page 1

� �17

see page 17

X2

� �49

see page 49

� �51

see page 51
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24.自动抬压脚 Automation  presser  foot  lifter  

1 10001489 操纵顶柱复位板 Reset  plate 1
2 10005260 垫圈  Φ4 Washer  Φ4 2
3 10005003 螺钉  M5×8 Screw   M5×8 2
4 10005514 操纵顶柱组件 Manipulating  the  top  column  assembly 1
5 10005158 操纵顶柱弹簧 Spring 1
6 10005053 操纵顶柱 Manipulating  of  the  top  pillar 1
7 10009741 螺钉  M4×6 Screw   M4×6 1
8 10002145 操纵弯杆组件 Control  rod  bending  component 1
9 10002146 操纵弯杆 Control  rod  bending 1

10 10001487 操作弯杆销  4×16 Pin  1
11 10001453 脚膝抬压脚操作顶柱组件 Presser  foot  lifting  component  of  knee 1
12 10002144 复位弹簧 Spring 1
13 10001450 操纵弯杆挡片组件 Baffle  assembly 1
14 10005260 垫圈  Φ4 Washer  Φ4 2
15 10005204 螺钉  M4×6 Screw  M4×6 2
16 10005122 螺钉  M6×10 Screw  M6×10 3
17 10001802 中间板 Mounting  plate 1
18 10002028 螺钉  M6×20 Screw  M6×20 2
19 10041477 一体机压脚电磁铁 Presser  foot  lifting  electromagnet 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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25.��
Elecctric  control

X6

X5

X4

X3

X2

X
1

1

1

2

3

4(for -D3)

5

6

7

8

9

10

11

12

13

� �43

see page 43

� �43

see page 43

� �3

see page 3

� �15

see page 15
� �47

see page 47

� �41

see page 41

� �1

see page 1

� �51

see page 51

15

14

15

16(for -D)

17(for -BD)
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25.电控 Electric  control  

1 10003141 螺钉  M5×20 Screw  M5×20 3
2 10007637 螺钉  M5×40 Screw  M5×40 4
3 10041727 一体机下罩盖☆ Cover 1
4 10050042 WR58L-01-01电控☆（for  -D3）Electronic  control 1
5 10048630 电源转接线 The  power  adapter  cable 1
6 10048216 主控线 Main  control  line 1
7 10048222 点动倒缝开关线 Swich  line 1
8 10048217 倒缝开关线 Reverse  stitching  switch  wiring （1）
9 10048220 机头灯转接线 head  lamp  adapter （1）

10 10048218 踏板转接线 Redal  switch  line 1
11 10028338 倒缝开关（积致电控） Reverse  stitching  switch （1）
12 10007096 螺钉  M5×10 Screw  M5×10 1
13 10050733 罗拉车机头灯 head  lamp  1
14 10052190 集成机头灯组件☆ Integrated  lamp 1
15 10005107 螺钉 M4×8 Screw  M5×10 2
16 10052519 WR58L-D电控☆  （for -D） Electronic  control （1）
17 10051892 WR58L-BD电控☆  （for -BD） Electronic  control （1）

数量
Qty

序号
No.

件号
Part No.

名称 DESCRIPTION
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26 1.��( )
Accessories  components (1)

1 (for  9620)

2
2

3

4 (for 9610)

5

6

7

3

5

6

7

7
7

8 (for 9610)

9

10

11 12

1213

14

15
16

18

17

19

20

20

20

� �47

see page 47

21 (for  9610)

22 (for 9620)

23 (for 9610)

24
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26.附件（1） Accessories  components （1）

1 10006300 三线线架  （for  9620） Three  wire  frame  component （1）
2 10004287 线盘塑料压块 Wire  disc  plastic  pressing  block 2
3 10041472 线架轴 Wire  rack  shaft 2
4 10041471 线盘支架（for 9610） Wire  coil  bracket（for 9610） 1
5 10009207 垫片  Ф5 Washer  Ф5 2
6 10002953 螺母  M5 Nut  M5 2
7 10007096 螺钉  M5×10 Screw  M5×10 2
8 10041470 过线架（for 9610） Lead  wire  frame （for 9610） 1
9 10005193 销  4×18 Pin  4×18 1

10 10005045 操纵连杆 Control  rod 1
11 10005199 操纵杆接头 Control  rod  joints 1
12 10005234 螺钉  M8×14 Screw  M8×14 2
13 10005213 操纵杆 Control  stick 1
14 10005421 螺钉  M5×13.3 Screw  M5×13.3 1
15 10005273 膝控调节支架 Knee  control  adjusting  bracket 1
16 10005115 膝控操纵架 Knee  control  frame 1
17 10004975 膝控组件 Knee  control  assembly 1
18 10005455 膝控软垫 Knee  control  pad 1
19 10048219 踏板 Pedal 1
20 10048223 踏板螺钉 Self  tapping  Screw 3

序号
No.

件号
Part No.

名称 DESCRIPTION
数量
Qty

pp g
21 10007130 二线线架（for 9610） Two  wire  frame  component （for 9610）（1）
22 10053011 双针线盘 （for 9610） Wire  coil  bracket（for 9620） 1
23 10053010 过线架（for 9610） Lead  wire  frame （for 9620） 1
24 10053012 限位勾 Limit  hook 1
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27.%�( )2
Accessories  components ( )2

1

2

3

4

5

6

7

8

9

9

9
9

10

10

10

12

1311
14

15

17

16

18

19

20

22

21

27

24

25

26

23

28 29 30 31

32

33~34  (for  9610)
35~36  (for  9620)

� �19

see page 19

� �19

see page 19

� �1

see page 1
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27.附件（2） Accessories  components （2）

1 10005114 机头支座 Head  support 3
2 10005248 机头座垫 Head  cushion 2
3 10005374 机头铰链 head  hinge 2
4 10005030 机头铰链座组件 Head  hinge  base  assembly 2
5 10005484 木支架组件 Wood  bracket  assembly 1
6 10005191 机头油盘前座 Front  seat  head  pan 1
7 10005077 机头油盘底座 Head  pan  base 1
8 10005292 机头油盘后座 Head  pan  back 1
9 10005299 螺钉  M4×5 Screw  M4×5 4

10 10005297 螺母  M4 Nut  M4 4
11 10005296 机头油盘组件 Head  pan  assembly 1
12 10008323 螺钉  ST4.2×20-C-H Wood  screw  ST4.2×20-C-H 6
13 10005363 油盘油毡垫 Oil  felt  gasket 6
14 10001177 机头罩☆ Head  cover 1
15 10040232 罗拉车靠边器 Pull  device 1
16 10003164 螺钉  M5×16 Screw  M5×16 2
17 10041972 靠边板组件 side  plate  assembly 1
18 10041959 调节板 Adjusting  plate 1
19 10041961 导向板焊接件 Welding  guide  plate 1
20 10041958 滚花高头螺钉  M4×12 Screw  M4×12 1
21 10041964 紧固扳手 Fastening  wrench 1
22 10041976 螺钉  M6×5 Screw  M6×5 1
23 10041968 调整焊接件 Welding  adjustment 1
24 10003065 螺钉  M4×5 Screw  M4×5 4
25 10041965 安装座 Mounting  seat 1
26 10041966 轴 Shaft 1
27 10041971 拉簧 Drag  spring 1
28 10005356 油壶 Oil  pot 1
29 10009270 内六角扳手 Inner  six  angle  wrench 1
30 10013185 小螺丝刀 Small  screwdriver 1
31 10010995 中螺丝刀 Medium  screwdriver 1
32 10005461 梭心 Bobbin 3
33 10006103 机针134PCL 90/14(for 9610-M) Needle 134PCL 90/14  (for 9610-M) 4
34 10004103 机针134PCL120/19(for 9610-H)Needle 134PCL120/19 (for 9610-H) (4)
35 10001375 机针134-35 90/14(for 9620-M) Needle 134-35 90/14  (for 9620-M) 4
36 10030202 机针134-35120/19(for 9620-H) Needle 134-35120/19 (for 9620-H) (4)

数量
Qty

序号
No.

件号
Part No.

名称 DESCRIPTION
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28 (2).����
Backtacking  mechanism (2)

� �31

see page 31

X1

1

3

3

6

13

5

7
8

9

10

11

14 15

16

17

18

13

15 15

11

10

15

19

20
20

22

23

23

24

24
2526

27

4

21

12

� �1

see page 1

28

29

2
1
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28.倒缝装置(2) Backtacking  mechanism (2)

1 10005350 螺钉 M4×8 Screw M4×8 2
2 10002975 螺钉 M3×6 Screw M3×6 1
3 10054332 倒缝摆杆 Backtacking oscillating bar 1
4 10003027 螺母 M4 NUT M4 1
5 10001608 螺钉 M4×25 Screw M4×25 1
6 10054161 倒缝弹簧 Backtacking spring 1
7 10054162 倒缝联接柱 Backtacking connecting block 1
8 10054336 固定垫块 Fixation block 1
9 10054333 转销 Pin 1

10 10005432 卡圈 Collar 2
11 10059934 轴承 627ZZ Bearing 627ZZ 2
12 20004003 送料支座 Feeding  support  1
13 10054334 弹簧勾 Spring hook 1
14 10060239 齿轮轴B Shaft B 1
15 10005405 螺钉M4×9 Screw M4×9 4
16 10004940 球连杆组件 Ball connecting rod 2
17 20022081 轴承座组件A Bearing seat asm A 1
18 20022082 轴承座组件B Bearing seat asm B 1
19 10060238 齿轮轴A Shaft A 1
20 10005201 送料机构齿轮Ⅰ Gear 2
21 10005119 螺钉 M6×0.75×6 Screw M6×0.75×6 4
22 10054335 倒缝电磁铁B Backstitch electromagnet 1
23 10005122 螺钉 M6×10 Screw M6×10 2
24 10005350 螺钉 M4×8 Screw M4×8 2
25 10054164 电磁铁安装板 Electromagnet bracket 1
26 20020069 倒缝电磁铁B组件 Backstitch electromagnet B component 1
27 10002988 螺母 M5 NUT M5 1
28 10005260 垫圈 Collar 1
29 10039618 缓冲垫 Crash pad 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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29.����
Optional fittings

1
1

2

3

19 26～

4 18～

27

28

29

30

31

32

33

34

35

36

� �39

see page 39

� �37

see page 37
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29.可选配件 Optional fittings

1 10007096 螺钉 M5×10 Screw M5×10 1
2 10061819 线盘 Wire plate 1
3 10061818 过线架 Leading thread bracket 1
4 10053423 小针板M7.0 Small  needle  plate  M7.0 (1)
5 10053424 小针板H7.0 Small  needle  plate  H7.0 (1)
6 10055257 小针板M4.5 Small  needle  plate  M4.5 (1)
7 10055258 小针板H4.5 Small  needle  plate  H4.5 (1)
8 10057277 小针板M4.5 Small  needle  plate  M4.5 (1)
9 10057278 小针板H4.5 Small  needle  plate  H4.5 (1)

10 10050839 针板B7.0 Needle  plate  B7.0 (1)
11 10050840 针板C7.0 Needle  plate  C7.0 (1)
12 10054730 针板 Needle  plate (1)
13 10006299 针板-薄料 Needle  plate thin (1)
14 10001612 针板-厚料 Needle  plate thick (1)
15 10060559 单针小针板CH4.5 Single needle  plate CH4.5 (1)
16 10063814 小针板CM4.5 Small  needle  plate CM4.5 (1)
17 10004104 针板-厚料 Needle  plate thick (1)
18 10059868 单针小针板H4.5 Single small needle  plate (1)
19 10004966 针板组件 Needle plate asm 1
20 10004102 针板组件-厚料 Needle plate asm thick (1)
21 10001480 针板组件-厚料 Needle plate asm thick (1)
22 10001478 针板组件-薄料 Needle plate asm thin (1)
23 10039089 针板组件S(B4.5) Needle plate asm（B4.5) (1)
24 10039088 针板组件S(C4.5) Needle plate asm（C4.5) (1)
25 10050839 针板B7.0 Needle plate B7.0 (1)
26 10050840 针板C7.0 Needle plate C7.0 (1)
27 10001519 勾线板 Thread hook 1
28 10005547 螺钉 M3×6 Screw M3×6 2
29 10001513 螺钉 M3×6 Screw M3×6 2
30 10002068 垫圈 Washer 2
31 10001609 剪线刀固定板 Trimming knife fixation plate 1
32 10001512 螺钉 M2.5×3 Screw M2.5×3 2
33 10001608 螺钉 M4×25 Screw M4×25 1
34 10036966 剪线刀T Trimming knife T 1
35 10005041 螺钉 M4×10 Screw M4×10 1
36 10001515 勾线板座 Thread hook bracket 1

序号
No.

件号
Part No.

名称 DESCRIPTION 数量
Qty
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1 (for  -M)
2 (for  -H)
3

4

5

67

8

9

1010

10
11(for  -M)

12(for  -H)

13

15

17

18

19

14

16

30 1.!"#$%( )
Hook post , right(1)

20

21

22

23

24~28

29

30

33

32

31

34
35

36

37 38

39

40

41

42

43

44

45

47

46

48
49

50
51

52
53

54

55

24~28

13

56

57
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30. 旋梭右支座（1） Hook post，right（1）

1 10005378 薄料旋梭（for  -M） Hook-thin  （for -M） 1

2 10069326 厚料旋梭（for  -H） Hook-thickness（for  -H） 1

3 10055263 进口旋梭 Hook（made in japan） 1

4 10004944 板式弹簧螺钉Ⅰ Screw 1

5 10005206 板式弹簧螺钉Ⅱ Screw 1

6 10005488 板式弹簧 Spring  plate 1

7 10005555 梭头体 Hook-top 1

8 10005066 弹簧片 Spring 1

9 10005518 梭宛 Shuttle  wan 1

10 10005541 螺钉 Screw 3

11 10005203 内梭头舌-薄料（for  -M） Shuttle'  tongue（for -M） 1

12 10005308 内梭头舌-厚料（for  -H） Shuttle'  tongue（for  -H） 1

13 10005452 梭壳 Bobbin  case 1

14 10005184 注塞 Wick 1

15 10005353 油毡注塞 Oil  felt  wick 1

16 10005354 螺钉  M3×4 Screw  M3×4 1

17 10005106 螺钉  M2.6×4 M2.6×4 1

18 10005315 护针板 Needle protected  plate 1

19 10056815 螺钉  M5×13 Screw  M5×20 1

20 10004937 0形圈 O  ring 1

21 10005360 旋梭端盖 Hook  lid 1

22 10005245 旋梭传动芯轴 Hook  transmission  mandrel 1

23 10005346 小端面轴承 End  bearing 1

24 10007368 滚针轴承 Needle  bearing （2）

25 10007376 滚针轴承 Needle  bearing （2）

26 10007199 滚针轴承 Needle  bearing 2

27 10007198 滚针轴承 Needle  bearing （2）

28 10007197 滚针轴承 Needle  bearing （2）

29 10066691 旋梭轴 Hook shaft 1

30 10066237 螺钉  M4×3.3 Screw  M4×3.3 1

31 10069601 动刀 Movable  knife 1

32 10066696 动刀座B Movable knife holder 1

33 10005549 螺钉  M6×5 Screw  M6×5 2

34 10009654 6挡圈 Collar 1

35 10054469 8垫圈 Washer 1

36 10066692 动刀轴B Knife shaft 1

37 10005029 28挡圈 Collar 1

38 10007200 轴承  6001ZZ Bearing  6001ZZ 1

39 10066716 剪线曲柄组件B Crank 1

40 10005139 螺钉  M5×12 Screw  M5×12 1

41 10038303 垫圈 Φ8 Washer 3

42 10006298 传动旋梭齿轮Ⅱ组件 The  hook  driving  gearⅡcomponents 1

43 10005358 传动旋梭齿轮II The  hook  driving  gearⅡ 1

44 10005258 螺钉 M6×0.75×5 Screw  M6×0.75×5 2

45 10005549 螺钉 M6×5 Screw  M6×5 2

46 10005413 8旋梭传动芯轴挡圈 Collar 1

47 10009187 螺钉 M6×8 Screw  M6×8 1

48 10005260 4垫圈 Washer 2

49 10005257 偏心销 Eccentric  pin 1

50 10012752 螺钉 M4×10 Screw  M4×10 2

51 10005379 螺钉 M4×4.5 Screw  M4×4.5 2

52 10069602 定刀 Fixed  knife 1

53 10001807 螺钉 M2×2 Screw  M2×2 1

54 10066700 夹线片DT Wire  clip 1

55 10066699 定刀座DT Fixed knife holder 1

56 20025495 旋梭右支座机加DT喷漆 Hook the right bearing 1

57 10011803 螺钉 M5×6 Screw  M5×6 1
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31. 旋梭右支座（2） Hook post，right（2）

1 10066693 旋梭防护罩组件D Hook  shield  components 1
2 10066694 旋梭防护罩D Hook  shield 1
3 10066714 销 Washer 1
4 10066695 护罩转动座D Shield  driving  seat 1
5 10005186 螺钉 M4×8 Screw  M4×8 2
6 20025494 侧盖板B喷漆 plate  measuring 2
7 10005107 螺钉 M4×6 Screw  M4×6 8
8 10066713 油量调节组件B Rubber  assy 1
9 10005076 螺钉 M4×6 Screw  M4×6 1

10 10007800 油管 Oil  felt 1
11 10066718 M2×2螺钉 Screw  M2×2 2
12 10066701 固定板 Fixed plate 1
13 10066702 限位板 The limit board 1
14 10000909 螺钉 M3×8 Screw  M3×8 2
15 10004999 弹簧板 Spring  plate 1
16 10005309 螺钉 M4×6 Screw  M4×6 1
17 10005405 螺钉 M4×9 Screw  M3×9 1
18 10066854 旋梭定位勾DT Positioning  finger 1
19 10066704 定位勾座D Positioning  finger  plate 1
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