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B


。�7①º .ºiÂ，���¸�7①}。C

���!®����③IÂº .º"�IÛÜB

��。

）#C�7①，���+$④+%
�。4

A, and run the sewing machine. Bobbin ① is

rotated in direction C, and thread is reeled o

-nto bobbin . Once the reel is full, winding①

lever is pushed toward direction B, and wi③
-nding is over.

4 , and trim off the thre) Remove bobbin ①

-ad using winding trimmer .④
�:

1.��à�9，�-M��
à�éB

�7①����③BÝ��ÛÜC�&

��。

2.@���Z9'�7①�à�9，�

·Þ�
1�2²}(�Ð，·�7①


��)*CÐ®¶��。

Caution:

1.To reel the bobbin thread, set the

bobbin thread to between bobbin ①

and thread gripper plate in taking③
-up mode, and start thread winding.

2.To reel bobbin thread onto bobbin

① when no sewing is performed, dra

-w the needle thread out of hole in th

-e take-up lever, remove bobbin o①
-ut of rotating hook.

�13 Fig.13�12 Fig.12

④C

②

①
③

⑤

⑥

⑦

⑧

⑦

⑦

D

E

2.à���
ÉÌ

1）ÉÊà����9，�ÿ�+WÎÏ⑤

，·����③�Â¸ .ºb .º，=®¶A B

+WÎÏ⑤。 .ºýÉ， .ºýÈ。A B

）JK�@�K��79，�ÿ�Î,⑥2

，iÂ����g，ÉÊ���⑦
ê�：

.��①G�����⑦G�ê�Óïa

9 YZ¹d。

.C¸�
È9，ºJâ� .º�Â�b D

���g
¹d，}¸�
È9，ºJâ� .E

º�Â����g
¹d。

1. the bAdjusting obbin thread winding

1)To adjust the winding capacity of bobbin

thread, unscrew fixing screw ⑤, set winding

lever in direction A or direction B, and fix s③

-crew again. Direction A is intended⑤ for re

-duction, and direction B is intended for incre

-ase.

2)If thread cannot be wound onto the bob

-bin flatly, unscrew nut ⑥, turn the winding te

-nsion disco, and adjust the height of height

of thread gripper plate .⑦

a.The standard position is reached onc

-e the center heights of rotating hook ① and

thread gripper plate are identical.⑦

-9-
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.ÉÊ����g¸ð`¹d®，·+c

WÎÏ⑥ÿ�。

）ÉÊà���-.9，�iÂ�-.Î3

,⑧��ÉÊ。

b.If the winding amount on the lower pa

-rt is bigger, move the winding tension disco

in direction D indicated in the right-hand figu

-re. If the winding amount on upper part is bi

-gger, move the winding tension disco in dire

-ction E indicated in the right-hand figure.

c.When the winding tension disco reach

-es its suitable position, screw down fixing s

-crew⑥.

3)Adjust the winding tension of bobbin thr

-ead by turning thread tension nut ⑧.
��
ÉÌ (� )14

Adjusting the Stitch Length (Fig. 14)10

��
 (� )�c 15

Mounting the Thread Stand (Fig.15)11

1. ，�C���/②，áâiÂ��� -��

Y�}
�0�Z���/②}
1�YÀ。

�02�，´Ñ
��2�2. 。

u��Y�}
�0
�º©.ºiÂ9，3.

-3��42③© º�½Ó5¹d®，iÂöB

�¤V�Ó6。

1. ②, turn the stitchWhile press the stopper

length dial to make the number on the d①

-ial align with the mark on the stopper .②

The number is the stitch length in mm.

2.The larger the number. The longer the stitc

-h length will be.

3.When turn the dial from a larger setting to,

a smaller setting. It will be easy to turn if the re

-verse feed lever ③ in direction B, and turn the

feeding distance knob.

�14 Fig.14 �15 Fig.15

①
B

1.Jâ�G�7ï-��¸Ä�c¸��
 

����c²}。

。2.����2CÌ Î,①+W��+W

①

1.As shown in right-hand figure, mount the

thread stand component onto the mounting h

-ole for thread stand on the sewing machine t

-able.

2. for lower seScrew down retaining nut ①
-gment of thread stand lever to fix the thread

stand.

-10-
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Adjusting the Knee Lifting Height (Fig.16, Fig. 17)12
1 13mm.�
9
YZê�^ 。

，�2.��
ÉÊÎÏ①ô�ÉÌ��
��

�ô½ 89。16

1.Standard knee lifting height is 13mm.

2. may be usKnee-lifting adjusting screw ①
-ed to adjust the lifting amount of presser foot

, and the maximum lifting amount may reach

16mm.

�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

2. 16mmu��
�:t 9，�@Mh

i��
，; �2 T�� ö´ì。② ③

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

2.When the presser foot lifting exce

-eds 16mm, do not run the sewing m

achine because needle bar may c②

-ollide with presser foot .③

�17 Fig.17�16 Fig.16

①

②
③

1�� ÉÌ (� 、� )
 18 19

Adjusting the Take-up Spring (Fig.18, Fig. 19)13
1. 
ÉÌ1��<Â�

1）¨- g⑤G
ÎÏ�� ③©�9�.º(

³ .º)iÂ9，1�� 
<Â�-Ò� ¨A ① ；

© 9�.º(³ .º)iÂ9，1�� 
<Â= B ①

�- 。Ô©

. 
ÉÌ2 1��-.

1） #���g⑤(�Ä)��ÎÏ②， 。

2）��� ÎÏ④。g⑤G

3） �� ③©�9�.º ³¨- g⑤G
ÎÏ (

A.º)iÂ9，1�� 
-.-Ò� ¨ 9① ； =

B�.º(³ .º)iÂ9，1�� 
-.-Ô©。①

1.Adjusting the oscillating quantity of take-up
spring

1) The oscillating quantity of take-up spring

① is increased if screw ③ ⑤in tension disco
is turned clockwise (namely in direction A), an

-d it is reduced if the screw is turned counte①
-r clockwise (namely in direction B).
2.Adjusting the tension of take-up spring

1 , and take out tension) Unscrew screw ②

disco (assembly).⑤

Unscrew screw2 in tension disco .) ④ ⑤

The tension of take-up spring is increa3) ①

sed if screw ③ ⑤in tension disco is turned clo

ckwise (namely in direction A), and it is red①
uced if the screw is turned counterclockwise (
namely in direction B).

-11-
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4） I-��g⑤(ÉÌ ®��>? ÎÏ④，

�Ä)c0
gG¶��ÎÏ②。

. ÉÊ`u
@%Añ3 1��

1）�Ú 
-.ÉÊ1® ·Þ�º1�� ，①

B.º�� JK[1�� B¸�X¹dB�， ①

Þ� éDµ�Â�ÔF1�� 
-.。B , ①

4) Screw down screw ④ when adjustment is

over, fit tension disco (assembly) into the m⑤

-achine, and screw down screw .②
3.Judgment basis for adjustment adequacy of
take-up spring

1) Confirm that the tension of take-up sprin

-g is properly adjusted, draw out the needle①
thread in direction B. If place B of needle threa

-d is drawn before take-up spring reaches it①
-s lowest position, reduce the tension of take

-up spring .①

�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

2. ,Fá
g[�G�1��üHÉÊI

J �^[���K
��b�K
�，

�9 LLM^M��ÉÊ。，

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

2.The take-up spring is already adju

-sted properly before the machine le

-aves the factory as a rule, and it req

-uires readjustment only for sewing

of special materials or usage of spe

-cial stitch threads.

�19 Fig.19�18 Fig.18

B AB A

※1��
-.tç，G�[Â

�GOÞ�
 éDµ��Ð。B

※The tension of take-up spring

is too high, so needle thread is

drawn out of place B in proces

-s of the action.

※1��ÓEÂ�¸�®

※The take-up spring kee

-ps on functioning till the

end. ④
⑤

①

③

①

②③

��-. (�ÉÊ 20)

Adjusting the Tension of Stitch Thread (Fig.20)14

A

B

1. �Þ -.
ÉÌ

1） gG
ÉÌ¨-�� Î, ©�9�.①

º(³ .º)iÂ9，Þ�-.-Ò� ¨©A ； =

9�.º(³ .º)iÂ9，Þ�-.-Ô©。B

.à�2 -.
ÉÌ

1 C） ��¨- ÎÏ②©�9�.º(³ .º)i

Â9 -.-Ò� ¨© 9�.º(³ .，à� ； = D

-1.Adjusting the tension of needle thread

1) The tension of needle thread is increase

-d if the adjusting nut ① in tension disco is tur

-ned clockwise (namely in direction A), and it

is reduced if the nut is turned counterclockwi

-se (namely in direction B).

2.Adjusting the tension of bobbin thread

1) The tension of bobbin thread is increase

-d if the adjusting screw ② is turned clockwis

-e (namely in direction A), and it is reduced if t

-12-
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A

②

B

C D

º)iÂ9， -.-Ô©。à� -he is turned counterclockwise (namelyscrew

in direction B).


�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

�20 Fig.20 �21 Fig.21
①

��P3� (�21)

Sewing and backtacking (Fig.21)15
1. 。�C���U

QCR�，�Z�& �á�Zt�G，�2. ，

C3�S�①b�CIÂ3��U②，��&

Tº��，��®，UVW�á��。

1. the power on.Turn

2.Depress the treadle to start sewing, when

the reverse lever is pressed or the backtac-①

ing button is on during sewing, the feed will②

be reversed. After release, the feed will recov-

er to normal.

1�21��
ÉÌ (�22)

Adjusting the Take-up Amount of Take-up Lever (Fig.22)16
1 C.â�­}
X� TÎÏG�ÓY9 YZ

¹d。

��ÎÏ ¶2.�ZH�9，Ñ ① -â�­②©

á ( .º) ÉÌZ.º ³ �Â，�Ò�1��，A

�®¶��ÎÏ①。

.�Z[�9，Ñ ① -â�­②©3 ��ÎÏ ¶

â ( .º) ÉÌZ.º ³ �Â，�Ô©1��，B

�®¶��ÎÏ①。

1.The standard position is obtained when g

-raduation line C on right thread hook is align

-ed to screw center.

2.For thick material sewing, unscrew screw

① ②and move right thread hook to the left (na

-mely in direction A) to increase the take-up a

-mount, and screw down screw when adjus①

-tment is over.

3 For thin material sewing, unscrew screw.

① ②and move right thread hook to the right (

namely in direction B) to reduce the take-up a

-mount, and screw down screw when adjus①

-tment is over.

-13-
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�22 Fig.22


�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

er supply before the operation is co

-nducted.

C

①

②

A B

�Â;��ê�
ÉÌ (�24)

Adjusting the Manual Foot Lifting Height (Fig.24)18
1.-��S�© iÂ���;: ���9� ，

�2Ö��+ÎÏ① ② ÉÌ，}C�Â�2 Ð

�Â;��ê�(��ê� ��ÞT��àÞ


 ，�Â;��ê�
YZ\�æ )。8mm

>?2.ÉÌ ®，ÿ��2Ö��+ÎÏ①。

1.Turn clockwise the presser foot lever to up
-lift the presser foot, unscrew tightening screw

① of presser bar spring bracket, moving upwa

-rd/downward pressure bar to adjust the ma②
-nual foot lifting height (presser foot height ind
-icates the distance from the surface of needle
plate to the bottom surface of presser foot, and

�23 Fig.23

B

①

A

②

���.
ÉÌ (�23)

Adjusting the Presser Foot Pressure (Fig.23)17
1.��É� Î, 。ÎÏ]� ①

iÂ ÎÏ②ÐÉÌ���.，[�.@2. É�

^
��C ô�iÂÎÏ⑤ÐÒ¤�.。/，

_��@�§
��C ���.�ô�
F，

Ó6。

.ÿ�É�ÎÏ]�Î,①。3

.��]�Î,③。4

.iÂÉÌÎÏ④ÐÉÌ����
�.，�5

9�iÂÉÌÎÏ④ÐÒ��.，=9�iÂ

UÔ©�.。

.ÿ�]�Î,③。6

1. .Loosen the lock nut ①

2.Turn the adjusting screw to adjust the②

pressure of presser foot, if s not enough, plit '

-ease turn the screw to increase the press⑤

-ure. The pressure should be as week as pos

-sible, but strong enough so that the material

doesn' .t slip

3.Tighten the nut .①

4.Loosen the nut .③

5.Turn the screw clock wise to increase④

the pressure, on the contrary, turn the screw

counterclockwise to decrease the pressure.

6.Tighten the nut .③

-14-
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�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

Caution:
1.To prevent the unexpected startup
of sewing machine, trim off the pow
-er supply before the operation is co
-nducted.

the standard value of manual foot lifting height
is 6mm).

2.When adjustment is over, screw down tight

ening screw ① of presser bar spring bracket.

�24 Fig.24 �25 Fig.25

1.2mm

① ②

A B

A:���
A:Feed dog

B:��

:B Needle plate

①

���
ê� (�25)

Height of the feed dog (Fig.25)19
1 1.2.���ÓÔÑa��ê� 89。

.2 ���ê�
ÉÌ

1） 。��;�bSc�①
�+ÎÏ②

2）}C�Â����ÉÌ。

3）��c�ÎÏ②。

1.The feed dog is factory adjusted so that it ju-

-st out from the throat plate1 2mm. .

2.To adjust the height of the feed dog

1 Loosen screw of crank .) ② ①

2 Move the feed bar up or down to make ad)

-justment.

.3 Securely tighten wcrew) ②


�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

���
de (�26)

To tilt the feed dog (Fig.26)20
1 A.YZ
de，^[��±}
Xf T��

c� }
Xf �f① 。B

2. �~Üg�，M��.ºê，U��+W

ÎÏ，�Îh$·��±©��.ºiÂ °。90

1.For standard adjustment , align point A wi

-th point .B of the feed bracket

2.To prevent thread float , it has to make the

sending direction higher , so loose the screw a

-nd turn the feeding bar shaft 90 in the directi°

-on of the arrow with a screwdriver.

-15-

②

8mm
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. �~Ü��
i�，M��.ºX，U�3

�±©��´T.ºiÂ °。90

3 uneven material feed , turn the.To prevent

feeding bar shaft opposite direction90 in the°

from the .arrow with a screwdriver


�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

2.67jk9l，ÉÌ���
de，

���
ê�öØüýþ；G�，[É

ÊB®，�¶û�Ú���
ê�。

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

2.Whenever make the adjustment , t

-he height of the feed dog changes.

so after adjustment , please check t

-he height of the feed dog again.

�26 Fig.26

a:�Þê
a:Front up

B

①

b:YZ
b:Standard

c:�ÞX
c:Front down

��
Needle plate

ÉÌ
�T�]
Pòm (�27)

Adjusting the timing of needle and feed mechanism(Fig.27)21
YZ¹d：

u�]�
�ê¹dCn，
�²G�③ÑT

��}oÞ②、�]�p�①[òÓqKÞ}。

FtÉÊ�]r#�;�r#
¹d��

*C®Ç�。1.

.2 =9�iÂ}#，�}�s#tu�+WÎ

Ï④ :Z，;�r#
tà�+WÎÏ⑤G

-�f④G�võwCÓf。

.3 xy=9�iÂ}#，�;�r#⑧tu�

�+ÎÏ⑥ :Z，�]r#
tà��+Î

Ï⑦G�-�f⑥G�võw}Óf。

The standard timing is when the feed dog is

lowered from its highest position until it is flus

-h with the top of the needle plate , and the n②

-eedle eye is also aligned horizontally with t③

-he surface. Adjust by changing the phases of

feed cam and eccentric wheel UD.

1.Remove the rear cover.

2.Turn the machine pulley in reverse dirctio

-n. set the second screw on the gear of upp④

-er shaft as reference mark, make the third sc

-rew of eccentric wheel UD slightly lower th⑤

-an the reference mark screw .④

3.Continue to turn the machine pulley, set th

-e second screw of eccentric wheel UD as r⑥

-eference mark,  make the third screw of fee⑦

d cam slightly higher than the reference mar

-k screw ⑥.

A

-16-
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�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

2.z{©�@M-��w�#�Â|}

È，@=öÈ�%�Ù~。

Caution:

1.To prevent the unexpected startup

of sewing machine, trim off the pow

-er supply before the operation is co

-nducted.

2.Be careful not to move the feed ec

-centric cam too far or elae needle b,

-reakage may result.

�27 Fig.27


 ¹d
ÉÊ�T��
 (�28)

Adjusting the Positions of Needle and Rotating Hook (Fig.28)22
1.iÂ}#，��2 �Xf，¶� �2C¸ �

N«� ÎÏ①。�+

2. A��2②}
X� �Z�2C�Å③
C

�，=®���2N«� ÎÏ①。�+

.�� IiÂ}#，��23 3����+ÎÏ

②
 X� �Z�2C�Å③
C�。} B

. ���
Q��⑤�Z
�④
4 �Â�� �

�éI�
� ��é④
 T��
Q��⑤Ý

� ，=®ÿ��� ÎÏ。0.05mm �+

1.Turn the upper wheel to allow the needle
bar to reach its lowest point, and unscrew trip

bolt ① of needle bar joint pin.

2. toAlign graduation line A on needle bar ②

the lower end of lower shaft sleeve of need③

-le bar, and screw down tightening screw of①
needle bar joint pin.

3 Unscrew 3 tightening screws of rotating h.
-ook, turn the upper wheel, and align graduati

-on line B on needle bar d of② to the lower en

lower shaft sleeve of needle bar.③
4.Move the rotating hook such that its threa

-d hooking tip is aligned to the notch on needl

-e ④, ensure that the clearance between notc

-h on needle and thread hooking tip rang④ ⑤
-es 0.5mm, and screw down the tightening scr
-ew of rotating hook.


�:

1. �~Ü��

�6>Â，�U8

��B®¶����。

2.¨
� ��é④
 T��Q��⑤


Ý� ，t© ö�Ú����；¨Ý�t

Caution:
1.To prevent the unexpected startup
of sewing machine, trim off the pow
-er supply before the operation is co
-nducted.


�òm
�

Needle timing advanced


�òm�®
Needle timing retarded

YZ
Standard

-17-

①② ③

⑧
⑦

⑥

④

⑤
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②
B

A

③

④

⑤

①

B②A

③

0.05mm

2.If the clearance between notch on

needle ④ ⑤and thread hooking tip o

-f rotating hook is too small, rotating

hook tip may be worn; if the clearanc

-e is excessive, skipped stitch may t

-ake place.

�28 Fig.28 �29 Fig.29

� ö÷:�Â�。，

-18-

ÉÌ3������(�29)

Adjusting the difference of stitch length between the forward and back tacking (Fig.29)23
1. 。*C®Ç�

��ÎÏ①，iÂ��ÉÌN2w�±Ï②2. 。

* 。�9�：����ý�，3���ý©

。*=9�：����ý©，3���ý�

1. .Remove the rear cove

2. , and turn the connectLoosen the screw ①

-in stud .②

*Turn the stud clockwise, the forward stit②
-ch length will be longer and the back tacking
stitch length will be shorter.

*Turn the stud clockwise, the forward stit②
-ch length will be shorter and the back tacking
stitch length will be longer.

ÉÌ��g
��(�30)

Adjust the tension release (Fig.30)24
��[
�ê%�，��g}
���HÓ

�-�*，��
9Ýô��ÉÌ É�9，A。

*C
�®�Þ
�¯�，�Îh$����


��2ÎÏ①，�^��r#②ô�áâ�Â，

�â����，�á���-。

The opening time of the thread tension discs
can be adjusted. Remove the rubber cap on th

-e rear of arm, and turn the screw then the t①

-hread release cam can be moved left or rig②
-ht. Move the cam rightward, the releas time w
-ill be slow. Move the cam leftward, the releas
-e time will be quick.

ÉÌ¥U�¥(�31)

Adjust the oil pump (Fig.31)25
uX�hi9，��¥Ç，6�¥Ù~9，

�iÂ�¥ÉÌ�①，-���¥²②。

If the oil is not crcled observed from the oil g
-auge window at a lower sewing speed, turn th

-e oil adjustment plate to cover the oil hole①

.②

①

②
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�30 Fig.30 �31 Fig.31

Left




Right

�

①

②

0.5~1.0mm

②

①

ÉÌ<��T©����
��(�32)

Adjusting the lifting amount if presser feet (Fig.32)26
1.<��①P©��②
�E.ºhÂ：

* <��P©��^��O
}ChÂ。

* <��P©��}�ê�ÓÔ^´ò
b^

©��
}�ê��XÓ6。

-1�2dB�C¹d，&C��S�，�

�ÎÏ③��n�n�c�④áâ�ÂÐÉÌ�

�
��。

â� �����
���B´ò： 。

á�：©��

��Ô©。

2.<��、©���®.ºÝ�
ÉÌ：

ðñ��
@òMÇý<��，©��



��。A-w�#N2ÎÏ⑤��，=®}C�

ÂÐÉÌÎÏT���n�
G��，G��É

©，U�I

���Ò¤。

.<��、©���®.ºÝ�
ÉÌ：3

�[��t�G，�<��¢
��T©

��®�Þ@ì�，Q�/�`u
Ý� (C 3m

máâ)。

��<���c�ÎÏ⑥，=®}CiÂ�

�<Â�⑦Ð��ÉÌ。

1. ②Vertical movement of presser foot and w

-alking foot :①
*The walking foot , and presser foot move ve-

rtically one after another.

*U the stroke if walking foot and pressesually
-r same or the stroke of presser foot is slightly l
-ower.

Place the thread take-up lever at the lowest
position, and lower the presser bar lifter, loose

-n the screw and move the upper feed lifting③

cam .④
Move it rightward to make the stroke of two

feet be equal.
Move it leftward to make the stroke of press

-er foot be smaller.
2.Adjusting the lifting amount of two feet to m

-aterials to be sewn:

Loosen the screw , and move the screw u⑤
-pward to increase the lifting amount or move th
-e screw downward to decrease the lifting amo-
unt.

3.Adjusting the forward/backward clearance
of the two feet.

To keep the front groove of walking foot not
strike the rear of the presser foot, the clearance
of C must be kept about 3mm.

Loosen the screw of feed arm R, and the t⑥

-urn then turn the feed rock shaft to adjust.⑦
4.Adjusting the feed amount of walking foot (

Fig. A)
*The standard ration of feed amount between

feed dog and walking foot is 1:1.
The feed amount of walking foot can be adjust
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4 A.<���
ÉÌ（ç ¸）：

* �]����T<�����BÝ
YZa

: （ 。� òm��）1 1

<��
���ôðñ��@ò��ÉÊ，

��Î,⑧，}C�Â<��§�⑨ÐÉÌ。

º} Ô©G�� <�����Ô©L： ， 。

，ºC：Ò�G�� <�����Ò�。L

-ed to suit for the materials to be sewn. Loosen

the nut ⑧, and move the slide block ⑨ to adjust.
Upward: decrease the distance L to make the

feed amount be smaller.
Downward: increase the distance L to make t

-he feed amount be larger.


�

Needle plate

C

⑤

①

②
⑥

⑦

① ②

③

A

L

�
Small

�
Large

⑧

④




Left

�

Right

⑨

J�cd
ÉÊ

Adjusting the trimming mechanism27
1 33) Trimming mechanism (Fig.33).J�cd(�

�32 Fig.32

���
Holder, F knife-

���
Fixed knife

Lower thread finger
���

���
Movable knife

�����
Round knife bracket assy

�����
Thread trimmer cam lever shaft

�!
Spring

"���
Trimming cam

#�������
Thread trimmer cam lever assy

$��
Stopper plate

%&*
Positioning block

�!
Spring

F�STUV
Tension release wire

O�WXYUV
Thread trimmer solenoid assy

�33 Fig.33
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2 （ 34.W$�TÂ$�
UL � ）

)W$�①TÂ$�②
¹dÑ/_ . 。1 0 3mm

)ô�J�G���ÉÊW$ñbW$�
�2

�¹d。

)����W¹Q，�cW$ñ。3

3 （ 35.r#c�� � ）

)ce9，-r#c��①�Ac¸à�}。1

)+�r#c��ÄQ�J�G��c，+W2

[r#c��①}
KÞé。

)VViÂr#c��①，-A¹�②�c[3

r#c��①}
KÞé。

2.The relation between fixed knife and mova
-ble knife(Fig.34)

1)The clearance between fixed knife and①

movable knife should be 0.3mm②
2)Adjust the position illustrated by the Fig.34.
3)Move the bobbin caxe opener and adjust th

-e holder of fixed knife .

0.3mm
Knife edge

�+

②

①

A

Knife holder

���

�34 Fig.34

87.5mm

�!
Spring

#�������
Thread trimmer cam lever assy

�!,/
Collar

① ②

�35 Fig.35

3.Thread trimmer cam lever shaft(Fig.35)

1)Install the shaft on the machine bed first.①
2)Install the trimmer cam lever assy on the sh

-aft rated.① as illust

3)Slightly turn the shaft ①, and install the pos

-itioning block as rated.② illust

4 （ 36.�cJ�� ¡ � ）

)J�� ¡
��：1

.YZ
�� . 。a 6 0mm

.FtÉÌÎ, ÐÉÊ��。b A

)�cJ�� ¡：2

.J�� ¡�ÎÏ � Ð+W。a B C

.[�c9Q�/_FÂ�①Tr#c�②Bb

Ý
Ý� 。1mm

c.� ¡Ë�9，r#c�③Tr#c�②B

ÝöH . 
Ý�，�^YZ
��。0 5mm

JLÉÊ,ô�J� G���.º�ÂJ�36

� ¡。

4.Installing the trimming solenoid(Fig.36)

1)The stoke of solenoid:
a.The standard stroke is 6.0mm.
b.Turn the nut A to adjust the stroke.

2)Install the solenoid
a.Fixed the solenoid by the screws B and C.
b.Be sure to keep the clearance between the

driven plate and cam lever 1① ② .mm
c.When the solenoid is active, there should b

-e a 0.5mm chearance between the cam lever ③

and cam lever .②

If need to adjust. Please move the solenoid
base shown by the arrow.

-21-
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5 （ 37.�cJ�r# � ）

)iÂ}#，�1�2éB�ê¹d。1

)�Â��� ¡，�ÂI�iJ�r#①，2

E¸«¬r#c�②
¢�，=®+Wr#。

U�� ¡,�r#c�②£W¸¤&¹d，3)

�ïr#①Tr#c�②
¢��Þöûü . ~0 5

1 0. 
YZÝ�。mm

1mm

6mm

Solenoid base

:;<=>?

②

①

A
B

C

②

③

0.5mm

①

②

0.5~1.0mm

Thread take-up lever

@�E

�37 Fig.37�36Fig.36

5.Installing the trimming cam(Fig.37)
1)Turn the wheel, make the thread take-up lev

-er in the highest position.
2)Set the solenoid active,  turn the trimming c

-am until the cam is touched with the roller of①

the cam lever , then fix the cam.②
3)Set the solenoid inactive and make the leve

-r restore to the original position, there should②

be a 0.5~1.0mm clearance between the cam ①

and the roller of the cam lever .②

6 （ 38.$�
ÉÊ � ）

)Â$�TW$�
UL：1

J�G�，Â$�①T
�G�
�æ .7 5

mm 5mm，W$�②T
�G�
�æ 。

)$�
ÉÊ：2

�>J���，�ïJ�r#ö�Â$�①º

â�i。uÂ$�①iÂ¸��å¹d9，TW

$�②
Ý� . -1 5 2.0mm。

J��.
ÉÊ：3)

JKJ���@¦，§�u�¨
9，�LÒ

¤J��.³ô。J��.JCGè��ÉÊ：

6.Adjusting the knives(Fig.37)
1)The relation between fixed knife and movabl

-e knife:

The clearance between movable knife and n①
-eedle center is 7.5mm, and the clearance betwe

-en fixed knife and needle center 5mm.②
2)Adjusting the knives
Set the function of trimming thread active, the

movable knife will turn rightward by the trimmi①

-ng cam. When the movable knife moves to its①
furthest position, the clearance between two kni

-ves ① ② . - . .and should be 1 5 2 0mm
3)Adjusting the trimming pressure:
If the thread trimming not smoothly, especially

the thick thread used, just need to increase the t
-rimming pressure. The trimming pressure is adj
-usted as follows: loosen the nut B, adjust the sc
-rew A to get the reasonable pressure.

-22-
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��Î, ，FtÉÌÎÏ ÐÒ¤bÔ©J��B A

.。

7.5mm 5mm

①

②

①

②

A

B

40-70mm
①

ÉÌJ�®
��)�(�32)

Adjusting the trailing length after thread trimming(Fig.39)28

�38 Fig.38 �39 Fig.39

FtiÂ©��Î,①ÐÉÌ。

[J�
9l，��g��，Þ��H©�

�g
�
-.。YZÞ���
)� ~40 70

。JK©��Î,①��，7kÞ�
��mm

)�D©；JK©��Î,①��，7kÞ�


��)�D)。

Turn the nut to adjust the trailing length.①
At the time of thread trimming, the thread tensi

-on mechanism will release and the needle there

-ad tension is only applied by the thread . The s①
-tandard trailing length for the needle thread is 4
0-70mm.If increase the thread guide tension, the
trailing length will be short; If decrease the threa
-d guide tension, the trailing length will be long
-er.
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Casting Mechanism

 机壳部件

-25-

一

1

1514

12 13

1110

98

7

5

4

3

2

18

25

24

17

192122

45

303

31
32

3

33

28

27

26

39

41

46

29

37

40

5

3

35

36

34

38

23

42

44

43

20

16

16

6

48

47
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一
件   号
Part No. QTY

数 量
Ref. No.
序  号

Casting Mechanism

 机壳部件

Name of part 名   称

-26-

1

2

3

4

5

6

7

9

10

11

12

13

15

16

17

10051583

10005204

10044135

10004373

10004374

10050584

10008940

10043305

10043304

10043310

10013171

10048790

10043315

10043309

20017920

Bobbin thread tension ASM.

Screw

Thread tension bracket assy.

Tension release pin

Screw

Scale base plate

Screw

Screw

Thread guide

Screw 

Slid plate assy.

Rubber plug

Screw

Rubber plug

Screw

Face plate

电子夹线器

螺钉

螺钉

限位挡片

螺钉

线钩螺钉

面板线钩

针板螺钉

推板组件

橡胶塞

面板螺钉

面板橡皮塞

面板螺钉

面板

1

1

1

1

1

1

1

19

20

21

10043594 Thread guide线钩

1

1

1

2

2

1

2

1

1

2

2

2

4

1

1

Remark
备   注

10052840 下过线板

Thread tension bracket assy.

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-BD机型

22

23

24

25

26

27

28

29

30

31

32

33

10002577 Screw stud底板支柱

1

1

4

10047841

Needle plate针板 1 适用于-H机型

适用于-CX机型

Lower thread-guide

1

适用于-D3、-D4机型

适用于-M、缺省机型

10046133 挺线钉 Pressure release lead

Rubber plug橡胶塞

10043597

8

针板 Needle plate

14

10052650 电线勾 Cord holder

18 10003077 垫圈 Washer

10054478 夹线器组件

10051110 夹线器组件

10051109

Tension release pin松线钉10052339

松线钉

34

10052960

10026903

Bobbin thread tension ASM.

Set screw

上夹线器部件组件

固定螺钉

10011149

10050423

10012620

10056532

Knife

Screw SM9/64"×40

Nut

Three-hole thread retainer

绕线切刀

SM9/64"×40螺钉

三孔线钩

1

1

3

1

1

1

1

2

1

1

SM15/64"×28螺母

10031086 绕线器 Bobbin winder

10004380 SM3/16"×32螺钉 Screw SM3/16"×32

20019074 挑线杆护罩 Thread take-up lever cover

10008934 挑线杆护罩螺钉 Screw 

10043311 橡胶塞 Rubber plug 1

适用于-H、-CX机型

适用于-BD机型

适用于-D3、-D4机型

10059726 针板 Needle plate 1 适用于-M、缺省机型

10043312 Thread guide screw线钩螺钉 1

35
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Casting Mechanism

 机壳部件

-27-

一

1

1514

12 13

1110

98

7

5

4

3

2

18

25

24

17

192122

45

303

31
32

3

33

28

27

26

39

41

46

29

37

40

5

3

35

36

34

38

23

42

44

43

20

16

16

6

48

47
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一
件   号
Part No. QTY

数 量
Ref. No.
序  号

Casting Mechanism

 机壳部件

Name of part 名   称

-28-

36

37

38

39

40

41

44

45

1

12

1

1

1

1

1

Remark
备   注

“*”具体内容需向客服咨询

10051431

10051344

20017919

10008972

20019092

10046248

10043588

Bobbin thread tension

Side plate gasket

Side plate

Screw

Solenoid cover

Washer

Rubber plug(Φ27)

Screw

110082187 Rubber plug橡胶塞

绕线夹线器组件

后窗板垫

后窗板

倒缝电磁铁罩

倒缝电磁铁罩垫片

橡皮塞(Φ27)

螺钉组件

1

1

10053435

20016032 倒缝电磁铁罩 Solenoid cover

SM3/16"×28螺钉

1

42

43

适用于-BD系列

适用于-D3、-D4系列

46

10007637

10073038 Electronics control ASM. 一体机电控

螺钉 Screw

1

3

Electronics control ASM. 一体机电控10073039

适用于-BD系列

适用于-D3、-D4系列

110040969 Rubber plug橡皮塞

47

10003073 垫圈 Wash 348
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二 Needle Bar & Thread Take-up Mechanism

 针杆、挑线分组件

-29-

1

3

2

7

6

5

4

11

10 9 8

12

18
17 16

15

14 13

17 20

19

25

24
23

22

26
39

38

2827

21

35

36

44
4342

41

40

37

34

29

33

31

32

30

45
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二
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

Needle Bar & Thread Take-up Mechanism

 针杆、挑线分组件

Name of part 名   称

-30-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

36

37

38

39

40

41

42

43

20019071

10011232

10073208

10006157

10003796

10011232

10008908

10008909

10024755

10012161

10046144

10061409

10051146

10012162

10051603

10043332

10010678

10013538

10045041

10043335

10043333

10010545

10043341

10010065

10043340

10010082

10010587

10049432

10011622

10046141

10046135

10013518

10045116

10046150

10051112

10050045

10055937

10068445

10008062

10043375

10043362

10051161

10043365

10061033

Hand wheel

Screw

Motor

Screw

O ring 

Screw M6×6

Coupling ASM.

Washer

Bush.R

Screw M6×0.75×10

Connector

Oil seal

Pper shaft

Screw M5×5

Collar

Bush.M

Screw 

Screw

Winder driving wheel

Bush.L

Screw

Screw

Thread take-up crank

Screw

Screw

Screw

Rubber cap

Thread take-up lever set

Washer

Screw 

Wire holder.D

Screw 

Screw 

Wire holder.U

Tension release wire

Needle bar slider guide rail assembly

Screw 

Oil wick

Felt 

Bush.U

Needle bar

Bush.D

Thread guide

上轮

螺钉

同步车一体机电机

螺钉组件

O形圈

螺钉M6×6

联轴器

联轴器橡胶圈

6907ZZ-BOM轴承

螺钉M6×0.75×10

上轴联轴器

油封

上轴

螺钉M5×5

上轴挡圈

上轴中轴套

螺钉

绕线器主动轮螺钉

绕线器主动轮

上轴前轴套

螺钉

 针杆曲柄定位螺钉

针杆曲柄

螺钉

螺钉

螺钉

橡胶塞

挑线机构

垫片

铰链螺钉

松线压板

软线固定板螺钉

油线固定板螺钉

松线钢绳固定架

松线钢绳组件

针杆接头滑块导轨组件

针杆接头滑块导轨

油线

毛毡

针杆上轴套

针杆

针杆下轴套

针杆线钩

1

2

1

4

1

3

1

1

1

2

1

1

1

2

1

1

2

2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

2

1

1

1

1

2

1

1

1

1

1

1

45 * Needle 机针 1

44 10010588 Screw 夹针螺钉 1

滑块槽螺钉

Needle bar slider guide rail

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-BD机型
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三 Presser Foot Mechanism

 压脚部件

-31-

6

5

4

3

2

7

1

8

5

9

10

11

12

13

15

14

16

17

18

19

20

22

23 24

25

21
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1三
件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

Presser Foot Mechanism

 压脚部件

Name of part 名   称

-32-

1

2

3

4

10051473

10043360

10050063

10043476

Presser bar lifter

Screw

O ring

Lifter crank

压脚扳手

针杆接头滑块导轨螺钉

O形圈 4.7×1.9

压紧杆提升凸轮

1

1

1

1

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

24

25

10043483

10048831

10062085

10051153

10082154

10043459

10051154

10043462

10043461

10057425

10053357

10068294

10051605

10043467

10077028

Screw 

Guide plate assembly

Screw

Collecting rod

Screw 

Lever

Knee lifter bar

Spring

Spring hook

Pressure regulating screw assembly

Spring

Guide bracket assembly

Thread guide

Screw

Presser bar

铰链螺钉

松线凸轮组件

松线凸轮螺钉

膝控提升拉杆

膝控提升杠杆(右)螺钉

膝控提升杠杆(右)

膝控提升连杆

膝控提升杠杆(右)弹簧

弹簧销

调压螺钉组件

压紧杆弹簧

压紧杆导架组件

大线勾

 大线勾螺钉

压紧杆

10071047

10071378

10047845

10043474

Bush

Presser foot

Protective hook

压紧杆轴套

小压脚

小压脚

防护勾

2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

10043333 Screw螺钉

1

10010650 Screw压脚螺钉

适用于-CX机型Presser foot

适用于-BD、-D3机型

适用于-H机型

23

10046174 辅助调压弹簧 Pressure regulating spring 1

10048832 松线凸轮组件 Guide plate assembly 1

10060035 Presser foot小压脚 1 适用于-M、缺省机型
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Feed Mechanism
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64

1

2

3
4

6

5

2

8
3

9

66

11

6

7

10

13

63

1118

17

12

58
59

5611

10

62

60

5457

55

6515

16

29

28

19

36
35

34
30

21

26
25

23

22

32

25
26

24

27

33

11

20

40

39

38

37
43

45
44

52

11 41

53

34

50

49

48
47

46

42

51

61

14
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

� Feed Mechanism

 送料部件

Name of part 名   称

-34-

1

2

3

4

5

6

7

8

9

10051151

10043330

10023200

10044997

10044135

10003290

10051149

10044998

10006264

Shaft

Collar

Screw

Bush

Screw

Retaining ring 15

Feed shaft

Bush

Screw

抬牙轴

上轴紧圈

螺钉

轴套

螺钉

15挡圈

送料轴

轴套

螺钉

1

2

4

1

1

2

1

1

1

10

11

12

13

14

15

10043396

10057281

10043401

10008067

Screw

Screw

Screw

Oil wick φ2 

Feed bar

10043360 针杆接头滑块导轨螺钉

抬牙叉夹紧螺钉

曲柄螺钉

φ2油线

牙架组件

3

5

1

2

1

10043410 Feed dog送布牙 1

10047843 Feed dog送布牙 1

10048292 Feed dog送布牙 1

适用于-H机型

适用于-CX机型

适用于-CX-L机型

16

17

18

19

20

21

22

23

24

25

26

27

28

29

30

31

33

32

34

35

36

37

38

39

40

10010099

10046263

10046170

10043403

10051102

10043415

10051163

10043438

10052651

10043434

10043433

10043432

10051145

10051162

10050687

10043416

10043414

10043378

10043379

10051150

10043376

10051148

10043429

10043445

Screw

Screw

Feed lifting arm

Pin

Pin shaft.L

Set screw

Feed regulator crank

Pin shaft.R

Shaft

Link

Link

Stud

Shaft

Connecting rod

Connecting stud

Stud

Feed rocker arm

Screw

Eccentric wheel

Feed lifting rod

Holder

Feed connecting rod

Feed cam

Screw.S

送布牙螺钉

 曲柄螺钉

抬牙后曲柄

抬牙轴曲柄铰链轴

针距调节曲柄左定位销

曲柄连杆短销螺钉

针距调节曲柄

针距调节曲柄定位销(右)

连杆销

曲柄短连杆

曲柄长连杆

曲柄连杆长销

连杆偏心轴

针距调节连杆

针距调节连杆销钉

曲柄连杆短销

送布轴曲柄（右）

抬牙凸轮螺钉

抬牙凸轮

抬牙连杆

凸轮隔离片

送布连杆

送布凸轮

针距座短螺钉

2

2

1

1

1

2

1

1

1

2

2

1

1

1

1

1

1

6

1

1

1

1

1

1

10059725 送布牙 Feed dog 1 适用于-M机型

10067203 送布牙 Feed dog 1 适用于缺省机型

10069236 Feed regulator crank针距调节曲柄 1 适用于-CX-L型

适用于-M、缺省、-H、-CX型

10086718 Belleville spring蝶形弹簧 1
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Feed Mechanism
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64

1

2

3
4

6

5

2

8
3

9

66

11

6

7

10

13

63

1118

17

12

58
59

5611

10

62

60

5457

55

6515

16

29

28

19

36
35

34
30

21

26
25
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32

25
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24
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33

11

20

40

39
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52

11 41

53
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

�  送料部件

Feed Mechanism 

Name of part 名   称

-36-

44

45

46

47

48

49

50

51

52

53

54

55

56

57

58

59

10044999

10068254

10043447

10052174

10046162

10043446

10043444

10053791

10052959

10010281

10046166

10046164

10046163

10051966

10043428

10051737

Bush

O ring

Spring

Positioning pin

Adjusting screw

Stopper pin

Spring

Stopper

Needle pitch

Screw SM3/16"×28

Spring

Spring hook

Spring hook PIN

Pin

Screw

Plate

轴套

O型圈

止动销弹簧

止动销

针距调节螺杆

针距盘挡销

针距按键簧

针距按键

针距盘

SM3/16"×28螺钉

倒缝扳手拉簧

弹簧挂销

倒缝扳手销

限位销钉

倒缝操纵吊紧螺钉

倒缝扳手板

1

1

2

1

1

1

1

1

1

1

1

1

1

1

1

1

60

61

62

63

64

65

66

20019072

10045168

10014461

10046161

10043425

10046172

10046158

Reverse stitching lever

Washer

O ring

Shaft

Screw

Pin assy.Lever

Spring

倒缝操纵杆

倒缝操纵杆垫圈

6.5×2 O形圈

 倒缝操纵杆短轴

操纵杆曲柄螺钉

倒缝操作杆曲柄

操纵杆曲柄弹簧

1

1

1

1

1

1

1

10053538 Needle pitch针距盘 1 适用于-CX-L机型

10054231 Plate倒缝扳手板 1 适用于-CX-L机型

43

适用于-M、缺省、-H、-CX机型

适用于-M、缺省、-H、-CX机型

42 10043451

10045098

Rubber cap

Shaft

橡皮塞(Φ20)

针距座轴

1

1

41 10046168 Feed regulator针距座 1

10051771 针距座 Feed regulator 1 适用于-CX-L型

适用于-M、缺省、-H、-CX型
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五 Upper Feed Mechanism 

 上送料部件
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5
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4
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29

26
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50

49
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

五 Upper Feed Mechanism 

 上送料部件

Name of part 名   称

-38-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16-1

19

20

21

22

23

24

25

26

27

28

29

30

31

32

33

34

35

37

36

38

10043506

10043507

10002991

10010018

10043396

10051152

10043505

10043503

10051142

10043490

10068299

10043530

10043500

10074005

10073009

10069507

10043496

10005504

10080919

10051156

10026903

10053479

10051602

10043360

10051159

10006264

10068220

10043486

10043526

10053309

10043508

10002775

10049435

10043516

10051144

Waking foot

Screw

Washer 4

Screw SM9/64"×40

Screw

Rod guide

Collar

Clamper

Connecting rod

Holder plate

Screw

Guide shaft

Nut

Fork bar assembly

Link

Rearing

Shaft

Nut

Washer

Crank

Screw

Compression spring

Bracket

Screw

Bush.L

Screw

Screw

Nut

Screw

Roller

Lever guide

Pin 3×6

Feed lifting shaft assy

Bush

Bush.R

摆压脚

压脚螺钉

4垫圈

SM9/64″×40螺钉

抬牙叉夹紧螺钉

提升压脚连杆压板

压脚连杆压脚垫块

摆压脚杆座

摆压脚杆

提升压脚导柱定位板

压脚送料曲柄螺钉

调压杆弹簧导柱

压脚送料变动连接螺母

叉形杆组件

摆压脚连杆

轴承

摆压脚叉形杆销

压脚曲柄连接螺母

垫圈

压脚摆动前曲柄

 螺钉

摆压脚调压弹簧

摆压脚调节螺钉架

针杆接头滑块导轨螺钉

压脚摆动轴前轴套

螺钉

前曲柄螺钉

摆压脚调压螺母

摆压脚调压螺钉

提升压脚导柱轴滚柱

提升压脚导位板

3×6销

压脚升降轴组件

摆压脚提升轴套

摆压脚提升后轴套

1

1

2

4

2

1

2

1

1

1

2

1

1

1

1

1

1

1

1

1

2

1

4

1

3

1

1

1

1

1

2

1

1

1

10073010 Link压脚送料曲柄连杆 1

4

16-2 10069508 Rearing轴承 4

16-3 10069509 Rearing轴承 4

16-4 10069510 Rearing轴承 4

16-5 10069511 Rearing轴承 4

16-6 10069512 Rearing轴承 4

16-7 10069513 Rearing轴承 4

16-8 10069514 Rearing轴承 4

17 10068721 Screw long摆压脚连杆螺钉(长) 2

18 10068255 Screw long摆压脚连杆螺钉(短) 2

39

10003077 Spring coupon washer弹簧垫圈 1
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五 Upper Feed Mechanism 

 上送料部件

-39-

1
2

3
4

7
6

5

8

9

10
4

11
12

24

19
20

21

22

23

14

13

2728

29

26

34

26

16

36

25

31

32
33

37

38
39

40
27 41

42

43

44

46

45

48

47

50

49

51
52

53

54

35

17

13

55

56

57

15

16
17

18

18

30



ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E 

 
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E  
ZO
JE
  Z
OJ
E

件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

五 Upper Feed Mechanism 

 上送料部件

Name of part 名   称

-40-

48

49

50

51

52

53

54

55

10072481

10072356

10043485

10051141

10043487

10043488

10043401

10043360

Nut

Feed lifting arm crank.L

Shoulder screw

Connecting rod

Stud

Feed rocker arm

Screw

Screw

摆压脚调压螺母

压脚摆动后曲柄

压脚摆动后曲柄连杆螺钉

摆压脚大连杆

大连杆曲柄连接销

送布轴曲柄（中）

曲柄螺钉

针杆接头滑块导轨螺钉

1

1

1

1

1

1

1

1

10043330

10038073

Collar

Screw

上轴紧圈

上轴紧圈螺钉

1

2

56

57

43 10046184 Screw后曲柄螺钉 1

44 10068254 O ringO型圈 1

45 10051157 Upper feed shaft压脚摆动轴 1

46

10051392 Bush.M压脚摆动轴后轴套

1

47

10012536 Oil seal油封14.72×22×7

1

10070559 Eccentric wheel mechanism压脚升降偏心轮机构 1

10049701 Eccentric wheel mechanism压脚升降偏心轮机构 1

适用于缺省、-H机型

适用于-CX机型

10061306 压脚升降偏心轮机构 Eccentric wheel mechanism 1 适用于-M机型40

41

42

10043524

10043523

Spring

Oil felt

油毡簧

油毡

1

1

适用于-CX机型

适用于-CX机型
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� Hook Mechanism

 旋梭部件

-41-

19

18

15

16

17
20

23

22

21 14

26

25

8
9

24

31

30

29

28

6 27

4

5

35
34

32

3

2
1

12

11

10

7

13

6

24

36
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

Hook Mechanism

 旋梭部件

Name of part 名   称

-42-

2

3

10031867

10007138

10067449

Bobbin case

Bobbin

Hook assy

BC-DBM(1)-NBL3梭壳

梭芯

旋梭_DSH2-B1H(6-5)

1

1

1

�

10039876 德鹰牌_DSH2-B(Q)TR旋梭 Hook assy 1

适用于-BD机型

适用于-D3机型

4

5

6

7

8

9

10043390

10043389

10046048

10043417

10043418

10043419

Adjusting screw.OIL

Adjusting spring

Screw

Holder plate

Spring

Plunger

油量调节螺钉

油量调节弹簧

剪线凸轮紧定螺钉

挡板

柱塞弹簧

柱塞

1

1

2

1

1

1

适用于-D3机型

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

25

26

27

28

10044609

10003077

10043382

10044135

10065715

10068235

10051147

10046151

10065714

10063856

10010678

10065716

10043381

10043402

10046152

10046243

10023739

10080882

Screw 

Washer 6

Oil tube

Screw

Bevel gear.vertrical shaft.L

Bush.vertical shaft.L

Vertical shaft

Bush.vertical shaft.U

Bevel gear.vertrical shaft.U

Bevel gear.upper shaft

Screw SM15/64"×28

Bevel gear.lower shaft

Bush.lower shaft.R

Collar

Bush.lower shaft.M

Trimmer driving cam

Holder plate

B/case holder position bracket

导向架拉簧螺钉(上)

6垫圈

下轴轴套油管

上轴螺钉

竖轴下齿轮

竖轴轴套（下）

竖轴

竖轴轴套（上）

竖轴上齿轮

上轴伞齿轮

SM15/64"×28螺钉

下轴伞齿轮

 下轴后轴套

下轴紧圈

下轴中轴套

剪线凸轮

剪线凸轮垫

旋梭定位勾

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

适用于-D3机型

适用于-D3机型

29

30

31

32

10057279

10043405

10046156

10051155

10067943

10068218

Holder f-knife

Screw 

Bush.lower shaft.L

Lower shaft

Filter

Screw SM3/16″×32

定刀座

旋梭定位勾螺钉

下轴前轴套

下轴

油芯

SM3/16″×32螺钉

1

1

1

1

1

1

34

10013538 SM15/64"×28螺钉 Screw SM15/64″×28 3

35

1定刀座 Holder f-knife10050664

适用于-D3机型

适用于-BD机型

10053025

10031625

10051236

10053026

Hook assy

Hook assy

Hook assy

Hook assy

德鹰牌_DSH2-A1(6-7)旋梭

德鹰牌_DSH2-ATR_1Q旋梭

旋梭_DSH2-GC（6-10）

DSH2-GC6-10(TR)旋梭

1

1

1

1

适用于-H-BD机型

适用于-H-D3机型

适用于-CX-BD、-CX-L-BD机型

适用于-CX-D3机型

10080883 B/case holder position bracket旋梭定位勾 1 优先使用

1 10007390 Bobbin caseGN140-8(90-5)梭子 1 适用于所有-BD机型

适用于所有-D3、-D4机型

10013029 Oil seal油封 136

10080884 B/case holder position bracket旋梭定位勾 1
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Lubrication Mechanism

 供油润滑部件

-43-

1

10

9
7

6

4

5

3
2

11

8

12

13

七

12

14

15
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

七 Lubrication Mechanism

 供油润滑部件

Name of part 名   称

-44-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

10010899

20019223

10053705

10086894

10051773

10008062

10051861

20018413

10051327

10043546

10041116

10051325

10043319

Screw

Oil pan

Felt

Rubber cap

Screw

Setting plate

Oil wick

Holder

Tube assy

Oil tube.L

Pump assy

Screw

Oil tube.U

O ring

Oil gauge window

螺钉

挡油板

挡油板毛毡

橡胶塞

油线固定板螺钉

油线固定板大组件

φ1.4油线

回油管夹

回油管组件

下轴油管组件

油泵组件

油泵体螺钉

上轴油管组件

油窗垫

1

1

1

2

2

1

1

1

1

1

2

3

1

1

10008938 油窗 1

10078235
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� Thread Trimming Mechanism

 剪线部件

-45-

1

23
5

4
20

223

2

24

17

18

15

16

8

9

10

7

6

14
13

11

12

19

21

26

25

5

2928
27
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件   号
Part No. QTY

数 量
Remark
备   注

Ref. No.
序  号

Thread Trimming Mechanism

 剪线部件

Name of part 名   称

-46-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

20

22

23

24

25

26

27

28

29

10046242

10046241

10046223

10046240

10045195

10043360

10050584

10046206

10046207

10011422

10011588

10046217

10043360

10050153

10046221

10046222

10046228

10050044

10046224

10046225

10046226

10038073

10046219

10051671

10011101

10012028

10012464

10045842

Packing

Screw

Stopper plate

Nut

Screw

Screw 

Screw

Lower thread finger

Fixed knife

Screw SM9/64"×40

Screw SM11/64"×40

Movable knife

Screw 

Round knife bracket assy

Collar

Spring

Plastic ring

Tangent crank component

Positioning block

Spring

Collar

Screw

Cam differential shaft

Thread trimmer solenoid assy 

Screw

Screw

Wire holder

Rubber cap

缓冲垫

止动螺钉

止动板

螺母

螺钉

针杆接头滑块导轨螺钉

线夹螺钉

栏线板

定刀片

SM9/64"×40螺钉

SM11/64"×40螺钉

动刀片

动刀座组件

扭簧端盖

弹簧

塑料圈

切线曲柄组件

限位块

凸轮轴扭簧

凸轮轴紧圈

 螺钉

凸轮曲柄轴

剪线电磁铁组件

SM11/64"×40螺钉

螺钉

电线夹

橡胶塞

1

1

1

1

4

1

1

1

1

1

2

1

2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

21

19 10013538 Screw SM15/64"×28SM15/64"×28螺钉 1

�

10051772 过线油塞 Rubber cap 1

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-D3机型

适用于-BD机型

适用于-D3机型

针杆接头滑块导轨螺钉

10059574 Round knife bracket assy动刀座组件_厚料 1 适用于-CX-D3机型

10058774 Movable knife动刀片 1 适用于-CX-D3机型

10058773 Fixed knife定刀片 1 适用于-CX-D3机型
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九 Peverse Stitching Mechanism

 倒缝部件

-47-

1

8

7

6
5

4

2
3

2

2
3

9
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件   号
Part No.

Name of part 名   称
QTY
数 量

Remark
备   注

Ref. No.
序  号

九 Peverse Stitching Mechanism

 倒缝部件

-48-

1 10078517 Reverse switch assy点动开关组件_补针 1

2

3

4

5

6

7

8

9

10008934

10011302

10046261

10062349

10046260

Screw

Cord holder

Screw

Quick reverse solenoid assy

Space collar

螺钉

输油管压板

电磁铁安装螺钉

倒缝电磁铁组件

倒缝电磁铁支柱

4

2

4

1

4

适用于-D3、-D4机型

适用于-D3、-D4机型

适用于-D3、-D4机型

10067995

10009818

Solenoid lever

Screw SM3/16"×32

倒缝电磁铁曲柄

SM3/16"×32螺钉

1

1

10052649 倒缝操纵曲柄弹簧钩 Cord holder 1

适用于-D3、-D4机型

适用于-D3、-D4机型

10054488 倒缝开关组件 Reverse switch assy 1

适用于-BD机型

适用于-D3、-D4机型
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十 Presser Foot Lift Mechanism

 抬压脚部件

-49-

十

3

2
1

4

5

6

7

12

8

9

13

14

11

10

10

1615

17

18

19

20

22

21
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件   号
Part No.

Name of part 名   称
QTY
数 量

Remark
备   注

Ref. No.
序  号

十 Presser Foot Lift Mechanism

 抬压脚部件

-50-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

10052492

10052493

10003169

10053187

10052496

10003151

10052505

20018808

10003032

10052498

10052494

10013087

10013099

10003273

10052495

10003162

20034547

10003094

Nut

Lever

Pin

Screw

Nut M16×1.5

Presser foot rod

Screw M6×6

Side plate gasket

Side plate

Nut

Presser foot electromagnet accy.

Locating bush

Oil seal

Washer

Check ring

Live shaft

Turn connecting rod

Screw M5×12

Limited block

Screw M6×20

螺母

膝控提升杠杆

销钉

螺钉M6

螺母M16×1.5

抬压脚连杆

螺钉M6×6

后窗板垫

后窗板喷漆件

螺母

抬压脚电磁铁组件

定位套

油封

垫圈

挡圈

转动轴

转动连杆

螺钉M5×12

限位块

螺钉M6×20

1

1

1

4

1

1

2

1

1

4

1

1

1

1

1

1

1

1

1

3

10011199 Screw 螺钉

10056322 Sheath护套 1

3

“*”具体内容需向客服咨询

10011682

10052497
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Accessories For Model

 附件

-51-

24

1123

20

21

12
18

17

19

16

22

5

67

8

9

10

13

1

2

3

4

14

十一

15

25

26

27
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件   号
Part No.

Name of part 名   称
QTY
数 量

Remark
备   注

Ref. No.
序  号

十一 Accessories For Model

 附件

-52-

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

24

*

10052476

10002562

10044097

10044098

10048792

10003281

10051347

10051348

10051560

10009263

10043570

10051308

10007138

10088415

10060866

*

10011155

10063093

10011041

10004466

10003892

10004514

10007130

Dust cover

Knee pressing plate  ASM

Knee pressing plate holder assy

Hinge pin

Spring

Knee lifter stop bracket assy

Washer 9

Oil reseervoir

Gasket

Cushion

Washer

Screw

Cushion (big)

Bobbin

Special wrench

Oil tank

Needle

Oil pot

Knee lifter prop bar

Hinge rubber

Rubber coat

Magnet

Machine rest pin

Spool stand complete

机头罩

操纵杆部件

抬压脚操纵杆接头组件

膝控铰链轴

膝控复位弹簧

膝控限位架组件

9挡圈

油盘

油盘垫

机头防震垫

放油螺钉垫圈

放油螺钉

机头防震垫大

梭芯

专用扳手

油壶 500ML

机针

硅油瓶

膝提顶杆

机头连接钩座

机头连接钩部件

 油盘磁铁

机头支柱

二线线架部件

1

1

1

1

1

1

1

1

1

2

1

1

2

3

1

1

4

1

1

2

2

1

1

1

“*”具体内容需向客服咨询

25

26

27

10013185

10010995

10010994

Small screwdriver

Medium screwdriver

Large screwdriver

 小螺丝刀

中螺丝刀

大螺丝刀

1

1

1
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	封面
	0303L说明书部件
	0303L零件手册部件20250623
	中捷说明书后封面
	页 1




